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4.1.4
getCriteria
getCriteria is used by the application to query the event criteria set with enableCallNotification.

[image: image1.wmf]HLR

Application

getCriteria

gsmSCF

SCS

No 

appropriate CAP 

or

MAP message


Figure 4-4: Call Flow for getCriteria
Table 4-8: Normal Operation

	Pre-conditions
	Notifications have been enabled by the application.

	1
	The application invokes the getCriteria method

	2
	The SCS returns the criteria


Parameter Mapping

None.

4.1.5
setCallLoadControl

setCallLoadControl is a method used to control the number of invoked methods i.e. to restrict the load placed on the application server.
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Figure 4-5: Call Flow for release
Table 4-9: Normal Operation

	Pre-conditions
	Call Control Manager is in active state

	1
	The application invokes the setCallLoadControl method

	2
	The SCS sends an equivalent message to the gsmSCF

	3
	The gsmSCF may invoke the CAP CallGap operations towards different gsmSSFs. CallGap can be sent  in CAP only after the dialogue has been opened first by sending InitialDP.


Table 4-30: Parameter Mapping

	From: setCallLoadControl
	To: CAP CallGap

	duration
	gapIndicators

duration

	mechanism

callLoadControlPerInterval
	gapIndicators

gapInterval

	treatment

ReleaseCause

AdditionalTreatmentInfo

InformationToSend
	gapTreatment

ReleaseCause

InformationToSend

	addressRange
	gapCriteria

basicGapCriteria

calledAddressValue

	assignmentID
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