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	NP-010467
	N5-010677
	29.198-04
	001
	
	Rel-4
	Changing references to JAIN
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010532
	29.198-04
	002
	
	Rel-4
	Correction of text descriptions for methods enableCallNotification and createNotification
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010533
	29.198-04
	003
	
	Rel-4
	Specify the behaviour when a call leg times out
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010542
	29.198-04
	004
	
	Rel-4
	Removal of Faulty state in MPCCS Call State Transition Diagram and method callFaultDetected in MPCCS in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010543
	29.198-04
	005
	
	Rel-4
	Missing TpCallAppInfoSet description in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010612
	29.198-04
	006
	
	Rel-4
	Redirecting a call leg vs. creating a call leg clarification in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010614
	29.198-04
	007
	
	Rel-4
	Introduction of MPCC Originating and Terminating Call Leg STDs for IpCallLeg
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010631
	29.198-04
	008
	
	Rel-4
	Corrections to SetChargePlan() Addition of  PartyToCharge parmeter
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010635
	29.198-04
	009
	
	Rel-4
	Corrections to SetChargePlan()
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010640
	29.198-04
	010
	
	Rel-4
	Remove distinction between final- and intermediate-report
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010648
	29.198-04
	011
	
	Rel-4
	Inclusion of TpMediaType
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010660
	29.198-04
	012
	
	Rel-4
	Corrections to GCC STD
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010693
	29.198-04
	013
	
	Rel-4
	Introduction of sequence diagrams for MPCC services
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010707
	29.198-04
	014
	
	Rel-4
	The use of the REDIRECT event needs to be illustrated
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010709
	29.198-04
	015
	
	Rel-4
	Corrections to SetCallChargePlan()
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010710
	29.198-04
	016
	
	Rel-4
	Add one additional error indication
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010633
	29.198-04
	017
	
	Rel-4
	Corrections to Call Control – GCCS Exception handling
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010704
	29.198-04
	018
	
	Rel-4
	Corrections to Call Control – Errors in Exceptions
	F
	4.0.0
	4.1.0
	N5-12
	OSA1


