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****    FIRST MODIFIED SECTION    ****

4.9.3.2 Inter-MSC Handover (GSM to UMTS)

When for any reason the on going location acquisition procedure needs to be aborted, the anchor MSC sends the BSSMAP message Perform Location Abort over the E-interface. 

Figure 66 shows the signalling for an aborted Location Acquisition procedure.

GMLC         MSC-A                   3G-MSC-B                 

|               |                         |                   

|MAP PROVIDE    |                         |                   

|SUBSCRIBER     |                         |                   

|LOCATION       |                         |                   

|-------------->|MAP FORWARD ACCESS       |                   

|               |    SIGNALLING           |                   

|               |------------------------>| 

|               |  -an-APDU(              |

|               |  PERFORM LOCATION       |

|               |            REQUEST)     |

|               |                         |                   

|               |                         |                RNS-B

|               |                         |                   |

|               |                         |LOCATION REPORTING |

|               |                         |  CONTROL          |

|               |                         |------------------>|

|               |                         |                   |

|               |                         |                   |

|               |MAP FORWARD ACCESS       |                   |

|               |    SIGNALLING           |                   |

|               |------------------------>|                   |

|               |  -an-APDU(              |                   |

|               |  PERFORM LOCATION ABORT)|                   |

|               |                         |                   |

|               |                         |                   |





|               |MAP PROCESS ACCESS       |                   | 

|               |    SIGNALLING           |                   | 

|               |<------------------------|                   | 

|               |  -an-APDU(              |                   | 

|               |  PERFORM LOCATION       |                   | 

|               |             RESPONSE)   |                   | 

Figure 66: Signalling for an aborted Location Acquisition procedure
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