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	Reason for change:
(

	Old P-TMSI Signature shall be deleted when attach or routing area update procedure are successfully completed and detach procedure is completed. Additionally, old P-TMSI Signature shall be deleted when a P-TMSI signature is present in the P-TMSI REALLOCATION COMMAND message, and shall be kept when no P-TMSI signature is present in the P-TMSI REALLOCATION COMMAND message. These definitions are described in 4.7.1.3 and 4.7.6.

However, old P-TMSI signature is regarded as invalid when GMM message containing a new P-TMSI is received is defined in 4.7.1.5. It is incompatible with above definitions. Because P-TMSI REALLOCATION COMMAND message with no P-TMSI Signature is not considered.

Therefore description of P-TMSI Signature in 4.7.1.5 should be deleted. There is no impact for P-TMSI handling if it is deleted. Additionally, P-TMSI Signature handling is completely defined in 4.7.1.3 and related procedure sections(i.e. attach, routing area updating, detach and P-TMSI reallocation). Consideration of the P-TMSI Signature in 4.7.1.5 is not needed.

Some editorial errors should be collected.
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	1) Description of P-TMSI Signature in 4.7.1.5 should be deleted.

2) ‘PTMSI’ should be replaced to ‘P-TMSI’.
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	Description in 4.7.1.5 still makes confusion.
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4.7.1.5
P-TMSI handling

4.7.1.5.1
P-TMSI handling in GSM
If a new P-TMSI is assigned by the network the MS and the network shall handle the old and the new P-TMSI as follows:

Upon receipt of a GMM message containing a new P-TMSI the MS shall consider the new P-TMSI and new RAI and also the old P-TMSI and old RAI as valid in order to react to paging requests and downlink transmission of LLC frames. For uplink transmission of LLC frames the new P-TMSI shall be used. 

The MS shall consider the old P-TMSI and old RAI as invalid as soon as an LLC frame is received with the local TLLI derived from the new P-TMSI. 

Upon the transmission of a GMM message containing a new P-TMSI the network shall consider the new P-TMSI and new RAI and also the old P-TMSI and old RAI as valid in order to be able to receive LLC frames from the MS. 

The network shall consider the old P-TMSI and old RAI as invalid as soon as an LLC frame is received with the local TLLI derived from the new P-TMSI.

4.7.1.5.2
P-TMSI handling in UMTS

If a new P-TMSI is assigned by the network the MS and the network shall handle the old and the new P-TMSI as follows:
Upon receipt of a GMM message containing a new P-TMSI the MS shall consider the new P-TMSI and new RAI as valid. Old P-TMSI and old RAI are regarded as invalid.
The network shall consider the old P-TMSI and old RAI as invalid as soon as an acknowledge message (e.g. ATTACH COMPLLETE, ROUTING AREA UPDATE COMPLETE and P-TMSI REALLOCATION COMPLETE) is received.
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