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	The present CR corrects ambiguity related the handling of Any Time Modification (ATM) in the HLR.
Correction 1

When the gsmSCF send ATM-req, containing data pertaining to a particular supplementary service, then the HLR shall return in ATM-ack only the modified subscription data. This behaviour is currently not properly specified.

Example1:
If CFNRc is modified as a result of ATM-req, then no CFU, CFB or CFNRy data shall be returned to the gsmSCF.
Example2:
If CFB is modified as a result of ATM-req for one Basic Service group, then only the CFB data for that Basic Service group shall be returned in ATM-ack; the ATM-ack shall in that case not contain the CFB data for the other Basic Services.
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It is not clearly specified how the HLR shall behave in such case.

Example:
ATM-req contains a request to activate CF for a several Basic Services. However, CF activation is successful for one Basic Service, but fails for another one. In that case, the HLR shall return in ATM-ack only the CF data for the Basic Service for which the modification was successfully executed.

Correction 3

Only the modified CSI is returned to the SCP.
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**** FIRST MODIFIED SECTION    ****

10.2.2
Any Time Modification

Handling of Any Time Modification involves the following process:

-
CAMEL_ATM_HLR.

The following procedures are involved:

-
ATM_Modify_Data
This procedure checks which data shall be modified and calls the appropriate data modification procedure.

-
ATM_Modify_CSI_Data
If the CSI indicated in the ATM request is not available in the HLR, then an error is returned.
Otherwise, the CSI state and/or Notification-to-CSE flag are set as instructed with the ATM request.

-
ATM_Modify_CF_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Forwarding data belonging to this SS code and basic service code is erased, the associated notificationToCSE flag is unchanged and the SS-Status is amended according to the state transition model defined in 3GPP TS 23.082 [27].
Otherwise, the behaviour is as follows:

-
If a valid SS state is present in the ATM request, then an SS state transition is performed.

-
If a valid FTN, FTN sub address or No Reply Condition Time is present in the ATM request, then the indicated variable is modified.

-
Before modification of CF data (SS state changed to "registered", insert or change of FTN), the interaction checks between CF and ODB and between CF and CB shall be performed as described in 3GPP TS 23.015 [40] and 3GPP TS 23.082 [27] respectively. The CF data shall only be modified if the changed new CF data does not conflict with the existing ODB or CB entries.

-
If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.
· If the modification is partially successful (e.g. succeeds for one Basic Service but fails for another Basic Service), then the operation is partially accepted by the HLR. The accepted changes are made in the HLR and the changed data is sent in the ATM acknowledgement.
-
ATM_Modify_CB_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Barring belonging to this SS code and basic service code is deactivated, the associated notificationToCSE flag is unchanged and the SS-Status is amended according to the state transition model defined in 3GPP TS 23.088 [39].
Otherwise, the behaviour is as follows:

-
If a valid SS state is present in the ATM request, then an SS state transition is performed.

-
Before modification of CB data (SS state), the interaction checks between CF and CB shall be performed as described in 3GPP TS 23.088 [39]. The CB data shall only be modified if the changed new CB data does not conflict with the existing CF entries.

-
If a valid Password or "Wrong password attempt counter" is present in the ATM request, then the indicated variable is modified.

-
If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.
· If the modification is partially successful (e.g. succeeds for one Basic Service but fails for another Basic Service), then the operation is partially accepted by the HLR. The accepted changes are made in the HLR and the changed data is sent in the ATM acknowledgement.
After having executed the Any Time Modification instruction from the gsmSCF, the HLR calls the procedure CAMEL_NSDC_HLR, which sends notifications to gsmSCF(s), if required.
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Figure Error! Reference source not found..1: Process CAMEL_ATM_HLR (sheet 1)
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Figure Error! Reference source not found..2: Procedure ATM_Modify_Data (sheet 1)
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Figure Error! Reference source not found..3: Procedure ATM_Modify_CSI_Data (sheet 1)

Figure Error! Reference source not found..4: Procedure ATM_Modify_CF_Data (sheet 1)
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Figure Error! Reference source not found..5: Procedure ATM_Modify_CB_Data (sheet 1)
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[image: image9.wmf]/* Procedure in the HLR to modify  Call

Barring data, as a result of an 
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****   NEXT MODIFIED SECTION    ****

10.3.2
HLR to gsmSCF information flows

….

10.3.2.2
Any Time Modification ack

10.3.2.2.1
Description

This IF is used by the HLR to provide the modified information to the gsmSCF.

10.3.2.2.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Call Forwarding SS data
	C
	This IE is described in a table below.

	Call Barring SS data
	C
	This IE is described in a table below.

	CAMEL Subscription Information
	C
	This IE is described in a table below.

	C
Conditional (The IE shall be sent if it was modified).


Call Forwarding SS data contains the following information:

	Information element name
	Required
	Description

	SS Code
	C1
	This IE indicates Call Forwarding supplementary service as defined in 3GPP TS 22.004 [25].

	Forwarding Feature List
	C2
	See the table below.

	Notification-to-CSE Flag
	C3
	This IE indicates whether the gsmSCF is notified of a change of Call Forwarding SS data.

	
C1
Conditional (The IE shall be sent, if available. Only the SS code for which the modification applies is sent.
C2
Conditional (The IE shall be sent, if available). If a Forwarding Feature List item is modified then all applicable fields within the item shall be sent. All modified Forwarding Feature List items shall be returned.
C3
Conditional (The IE shall be sent, if available and modified).


Forwarding Feature List contains 1 to 32 items of the following information:

	Information element name
	Required
	Description

	Basic Service
	C
	See 3GPP TS 22.002 [24].

	SS Status
	C
	See 3GPP TS 23.011 [26].

	Forwarded-to Number
	C
	See 3GPP TS 23.082 [27].

	Forwarded-to Subaddress
	C
	See 3GPP TS 23.082 [27].

	Subscription Options
	C
	See 3GPP TS 23.082 [27].

	No Reply Condition Time
	C
	See 3GPP TS 23.082 [27].

	C
Conditional (The IE shall be sent, if available and applicable).


Call Barring SS data contains the following information:

	Information element name
	Required
	Description

	SS Code
	C1
	This IE indicates Call Barring supplementary service as defined in 3GPP TS 22.004 [25].

	Call Barring Feature List
	C2
	See the table below.

	Password
	C3
	See 3GPP TS 23.011 [26].

	Wrong password attempts counter
	C3
	See 3GPP TS 23.011 [26].

	Notification-to-CSE flag
	C3
	This IE indicates whether the gsmSCF is notified of a change of Call Barring SS data.

	
C1
Conditional (The IE shall be sent, if available. Only the SS code for which the modification applies is sent.
C2
Conditional (The IE shall be sent, if available). If a Call Barring Feature List item is modified then all applicable fields within the item shall be sent. All modified Call Barring Feature List items shall be returned.
C3
Conditional (The IE shall be sent, if available and modified).


Call Barring Feature List contains 1 to 32 items of the following information:
	Information element name
	Required
	Description

	Basic Service
	C
	See 3GPP TS 22.002 [24].

	SS Status
	C
	See 3GPP TS 23.011 [26].

	C
Conditional (The IE shall be sent, if available and applicable).


CAMEL Subscription Information contains the following information:

	Information element name
	Required
	Description

	O-CSI
	C
	See clause 4.3.1.

	D-CSI
	C
	See clause 4.3.2.

	T-CSI
	C
	See clause 4.3.4.

	VT-CSI
	C
	See clause 4.3.5.

	TIF-CSI
	C
	See clause 4.3.6.2.

	GPRS-CSI
	C
	See clause 6.3.1.

	SMS-CSI
	C
	See clause 7.3.1.

	SS-CSI
	C
	See clause 8.2.1.

	M-CSI
	C
	See clause 9.2.1.

	C
Conditional (The IE shall be sent, if it was modified. Only the modified CSI is sent).
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