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Reason for change:
(

Tdoc N2-020493, containing an LS from CN4 to CN2, clarifies that CN4 has decided, during the CN4#13 meeting in Fort Lauderdale, to mark the parameter "MsRadioAccessCapability" in "GPRSMSClass" OPTIONAL in TS 29.002 for Rel-5. CN4 explains in said LS why this parameter needs to be marked OPTIONAL, rather than mandatory; the MsRadioAccessCapability may not always be available in the SGSN, so it needs to be marked OPTIONAL. MS Radio Access Capability is not available to the SGSN if the MS accesses the network via Iu-mode.

Refer to N4-020485, containing CR 29.002-408r2, for the CN4-approved change to TS 29.002.

For CAMEL Phase 3, the data type defintion of GPRSMSClass is specified in TS 29.078. For CAMEL Phase 4, the data type defintion of GPRSMSClass is specified in TS 29.002 and is imported by CAP.

Since CAMEL Phase 3 and CAMEL Phase 4 use the same CAP V3 Application Context for GPRS control (between gsmSCF and gprsSSF), the data type definition of GPRSMSClass needs to be identical in TS 29.002 Rel-5 and TS 29.078 R99 & Rel-4.

To accomplish equal definitions of GPRSMSClass in R99 & Rel-4 and Rel-5, MsRadioAccessCapability shall be marked OPTIONAL in TS 29.078 R99 and Rel-4.




Summary of change:
(

Mark MsRadioAccessCapability in GPRSMSClass OPTIONAL.




Consequences if 
(

not approved:
· misalignment between CAP V3 for GPRS in R99 & Rel-4 and CAP V3 for GPRS in Rel-5;

· an SGSN will not be able to report "mSNetworkCapability" in InitialDPGPRS when "MsRadioAccessCapability" is not available.




Clauses affected:
(

5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

· In TS 23.078, the Information Element "GPRS MS Class" is not split up in sub-parameters "mS Network Capability" and "mS Radio Access Capability".
Therefore, marking mSRadioAccessCapability OPTIONAL in TS 29.078 and TS 29.002 does not affect TS 23.078.

· In CAMEL Phase 3, the parameter "GPRS MS Class" is not included in Initial DP SMS; it is included in Initial DP GPRS only.

· In CAMEL Phase 4, the Information Element "GPRS MS Class" is used by various Information Flows, both CAP and MAP. Hence, the OPTIONAL marking of mSRadioAccessCapability will, by inheritance, be applicable to all the Information Flows that include GPRS MS Class.

*** First Modification ***

5
Common CAP Types

5.1
Data types

-- The Definition of Common Data Types follows

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version3(2)}

-- This module contains the type definitions for the CAP v.3 data types.

DEFINITIONS IMPLICIT TAGS ::= BEGIN

...

< unmodified >

...

GPRSMSClass








::= SEQUENCE {


mSNetworkCapability




[0]
MSNetworkCapability,


mSRadioAccessCapability



[1]
MSRadioAccessCapability

OPTIONAL

}

-- GPRS MS class mark describes the terminal capabilities.

-- Refer to 3GPP TS 24.008 [12] for an explanation of these elements.

...

< unmodified >

...

*** End of Document ***
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