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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

1xx
A status-code in the range 101 through 199, and excluding 100

2xx
A status-code in the range 200 through 299

AS
Application Server

AUTN
Authentication TokeN

BGCF
Breakout Gateway Control Function

c
conditional

CK
Ciphering Key

CN
Core Network

CSCF
Call Session Control Function

DNS
Domain Name System


i
irrelevant

I-CSCF
Interrogating CSCF

IK
Integrity Key

IM
IP Multimedia

IP
Internet Protocol

ISC
IP multimedia Subsystem Service Control

m
mandatory

MAC
Message Authentication Code

MGCF
Media Gateway Control Function

MRFC
Media Resource Function Controller

n/a
not applicable

o
optional

P-CSCF
Proxy CSCF

PDU
Protocol Data Unit

RAND
RANDom challenge

RES
RESponse

RTP
Real-time Transport Protocol`

S-CSCF
Serving CSCF

SDP
Session Description Protocol

SIP
Session Initiation Protocol

SQN
SeQuence Number

UA
User Agent

UAC
User Agent Client

UAS
User Agent Server

UE
User Equipment

URI
Universal Resource Identifier

URL
Universal Resource Locator

x
prohibited

---------------------------------------------------Next modification---------------------------------------------------------

4.2
URL and address assignments

In order for SIP and SDP to operate, the following preconditions apply:

1)
I-CSCFs used in registration are allocated SIP URLs. Other IM CN subsystem entities may be allocated SIP URLs. For example pcscf.home1.net and <impl-specific-info>@pcscf.home1.net are valid SIP URLs. If the user part exists, it is an essential part of the address and shall not be omitted when copying or moving the address. How these addresses are assigned to the logical entities is up to the network operator. For example, a single SIP URL may be assigned to all I-CSCFs, and the load shared between various physical boxes by underlying IP capabilities, or a separate SIP URLs may be assigned to each I-CSCF, and the load shared between various physical boxes using DNS SRV capabilities.

Editor's note: The requirements for DNS-SRV entries or alternatives require further discussion.

2)
All IM CN subsystem entities are allocated IP addresses. Allocation of IPv6 and IPv4 addresses fulfils the requirements of of 3GPP TS 23.221 [6] subclause 5.1.

3)
The subscriber is allocated a private user identity by the home network operator, and this is contained within the USIM. This private user identity is available to the SIP application within the UE.

NOTE:
The SIP URLs may be resolved by using any of public DNSs, private DNSs, or peer-to-peer agreements.

4)
The subscriber is allocated one or more public user identities by the home network operator. At least one of these is contained within the USIM. All public user identities are available to the SIP application within the UE.

5) The UE is dynamically assigned an IP version 6 address.

---------------------------------------------------Next modification---------------------------------------------------------

5.2.3 
Subscription to the users registration-state event package

Upon receipt of a 2xx response to the initial REGISTER request of an user, the P-CSCF shall subscribe to the users registration-state event package at the users registrar (S-CSCF). Therefore the P-CSCF shall generate a SUBSCRIBE request with the following elements:

-
a Request-URI set to the topmost entry of the path information that was obtained during the users registration;

-
a From header set to the P-CSCF’s SIP URL;
-
a To header, set to a SIP URL that contains the public user identity that was previously registered;

-
an Event header set to the "registration-state" event package;

-
an Expires header set to a value higher then the Expires header of the before sent REGISTER request from the user; and

-
a Route header according to the path information that was obtained during the users registration. Th S-CSCF shall set the last Route header entry to the resource to which it wants to subscribe to, i.e. to a SIP URL the public user identity that was previously registered.

Afterwards the P-CSCF shall send out the so generated SUBSCRIBE request.

Upon receipt of a 2xx response to the SUBSCRIBE message, the P-CSCF shall store the information for the so established dialog and the expiration time as indicated in the Expires header of the received response.

---------------------------------------------------Next modification---------------------------------------------------------

5.4.1.2.1
Normal procedures

When the S-CSCF receives a REGISTER request, the S-CSCF shall verify that the "path" option-tag is contained in the Proxy-Require header. If the "path" option-tag is present, the S-CSCF shall store the information contained in the Path header so that it can be used for mobile terminated requests.

Editor's Note: If the S-CSCF receives a Path header without the "path" option tag in the Proxy-Require header, we have an error condition in the I-CSCF. The I-CSCF behavior for this scenario is FFS.

The S-CSCF shall:

-
check the existence of a Path header in the request;

Editor's note: The action S-CSCF has to take when a Path header is not present in the request is FFS.

-
when a Path header exists in the request, insert its own SIP URL at the top of the list found in the Path header saved from the REGISTER request;

-
save the Contact header value for the entire duration of the registration;

-
construct a list of preloaded Route headers from the list of entries in the Path header. The order in the lists is preserved;

-
include an expiration time in the 200 OK response, using one value provided within the S-CSCF, according to the local policy of the network, if this expiration time is shorter than the requested expiry time received from the UE;

-
save the list of preloaded Route headers for the entire duration of the registration;

NOTE 1:
If this registration is a reregistration, then a list of pre-loaded Route headers will already exist. The new list replaces the old list.

-
bind to each individual public user identity all contact information under which the public user identity has been registered (either manually by means of a REGISTER message or automatically upon the registration of another public user identity);

NOTE 2:
There might be more then one contact information available for one public user identity.

-
bind to each contact information the respective Path header entries, that were received in the same REGISTER message as that contact information;

-
add its Path header on the top of the received list of Path headers, and returns this list in the 200 OK response;

-
check whether the message contains information indicating that it was received with a valid integrity check by the P-CSCF; and

Editor's Note: The method by which the P-CSCF indicates this is FFS.

-
send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event.

On receiving a failure response to one of the third-party REGISTER requests, the S-CSCF may initiate network-initiated deregistration procedure based on the information in the Filter Criteria. If the Filter Criteria does not contain instruction to the S-CSCF regarding the failure of the contact to the Application Server, the S-CSCF shall not initiate network-initiated deregistration procedure.

The S-CSCF may require authentication of the user for any REGISTER request, and shall always require authentication for initial registration. The information that a REGISTER has a valid integrity check may be used as part of the decision to authenticate the registration. The S-CSCF shall request authentication by responding to the REGISTER request with a 401 Unauthorized with:

-
the Authorization header containing the authentication parameters (RAND, AUTN, CK and IK).

---------------------------------------------------Next modification---------------------------------------------------------

5.4.1.4
User-initiated deregistration

When the S-CSCF receives a REGISTER request, it shall verify that the "path" option-tag is contained in the Proxy-Require header. If the "path" option-tag is present, the S-CSCF shall store the information contained in the Path header so that it can be used for mobile terminated requests.

Editor's Note: If the S-CSCF receives a Path header without the "path" option tag in the Proxy-Requre header, we have an error condition in the I-CSCF. The I-CSCF behavior for this scenario is FFS.

When S-CSCF receives a REGISTER request with the Expires header field containing the value zero, the S-CSCF shall:

-
deregister the subscriber and remove all related stored information;

-
insert its own SIP URL at the top of the list found in the Path header saved from the REGISTER request;

-
add its Path header on the top of the received list of Path headers, and returns this list in the 200 OK response; and

-
send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event.

---------------------------------------------------Next modification---------------------------------------------------------

5.4.1.7
Notification of Application Servers about registration status

If the registration procedure described in subclauses 5.4.1.2, 5.4.1.4 or 5.4.1.5 (as appropriate) was successful, the S-CSCF shall send a third-party REGISTER request to each Application Server with the following information:

a)
the Request-URI shall contain the AS’s SIP URL;

b)
the From header shall contain the S-CSCF’s SIP URL;

c)
the To header shall contain the public user identity as contained in the REGISTER request received form the UE;

d)
the Contact header shall contain the S-CSCF’s SIP URL;

e)
for initial registration and user-initiated reregistration (subclause 5.4.1.2), the Expires header shall contain the same value that the S-CSCF returned in the 200 OK response for the REGISTER request received form the UE;

f)
for user-initiated deregistration (subclause 5.4.1.4) and network-initiated deregistration (subclause 5.4.1.5), the Expires header shall contain the value zero;

g)
for initial registration and user-initiated reregistration (subclause 5.4.1.2), a message body shall be included in the REGISTER request if there is Filter Criteria indicating the need to include HSS provided data for the REGISTER event (e.g. HSS may provide AS specific data to be included in the third-party REGISTER, such as IMSI to be delivered to IM SSF). If there is a service information XML element provided in the HSS Filter Criteria for an AS (see 3GPP TS 29.228 [12]), then it shall be included in the REGISTER message body within the <service-info> XML element as described in subclause 7.6. For the messages including the 3GPP IMS XML body, set the value of the Content-Type header to include the MIME type specified in subclause 7.6.
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