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*** START OF MODIFICATION***

7.6.1.4
User error

*** SKIPPED ***

i)
Location services problem:

· Unauthorised Requesting Network

· Unauthorised LCS Client with detailed reasons as follows:

· Unauthorised Privacy Class

· Unauthorised Call/Session Unrelated External Client

· Unauthorised Call/Session Related External Client

· Privacy override not applicable

· Position method failure with detailed reasons as follows:

· Congestion

· Insufficient resources

· Insufficient Measurement Data

· Inconsistent Measurement Data

· Location procedure not completed

· QoS not attainable

· Position Method Not Available in Network

· Position Method Not Available in Location Area

-
Unknown or unreachable LCS Client.

j)
Problem detected by an application using secure transport:

-
Secure transport error. This error indicates that the application using secure transport returned an error. The parameter of the error indicates:

-
The protected payload, which carries the result of applying the protection function specified in 3G TS 33.200 to the encoding of the parameter of the original error.

Next Change

7.6.3.61
GMLC List

This parameter contains the addresses of all GMLCs that are permitted to issue a call/session unrelated or call/session related MT-LR location request for this MS. Usage of this parameter is defined in 3G TS 23.271.

Next Change

7.6.3.64
External Client List 

This parameter is only applicable to the call/session unrelated privacy class and call/session related privacy class, and gives the identities of the external clients that are allowed to locate a target MS for a MT-LR. Each identity is an international (e.g.E.164) address. For each identified external client, GMLC restrictions may be defined. It may also be indicated if the MS shall be notified of a non-restricted MT-LR from each identified LCS client and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in 3G TS 23.271.

Next Change

7.6.3.65B
Privacy Notification to MS User

This parameter is applicable to the call/session unrelated privacy class and call/session related privacy class. For each privacy class it indicates whether the MS user shall be notified for that class MT-LR from any value added LCS client when the MT-LR is restricted and be enabled to accept or override the restriction.  Usage of this parameter is defined in 3G TS 23.271.

Next Change

7.6.4.44
LCS Privacy Exceptions 

Distinct SS codes are assigned to the following classes of LCS client in a target MS subscriber’s privacy exception list.

-
Universal Class;

-
Call/session related value added class;

-
Call/session unrelated value added class;

-
PLMN operator class.
Next Change

17.7.1
Mobile Service data types

*** SKIPPED ***

LCS-PrivacyClass ::= SEQUENCE {


ss-Code

SS-Code,


ss-Status

Ext-SS-Status,


notificationToMSUser
[0] NotificationToMSUser
OPTIONAL,


-- notificationToMSUser may be sent only for SS-codes callSessionRelated


-- and callSessionUnrelated. If not received for SS-codes callSessionRelated 

-- and callSessionUnrelated,


-- the default values according to 3G TS 23.271 shall be assumed.


externalClientList
[1] ExternalClientList
OPTIONAL,


-- externalClientList may be sent only for SS-code callSessionUnrelated to a


-- visited node that does not support LCS Release 4 or later versions.


-- externalClientList may be sent only for SS-codes callSessionUnrelated and


-- callSessionRelated to a visited node that supports LCS Release 4 or later versions.


plmnClientList
[2] PLMNClientList
OPTIONAL,


-- plmnClientList may be sent only for SS-code plmnoperator.


extensionContainer
[3] ExtensionContainer
OPTIONAL,


...,


ext-externalClientList
[4] Ext-ExternalClientList
OPTIONAL


-- Ext-externalClientList may be sent only if the visited node supports LCS Release 4 or

-- later versions, the user did specify more than 5 clients, and White Book SCCP is used.

-- if segmentation is used, the complete LCS-PrivacyClass shall be sent in one segment

}

*** SKIPPED ***

Next Change

17.7.5
Supplementary service codes

*** SKIPPED ***

allLCSPrivacyException
SS-Code ::= '10110000'B


-- all LCS Privacy Exception Classes

universal


SS-Code ::= '10110001'B


-- allow location by any LCS client

callSessionRelated
SS-Code ::= '10110010'B


-- allow location by any value added LCS client to which a call/session 


-- is established from the target MS
callSessionUnrelated
SS-Code ::= '10110011'B


-- allow location by designated external value added LCS clients
plmnoperator

SS-Code ::= '10110100'B


-- allow location by designated PLMN operator LCS clients
allMOLR-SS

SS-Code ::= '11000000'B


-- all Mobile Originating Location Request Classes

basicSelfLocation
SS-Code ::= '11000001'B


-- allow an MS to request its own location

autonomousSelfLocation
SS-Code ::= '11000010'B


-- allow an MS to perform self location without interaction


-- with the PLMN for a predetermined period of time
transferToThirdParty
SS-Code ::= '11000011'B


-- allow an MS to request transfer of its location to another LCS client
*** SKIPPED ***
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