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****    FIRST MODIFIED SECTION    ****

7.6.11.3
Deferred MT-LR Data

This parameter is used to report the deferred location event type, the location information and reason why the serving node aborted monitoring the event to the GMLC. The termination cause mt-lrRestart shall be used to trigger the GMLC to restart the location procedure in all the cases where the sending node detects that the location procedure cannot be successfully performed anymore by the sending node and that it could be successfully performed by another node (as for example when. Cancel Location or Send Identification has been received). The location information shall be included only if the termination cause is mt-lrRestart. The network node number contained in the location information refers to the node where the MS/UE has moved to and shall be included if available, like in case Send Identification has been received.
****    NEXT MODIFIED SECTION    ****

17.7.13
Location service data types

.$MAP-LCS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version7 (7)}

Unchanged text removed for clarity
SubscriberLocationReport-Arg ::= SEQUENCE {


lcs-Event

LCS-Event,


lcs-ClientID
LCS-ClientID, 


lcsLocationInfo
LCSLocationInfo,


msisdn

[0] ISDN-AddressString
OPTIONAL,


imsi


[1] IMSI

OPTIONAL,


imei


[2] IMEI

OPTIONAL,


na-ESRD

[3] ISDN-AddressString
OPTIONAL,


na-ESRK

[4] ISDN-AddressString
OPTIONAL,


locationEstimate
[5] Ext-GeographicalInformation
OPTIONAL,


ageOfLocationEstimate
[6] AgeOfLocationInformation
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


... ,


add-LocationEstimate
[8] Add-GeographicalInformation
OPTIONAL,


deferredmt-lrData
[9] Deferredmt-lrData
OPTIONAL }


-- one of msisdn or imsi is mandatory


-- a location estimate that is valid for the locationEstimate parameter should 


-- be transferred in this parameter in preference to the add-LocationEstimate.

-- the deferredmt-lrData parameter shall be included if and only if the lcs-Event


-- indicates a deferredmt-lrResponse.
Deferredmt-lrData ::= SEQUENCE {


deferredLocationEventType
DeferredLocationEventType,


terminationCause
[0] TerminationCause
OPTIONAL,


lcsLocationInfo
[1] LCSLocationInfo
OPTIONAL,


...}

-- lcsLocationInfo may be included only if a terminationCause is present 

-- indicating mt-lrRestart.

LCS-Event ::= ENUMERATED {


emergencyCallOrigination  (0),


emergencyCallRelease  (1), 


mo-lr  (2),


...,


deferredmt-lrResponse  (3) }


--
exception handling:


--
a SubscriberLocationReport-Arg containing an unrecognized LCS-Event


--
shall be rejected by a receiver with a return error cause of unexpected data value

TerminationCause ::= ENUMERATED {


normal  (0),


errorundefined  (1),


internalTimeout  (2),


congestion  (3),


mt-lrRestart  (4),


privacyViolation  (5),


... } 

-- mt-lrRestart shall be used to trigger the GMLC to restart the location procedure, 

-- either because the sending node knows that the terminal has moved under coverage 

-- of another MSC or SGSN (e.g. Send Identification received), or because the subscriber

-- has been deregistered due to a Cancel Location received from HLR.
--

-- exception handling

-- an unrecognized value shall be treated the same as value 1 (errorundefined) 
SubscriberLocationReport-Res ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL, 


...}

.#END
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