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****    FIRST MODIFIED SECTION    ****

10.3
MAP_RESUME_CALL_HANDLING service

10.3.1
Definition

This service is used between the terminating VMSC and the GMSC. The service is invoked by the terminating VMSC to request the GMSC to resume handling the call and forward it to the specified destination.

This is a confirmed service which uses the Primitives listed in table 10.3/1.

10.3.2
Service primitives

Table 10.3/1: MAP_RESUME_CALL_HANDLING parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Call Reference Number
	C
	C(=)
	
	

	Basic Service Group
	C
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	Forwarding Data
	C
	C(=)
	
	

	CUG Interlock
	C
	C(=)
	
	

	CUG Outgoing Access
	C
	C(=)
	
	

	O-CSI
	C
	C(=)
	
	

	D-CSI
	C
	C(=)
	
	

	CCBS Target
	C
	C(=)
	
	

	UU Data
	C
	C(=)
	
	

	UUS CF Interaction
	C
	C(=)
	
	

	All Information Sent
	C
	C(=)
	
	

	MSISDN

User error
	C


	C(=)


	C
	C(=)

	Provider error
	
	
	
	O


10.3.3
Parameter use

Information received in subsequent segment of a segmented dialogue shall not overwrite information received in an earlier segment.

See clause 7.6 for a definition of the parameters used, in addition to the following.

Call Reference Number

See 3GPP TS 23.079 [99] for the use of this parameter. This parameter shall be present in a first segment of the dialogue.

Basic Service Group

See 3GPP TS 23.079 [99] for the use of this parameter. This parameter shall be present in a first segment of the dialogue.

IMSI

This is the IMSI of the forwarding Subscriber. This parameter shall be present in a first segment of the dialogue.

Forwarding Data

This parameter includes a number to define the forwarded-to destination, the forwarding reason and the forwarding options Notification to calling party and Redirecting presentation, and can include the forwarded-to subaddress. See 3GPP TS 23.079 [99] for the conditions for the presence of its components. This parameter shall be present in a first segment of the dialogue.

CUG Interlock
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

CUG Outgoing Access

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

O-CSI

See 3GPP TS 23.078  for the use of this parameter and the conditions for its presence.

For CAMEL phases 1 & 2, the O-CSI shall contain only one set of O-BCSM TDP data.

D-CSI

The Dialled Services-CSI.

See 3GPP TS 23.078 for the use of this parameter and the conditions for its presence.

CCBS Target
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence. 

UU Data
See 3GPP TS 23.087 for the use of this parameter and the conditions for its presence.
UUS CF Interaction
See 3GPP TS 23.087 for the use of this parameter and the conditions for its presence.
All Information Sent
This parameter is set when the VMSC has sent all information to GMSC.
MSISDN

This parameter is the basic MSISDN of the forwarding subscriber. It shall be present if the VMSC supports determination of the redirecting number. 

User error
This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Optimal Routeing not allowed;

-
Forwarding failed;

-
Unexpected Data Value;

-
Data Missing.

Provider error
These are defined in clause 7.6.

****    LAST MODIFIED SECTION    ****
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