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4.4.3.1.1
Automatic Network Selection Mode Procedure

The MS selects and attempts registration on other PLMNs, if available and allowable, in the following order:

i)
HPLMN (if not previously selected);

ii)
 each PLMN in the "User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iii)
each PLMN in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iv)
other PLMN/access technology combinations with received high quality signal in random order;

v)
other PLMN/access technology combinations in order of decreasing signal quality.

When following the above procedure the following requirements apply:

a)
In A/Gb mode or GSM COMPACT, an MS with voice capability shall ignore PLMNs for which the MS has identified at least one cell that do not offer voice service. (In A/Gb mode, this is indicated by the CELL_BAR_QUALIFY_2 parameter).

b)
In A/Gb mode or GSM COMPACT, an MS with voice capability, or an MS not supporting packet services shall not search for CPBCCH carriers.

c)
In ii and iii, the MS should limit its search for the PLMN to the access technology or access technologies associated with the PLMN in the appropriate PLMN Selector with Access Technology list (User Controlled or Operator Controlled selector list). An MS using a SIM without access technology information storage (i.e. the "User Controlled PLMN Selector with Access Technology" and the "Operator Controlled PLMN Selector with Access Technology" data fields are not present) shall instead use the "PLMN Selector" data field, for each PLMN in the "PLMN Selector" data field, the MS shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology.

d)
In iv and v, the MS shall search for all access technologies it is capable of, before deciding which PLMN to select.

e)
In ii, and iii, a packet only MS which supports GSM COMPACT, but using a SIM without access technology information storage (i.e. the "User Controlled PLMN Selector with Access Technology" and the "Operator Controlled PLMN Selector with Access Technology" data fields are not present) shall instead use the "PLMN Selector" data field, for each PLMN in the "PLMN Selector" data field, the MS shall search for all access technologies it is capable of and shall assume GSM COMPACT access technology as the lowest priority radio access technology.

f)
In i, the MS shall search for all access technologies it is capable of. The MS shall start its search using the access technologies stored in the "HPLMN Selector with Access Technology" data field on the SIM in priority order as defined in clause 4.4.3 (i.e. the PLMN/access technology combinations are listed in priority order, if an entry includes more than one access technology then no priority is defined for the preferred access technology and the priority is an implementation issue).

g)
In i, an MS using a SIM without access technology information storage (i.e. the "HPLMN Selector with Access Technology" data field is not present) shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology. A packet only MS which supports GSM COMPACT using a SIM without access technology information storage shall also assume GSM COMPACT access technology as the lowest priority radio access technology.

h)
In v, the MS shall order the PLMN/access technology combinations in order of decreasing signal quality within each access technology. The order between PLMN/access technology combinations with different access technologies is an MS implementation issue.

NOTE 1:
Requirements a) and b) apply also to requirement d), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if capable of GSM COMPACT. 

NOTE 2:
Requirements a) and b) apply also to requirement f), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if this is the only access technology on the "HPLMN Selector with Access Technology" data field on the SIM. Also PLMNs not offering voice services should be ignored by voice capable GSM mobiles.

NOTE 3:
High quality signal is defined in the appropriate AS specification.

If successful registration is achieved, the MS indicates the selected PLMN.

If registration cannot be achieved because no PLMNs are available and allowable, the MS indicates "no service" to the user, waits until a new PLMN is available and allowable and then repeats the procedure.

If there were one or more PLMNs which were available and allowable, but an LR failure made registration on those PLMNs unsuccessful or an entry in any of the lists "forbidden LAs for roaming", or "forbidden LAs for regional provision of service"  prevented a registration attempt, the MS selects the first such PLMN again and enters a limited service state.

4.5.2
Initiation of Location Registration

An LR request indicating Normal Updating is made when, in idle mode,

-
the MS changes cell while being in the update state NOT UPDATED; (for MS capable of GPRS and non-GPRS services when at least one of both update states is NOT UPDATED) 

-
the MS detects that it has entered a new registration area, i.e., when the received registration area identity differs from the one stored in the MS, and the LAI or the PLMN identity is not contained in any of the lists of "forbidden LAs for roaming", "forbidden LAs for regional provision of service", "forbidden PLMNs for GPRS service" or "forbidden PLMNs" respectively, while being in one of the following update states:

-
UPDATED;

-
NOT UPDATED;

-
ROAMING NOT ALLOWED.

-
the Periodic Location Updating Timer expires while being in the non-GPRS update state NOT UPDATED (triggers Location Updating);

-
the Periodic Routing Area Update timer expires while being in the GPRS update state NOT UPDATED (triggers Routing Area Update);

-
a manual network reselection has been performed, an acceptable cell of the selected PLMN is present, and the MS is not in the UPDATED state on the selected PLMN.

An LR request indicating Periodic Location Updating is made when, in idle mode, the Periodic Location Updating timer expires while being in the non-GPRS update state UPDATED.

An LR request indicating Periodic Routing Area Update is made when the Periodic Routing Area Update timer expires while being in the GPRS update state UPDATED.

An LR request indicating IMSI attach is made when the MS is activated in the same location area in which it was deactivated while being in the non-GPRS update state UPDATED, and the system information indicates that IMSI attach/detach shall be used.

A GPRS attach is made by a GPRS MS when activated and capable of services which require registration. A GPRS attach may only performed if the selected PLMN is not contained in the list of "forbidden PLMNs for GPRS service". Depending on system information about GPRS network operation mode MSs operating in MS operation mode A or B perform combined or non-combined location registration procedures. When the combined routing area update or GPRS attach is accepted with indication "MSC not reachable" or is not answered the MS performs also the corresponding location updating procedure or falls back to a GPRS only MS. When the combined routing area update or GPRS attach is rejected with cause "GPRS not allowed" the GPRS update state is "IDLE, NO IMSI" and the MS performs the corresponding location updating procedure.

Furthermore, an LR request indicating Normal Location Updating is also made when the response to an outgoing request shows that the MS is unknown in the VLR or SGSN, respectively.

Table 2 in clause 5 summarizes the events in each state that trigger a new LR request. The actions that may be taken while being in the various states are also outlined in table 2. 

A GPRS MS which is both IMSI attached for GPRS and non-GPRS services and which is capable of simultaneous operation of GPRS and non-GPRS services shall perform Routing Area Update in connected mode when it has entered a new routing area which is not part of a LA contained in the list of "forbidden LAs for roaming" or "forbidden LAs for regional provision of service".

5
Tables and Figures

Table 1: Effect of LR Outcomes on PLMN Registration

	Location Registration Task State
	Registration Status
	Registered PLMN is

	Updated
	Successful
	Indicated in the stored registration area identity

	Idle, No IMSI
	Unsuccessful
	No registered PLMN (3) (4)

	Roaming not allowed:
	
	

	a) PLMN not allowed
	Unsuccessful
	No registered PLMN (4)

	b) LA not allowed
	Indeterminate(1)
	No registered PLMN (4)

	c) Roaming not allowed in this LA
	Indeterminate (2)
	No registered PLMN (4)

	d) No Suitable Cells In Location Area
	Indeterminate (5)
	No registered PLMN (4)

	Not updated
	Unsuccessful
	No registered PLMN (4)

	1)
The MS will eventually either enter a different state when the registration status will be determined, or fail to be able to camp on a cell, when registration will be unsuccessful.

2)
The MS will select the HPLMN if in automatic mode and will enter Automatic Network Selection Mode Procedure of clause 4.4.3.1. If in manual mode, the MS will display the list of available PLMNs and follow the Manual Network Selection Mode Procedure of clause 4.4.3.1.2 If the appropriate process does not result in registration, the MS will eventually enter the limited service state. 

3)
A MS may have different update states for GPRS and non-GPRS. A PLMN is registered when at least one of both update states is updated.

4)
If there is no registered PLMN, the stored list of equivalent PLMNs is invalid.

5)
The MS will attempt registration on another LA of the same PLMN if one is available otherwise it will enter either the Automatic Network Selection Mode procedure of clause 4.4.3.1 or follow the Manual Network Selection Mode procedure of clause 4.4.3.1.2. If the appropriate process does not result in registration, the MS will eventually enter the limited service state.

NOTE 1:
MSs capable of GPRS and non-GPRS services may have different registration status for GPRS and for non-GPRS.

NOTE 2:
The registered PLMN is determined by looking at the stored registration area identity and stored location registration status.




Table 2: LR Process States and Allowed Actions

	Location registration
	New LR request when


	Normal Calls
	Paging responded

	task state
	Changing Cell
	Changing registration area
	Changing PLMN
	Other
	Supported (1)
	to

	Null (4)
	No
	Yes
	Yes
	No
	No
	No

	Updated, (5)
	No
	Yes
	Yes
	(2)
	Yes
	Yes

	Idle, No IMSI (7)
	No
	No
	No
	No
	No
	No

	Roaming not allowed:
	
	
	
	
	
	

	a) Idle, PLMN not allowed
	No
	No
	Yes
	No
	No
	Optional if with IMSI

	b) Idle, LA not allowed
	No
	Yes(6)
	Yes
	No
	No
	Optional if with IMSI

	c) Idle, Roaming not allowed in this LA
	No
	Yes(6)
	Yes
	No
	No
	Optional if with IMSI

	d) No Suitable Cells In Location Area
	No
	Yes(6)
	Yes
	No
	No
	Optional if with IMSI

	Not updated
	Yes
	Yes
	Yes
	(2)&(3)
	(3)
	Yes if with IMSI

	1):
Emergency calls may always be made, subject to access control permitting it.

2):
A new LR is made when the periodic registration timer expires.

3):
If a normal call request is made, an LR request is made. If successful the updated state is entered and the call may be made.

4):
The MS is in the null state from switch on until it has camped on a cell and either made an LR attempt or decided that no LR attempt is needed.

5):
In this state, IMSI detach is performed if the MS is deactivated and the BCCH indicates that IMSI attach/detach shall be used. An LR request indicating IMSI attach is performed if the MS is activated in the same registration area in which it was deactivated while being in this state.

6):
A MS shall not perform a new LR when the new routing area is part of a LA contained in any of the lists “forbidden LAs for roaming”, or "forbidden LAs for regional provision of service”.

7):
The GPRS registration status "Idle, no IMSI“ is entered when LR is rejected with cause "GPRS not allowed“. The non-GPRS registration status „Idle, no IMSI“ is entered when the cause "IMSI unknown in HLR“ is received. 
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