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Figure 1.3: MAF002 Determination of the information for offering to the called party
(destination MSC)

…

**** Next Modified Section ****
1.2.4
Messages between MSC and VLR in destination network

Table 1.2.4.1: Messages between MSC and VLR

	Message
	Message sender
	Information element name
	Information element Required
	Information element description

	Complete Call
	VLR
	-

Calling Party Number

Generic Number

Cause of no CLI
	-

C

C

C
	Refer to 3G TS 23.018.

In addition: 

The information element is present if it is stored in VLR; otherwise it shall be absent.

The information element is present if it is stored in VLR; otherwise it shall be absent.

The information element is present if it is stored in VLR; otherwise it shall be absent.

	Process Call Waiting
	VLR
	-

Calling Party Number

Generic Number

Cause of no CLI
	-

C

C

C
	Refer to 3G TS 23.018.

In addition: 

The information element is present if it is stored in VLR; otherwise it shall be absent.

The information element is present if it is stored in VLR; otherwise it shall be absent.

The information element is present if it is stored in VLR; otherwise it shall be absent.

	Send Info for Incoming Call
	MSC
	-

Cause of no CLI
	-

C
	Refer to 3G TS 23.018.

In addition:

The information element is present if MSC received Cause of no CLI; otherwise it shall be absent.


…

**** Next Modified Section ****
2.2
Functions and information flows
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Figure 2.5: MAF004 Determination of the presentation indicator
(originating MSC)

…
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