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*** For Information ***

Extract from 3GPP Ts 29.078

11.17
EstablishTemporaryConnection procedure

11.17.1
General Description

...

11.17.1.1
Parameters

…

-
serviceInteractionIndicatorsTwo:
This parameter contains an indicator that is used for the control of the through connection to the Calling Party.
…

*** First Modification ***

11.10
ConnectToResource procedure

11.10.1
General description

The gsmSCF uses this operation to connect a call segment from the gsmSSF to a specialized resource. After successful connection to the gsmSRF, the interaction with the parties in the call segment can take place. The gsmSSF relays all operations for the gsmSRF and all responses from the gsmSRF.

11.10.1.1
Parameters

-
resourceAddress:
This parameter identifies the physical location of the gsmSRF. It may be one of the following parameters.

-
iPRoutingAddress:
This parameter indicates the routeing address to set up a connection towards the gsmSRF.

-
none:
This parameter indicates that the call segment shall be connected to a predefined gsmSRF.

-
serviceInteractionIndicatorsTwo:
This parameter contains an indicator that is used for the control of the through connection to the Calling Party.

NOTE
The call segment to which the ConnectToResource applies does not have to contain a leg to the calling party.

The assisting gsmSSF shall always assume that Bothway Throughconnection is required, and hence will ignore this parameter if received.

-
callSegmentId:
This parameter indicates the call segment to which the Connect To Resource procedure applies.

11.10.2
Responding entity (gsmSSF)

11.10.2.1
Normal procedure

< remainder of section 11.10 is unmodified >

*** End of Document***
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