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1. Overall Description:

CN1 thanks SA1 for its liaison statement on UE connection to I-WLAN.

CN1 have taken note of this liaison and also CR 004r1 against TS 22.234 approved by TSG SA. CN1 has agreed the attached contribution on WLAN network selection to align with the guidance received from SA1 and the approved CR004r1.

CN1 however would like to seek some additional clarification from SA1 on the following points:

· CN1 has taken a working assumption that the WLAN PLMN selection depends on support of VPLMN advertisement procedure by the serving WLAN infrastructure. To support roaming scenarios, it is necessary that also the visited WLAN infrastructure supports the procedure. Does SA1 see that this complies with their goal of using “out of the box” WLAN technology?
· With regard to the WLAN identities preference lists that are provisioned by the operator in the USIM introduced by CR 004r1, CN1 would like to indicate that it has made the assumption that there is a single list which is provisioned by the operator and can be modified by the user. Additionally, CN1 currently assumes that it is permissible for the ME to contain a similar list for use in the event that no such list is contained in the USIM.

· CN1 has agreed, and would like to draw the attention of SA1 to this, that the same distinction should exist between the manual selection and the automatic selection as exists for 3GPP access defined in 23.122, i.e. that the available PLMNs for automatic selection excludes PLMNs in the forbidden list, whereas available PLMNs for manual selection includes such PLMNs.
CN1 also would like to bring to the attention of T3 the changes to the USIM stored lists in the attached contribution and in particular the definition of the 'Preferred WSID list' that contains a list of WLAN identities related to I-WLAN preferred by the operator and user. This list replaces the previously defined 'User controlled SSID list' and 'Operator controlled SSID list' by CN1, and introduced into TS 31.102 by the approved CR in T3-040321. Additionally, CN1 would also like to point out the Note Requirements for the presence of the "User Controlled PLMN Selector for I-WLAN access" data file and the "Operator Controlled PLMN Selector for I-WLAN access" data file are defined in TS 31.102 [13] which is the assumption of CN1.

2. Actions:

To SA1 group.

ACTION: 

CN1 would also kindly request SA1 to confirm the above assumptions.

To T3 group.

ACTION: 

To take account of the latest network selection related text agreed by CN1 to check the need of changes in the appropriate specification(s), and also the response of SA1 to this liaison for progressing their work on the storage of lists for WLAN on the USIM.
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