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However, CAMEL_EXPORT_LEG_MSC for an ICA-call may also be the result of the Split Leg procedure. Split Leg is used to move an ICA-call into Call Segment 1, when Call Segment does not exist at that moment.

Hence, the note in sheet 1 of CAMEL_EXPORT_LEG_MSC should mention Split Leg as well.
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*** First modification ***

4.5.2 Handling of mobile originated calls

….omitted text….

[image: image1.emf]/* A procedure in the MSC to

change the call segment for a leg. */

Procedure CAMEL_EXPORT_LEG_MSC 1(2)

/* Signals to/from the left are to/from the old gsmSSF

Signals to/from the right are to/from the new gsmSSF

unless otherwise stated */ 
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Figure 4.34-1: Procedure CAMEL_EXPORT_LEG_MSC (sheet 1)
[image: image3.emf]/* A procedure in the MSC to

change the call segment for a leg. */

Procedure CAMEL_EXPORT_LEG_MSC 2(2)

/* Signals to/from the left are to/from the BSS.

   Signals to/from the right are to/from the originating

   of destination exchange.*/

Wait_For_

Import_Leg

Release

Transaction
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procedure was called from

CAMEL_OCH_LEG1_MSC or

CAMEL_ICH_LEG2_MSC

Result:=

Fail

Release
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procedure was not called from

CAMEL_OCH_LEG1_MSC or

CAMEL_ICH_LEG2_MSC


Figure 4.34-2: Procedure CAMEL_EXPORT_LEG_MSC (sheet 2)
*** End of document ***
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