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Process CS_gsmSSF 7(62)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

1 2 3

'Set Tssf to default

non user interaction

Tssf timer interval

and restart Tssf'

'Set Tssf to default

non user interaction

Tssf timer interval

and restart Tssf'

Apply Gap

treatment

if present

Application_

Begin

Application_

Begin

'Set Control

Relationship'

'Set Control

Relationship'

Int_Continue Int_ReleaseCall

Int_InitialDP Int_InitialDP

'armed TDPs

for this CSI?'

Waiting_for_

_Instructions_

for DS

Wait_For_

_Request

Idle

Waiting_for_

_Instructions

Gap treatment depends on 

the info received in the 

Call Gap message (i.e. 

tone/announce, cause, etc.)

Oustanding Call Information Report := 0

For all new legs, i.e. leg1 and leg2: 

  ACR(legID) sent := false

  AC(legID) pending := false

For the leg on which the TDP occurs

  ORC_Leg (legID) := 1

For all other legs of the CS

  ORC_Leg (legID) := 0

Default Call Handling =

Continue Call?

No

Yes

Yes

No


Figure 4.99-7: Process CS_gsmSSF (sheet 7)
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