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	TS 23.078, figure 4.17 (Procedure CAMEL_OCH_MSC2) specifies that when a No_Answer event is reported to CS_gsmSSF and CS_gsmSSF responds with Continue (CUE) or Continue With Argument CWA), then an Int_O_Exception shall be sent to CS_gsmSSF.

The same applies to figure 4.49 (Procedure CAMEL_MT_GMSC_DISC5) and to figure 4.93 (Procedure CAMEL_ICA_MSC2).
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· CAMEL_MT_GMSC_DISC5 (for MT and VT calls).
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*** First modification ***

4.5.2
Handling of mobile originated calls
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Figure Error! Reference source not found..2-1: Procedure CAMEL_OCH_MSC2 (sheet 1)
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Procedure CAMEL_OCH_MSC2 2(3)
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Procedure CAMEL_OCH_MSC2 3(3)
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Figure  REF ochmsc2 \* MERGEFORMAT -3: Procedure CAMEL_OCH_MSC2 (sheet 3)

*** Next modification ***

4.5.3
Retrieval of routeing information
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Procedure  CAMEL_MT_GMSC_DISC5 1(3)
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Figure Error! Reference source not found..4-1: Procedure CAMEL_MT_GMSC_DISC5 (sheet 1)
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Procedure  CAMEL_MT_GMSC_DISC5 2(3)

Signals to/from the right are to/from

the gsmSSF if not otherwise stated.
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Figure  REF mtdisc5\* MERGEFORMAT -2: Procedure CAMEL_MT_GMSC_DISC5 (sheet 2) 
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Procedure  CAMEL_MT_GMSC_DISC5 3(3)

Signals to/from the left are to/from

the orginating exchange;

signals to/from the right are to/from

the gsmSSF;

if not otherwise stated.
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Figure  REF mtdisc5\* MERGEFORMAT -3: Procedure CAMEL_MT_GMSC_DISC5 (sheet 3)
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