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*** First Modification ***

7.5.13
Forward SRNS Context

The Forward SRNS Context message is used in case of hard handover with switch in CN. When the old SGSN receives the RANAP message Forward SRNS Context, the old SGSN shall send a Forward SRNS Context message to the new SGSN. The new SGSN shall forward the message to the target RNC using the corresponding RANAP message.

For each RAB context in the received RANAP message, the old SGSN shall include a RAB Context IE in the GTP-C Forward SRNS Context message. 
If available,  the old SGSN shall include  a Source RNC PDCP context info in the Forward SRNS Context message.
Table 36: Information Elements in a Forward SRNS Context

	Information element
	Presence requirement
	Reference

	RAB Context
	Mandatory
	7.7.19

	Source RNC PDCP context info
	Optional
	7.7.XX

	Private Extension
	Optional
	7.7.46


*** Second Modification ***

7.7
Information Elements

A GTP Signalling message may contain several information elements. The TLV (Type, Length, Value) or TV (Type, Value) encoding format shall be used for the GTP information elements. The information elements shall be sorted, with the Type fields in ascending order, in the signalling messages. The Length field contains the length of the information element excluding the Type and Length field.

For all the length fields, bit 8 of the lowest numbered octet is the most significant bit and bit 1 of the highest numbered octet is the least significant bit.

Within information elements, certain fields may be described as spare. These bits shall be transmitted with the value defined for them. To allow for future features, the receiver shall not evaluate these bits.

The most significant bit in the Type field is set to 0 when the TV format is used and set to 1 for the TLV format.
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Figure 8: Type field for TV and TLV format

Table 37: Information Elements
Table 37: Information Elements

	IE Type Value
	Format
	Information Element
	Reference

	1
	TV
	Cause
	7.7.1

	2
	TV
	International Mobile Subscriber Identity (IMSI)
	7.7.2

	3
	TV
	Routeing Area Identity (RAI)
	7.7.3

	4
	TV
	Temporary Logical Link Identity (TLLI)
	7.7.4

	5
	TV
	Packet TMSI (P-TMSI)
	7.7.5

	6-7 
	Spare

	8
	TV
	Reordering Required
	7.7.6

	9
	TV
	Authentication Triplet
	7.7.7

	10 
	Spare

	11
	TV
	MAP Cause
	7.7.8

	12
	TV
	P-TMSI Signature
	7.7.9

	13
	TV
	MS Validated
	7.7.10

	14
	TV
	Recovery
	7.7.11

	15
	TV
	Selection Mode
	7.7.12

	16
	TV
	Tunnel Endpoint Identifier Data I
	7.7.13

	17
	TV
	Tunnel Endpoint Identifier Control Plane
	7.7.14

	18
	TV
	Tunnel Endpoint Identifier Data II
	7.7.15

	19
	TV
	Teardown Ind
	7.7.16

	20
	TV
	NSAPI
	7.7.17

	21
	TV
	RANAP Cause
	7.7.18

	22
	TV
	RAB Context
	7.7.19

	23
	TV
	Radio Priority SMS
	7.7.20

	24
	TV
	Radio Priority
	7.7.21

	25
	TV
	Packet Flow Id
	7.7.22

	26
	TV
	Charging Characteristics
	7.7.23

	27
	TV
	Trace Reference
	7.7.24

	28
	TV
	Trace Type
	7.7.25

	29
	TV
	MS Not Reachable Reason
	7.7.25A

	30
	TV
	Radio Priority LCS
	7.7.25B

	31
	TV
	MBMS Session Duration
	7.7.59

	117-126
	Reserved for the GPRS charging protocol (see GTP' in 3GPP TS 32.215 [18])

	127
	TV
	Charging ID
	7.7.26

	128
	TLV
	End User Address
	7.7.27

	129
	TLV
	MM Context
	7.7.28

	130
	TLV
	PDP Context
	7.7.29

	131
	TLV
	Access Point Name
	7.7.30

	132
	TLV
	Protocol Configuration Options
	7.7.31

	133
	TLV
	GSN Address
	7.7.32

	134
	TLV
	MS International PSTN/ISDN Number (MSISDN)
	7.7.33

	135
	TLV
	Quality of Service Profile
	7.7.34

	136
	TLV
	Authentication Quintuplet
	7.7.35

	137
	TLV
	Traffic Flow Template
	7.7.36

	138
	TLV
	Target Identification
	7.7.37

	139
	TLV
	UTRAN Transparent Container
	7.7.38

	140
	TLV
	RAB Setup Information
	7.7.39

	141
	TLV
	Extension Header Type List
	7.7.40

	142
	TLV
	Trigger Id
	7.7.41

	143
	TLV
	OMC Identity
	7.7.42

	144
	TLV
	RAN Transparent Container
	7.7.43

	145
	TLV
	PDP Context Prioritization
	7.7.45

	146
	TLV
	Additional RAB Setup Information
	7.7.45A

	147
	TLV
	SGSN Number
	7.7.47

	148
	TLV
	Common Flags
	7.7.48

	149
	TLV
	APN Restriction
	7.7.49

	150
	TLV
	Radio Priority LCS
	7.7.25B

	151
	TLV
	RAT Type
	7.7.50

	152
	TLV
	User Location Information
	7.7.51

	153
	TLV
	MS Time Zone
	7.7.52

	154
	TLV
	IMEI(SV)
	7.7.53

	155
	TLV
	CAMEL Charging Information Container
	7.7.54

	156
	TLV
	MBMS UE Context
	7.7.55

	157
	TLV
	Temporary Mobile Group Identity (TMGI)
	7.7.56

	158
	TLV
	RIM Routing Address
	7.7.57

	159
	TLV
	MBMS Protocol Configuration Options
	7.7.58

	160
	TLV
	MBMS Service Area
	7.7.60

	1XX
	TLV
	Source RNC PDCP context info
	7.7.XX

	239-250
	Reserved for the GPRS charging protocol (see GTP' in 3GPP TS 32.215 [18])

	251
	TLV
	Charging Gateway Address
	7.7.44

	252-254
	Reserved for the GPRS charging protocol (see GTP' in 3GPP TS 32.215 [18])

	255
	TLV
	Private Extension
	7.7.46


*** Third Modification ***

7.7. XX
Source RNC PDCP context info
The purpose of the Source RNC PDCP context info IE is to transfer RNC PDCP context information from a source RNC to a target RNC during an SRNS relocation.
This IE is transparent to CN .
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