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First modification

1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "3G Vocabulary".

[2]
3GPP TS 23.002: "Network architecture".

[3]
3GPP TS 23.003: "Numbering, addressing and identification".

[4]
3GPP TS 23.007: "Restoration procedures".

[5]
3GPP TS 23.008: "Organization of subscriber data".

[5a]
3GPP TS 23.018: "Basic call handling; Technical realization".

[6]
3GPP TS 23.022: "Functions related to Mobile Station (MS) in idle mode".

[7]
3GPP TS 23.116: "Super-Charger Technical Realisation; Stage 2".

[8]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[9]
3GPP TS 29.007: "General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)".

[10]
3GPP TS 43.020: "Security related network functions".

[11]
3GPP TS 23.078: " Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 4 – stage2 "

[11a]
3GPP TS 23.195: "Provision of UE Specific Behaviour Information to Network Entities".

[12]
3GPP TS 23.236: "Intra Domain Connection of RAN Nodes to Multiple CN Nodes"

[13]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols - Stage 3".

[14]
3GPP TS 29.010: "Information element mapping between Mobile Station - Base Station System and BSS ‑ Mobile-services Switching Centre (MS - BSS - MSC) Signalling procedures and the Mobile Application Part (MAP)".
[xx]
3GPP TS 32.422: "Subscriber and equipment trace: Trace control and configuration management"
[yy]
3GPP TS 32.421: "Subscriber and equipment trace: Trace concepts and requirements"
[zz]
3GPP TS 25.413: "UTRAN Iu interface RANAP signalling"
Next modification

4.1
Location Updating

4.1.1
Detailed procedure in the MSC

4.1.1.1
Process Update_Location_Area_MSC

Sheet 1: Location Update corresponds to a Location_Registration_Request indicating any of the following:

-
Normal location update;

-
Periodic location update;

-
IMSI attach.
Sheet 1: The procedures Check_IMEI_MSC, Obtain_IMEI_MSC and Obtain_IMSI_MSC are specified in 3GPP TS 23.018 [5a].

Sheet 1: The input signal "Send UESBI-Iu to Access Network" carries the IMEISV.

Sheet 1: The task "Convert IMEISV to UESBI" is defined in 3GPP TS 23.195 [11a].

Sheet 2: The procedure Check_IMEI_MSC is specified in 3GPP TS 23.018 [5a].

Sheet 2: When the MSC receives a Set Ciphering Mode request from the VLR, it sends a Start ciphering request towards the MS. After that, the Forward new TMSI and Update Location Area ack may be received in any order. 
Sheet 2: IMEISV trace list shall be made available to the MSC. The list may contain IMEISV entries if Management Based Trace Activation is supported in RAN and MSC has received the trace list in the Uplink Information Transfer message (See 3GPP TS 32.422 [xx] and 25.413 [zz]). The test “Current IMEISV included in IMEISV trace list?” will follow the “no” case when no entries exist.   
Sheet 2: For Trace Invocation in RAN concepts and procedures see 3GPP TSs 32.421 [yy], 32.422[xx] and 25.413[zz].
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Figure 4.1.1.1 (sheet 1 of 2): Process Update_Location_Area_MSC
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Figure 4.1.1.1 (sheet 2 of 2): Process Update_Location_Area_MSC

Next modification

4.1.2
Detailed procedure in the VLR

4.1.2.1
Process Update_Location_Area_VLR

General comment: at any stage in the location updating process the MSC may receive an indication from the BSS that the MM transaction has been released. The MSC then sends an Abort signal to the VLR. Upon receipt of this message, the VLR shall follow one of two possible courses of action.

The two possible courses of action and the conditions determining which course shall be taken are as follows:

1. If a successfully authenticated radio connection is already established before the Abort message is received, the VLR shall ignore the message.

2. If a successfully authenticated radio connection has not been established before the Abort message is received, the VLR shall abort the Update Location Area process and return to the idle state.

Sheet 1: the location area updating process will be activated by receiving an Update Location Area indication from the MSC. If there are parameter errors in the indication, the process is terminated with the appropriate error sent in the Update Location Area response to the MSC. Else, the behaviour will depend on the subscriber identity received, either an IMSI or a TMSI.

The Automatic Device Detection (ADD) function is an optional feature that allows the HLR to be updated with the current User Equipment (IMEISV) and thus enables the network to configure the subscriber’s equipment based on a predefined profile. The mechanism for the IMEISV retrieval by device management system (either from HLR or VLR) is outside the scope of this specification. As an optimisation, the VLR may optionally store whether or not the HLR supports the ADD feature and use this information to decide whether or not to send an update to the HLR.
Sheet 2: at the decision "HLR updating required?" the "True" branch shall be taken if and only if one or more of the following conditions is true: 
(1) Location Info Confirmed in HLR is false. 
(2) Data Confirmed by HLR is false.
Sheet 2: : The execution of the test "HLR supports ADD?" and the action "set: skip subscriber data update" is an optional optimisation and depends on the presence of the relevant indication from the HLR that ADD functionality is supported. If this optimisation is not supported on the VLR or no indication is received, both are bypassed in which case processing continues at connector 4.

Sheet 3: the procedure Obtain_IMSI_VLR is specified in 3GPP TS 23.018 [5a].

The type of Location Update is retrieved in 3G TS 23.078 procedure ‘Set_Notification_Type’ and is returned into the ‘Notify’ variable; this information is necessary for the CAMEL Mobility Management event notification procedure 3G TS 23.078 ‘Notify_gsmSCF’.
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Figure 4.1.2.1 (sheet 1 of 3): Process Update_Location_Area_VLR
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Figure 4.1.2.1 (sheet 2 of 3): Process Update_Location_Area_VLR
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Figure 4.1.2.1 (sheet 3 of 3): Process Update_Location_Area_VLR
4.1.2.1a
Procedure Retrieve_IMEISV_If_Required

The decision box "received IMEISV = stored IMEISV" takes the "No" exit if no IMEISV is stored.
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Figure 4.1.2.1A: Procedure Retrieve_IMEISV_If_Required

Modification end
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