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9.3.31
User information

This message is sent by the mobile station to the network to transfer information to the remote user. This message is also sent by the network to the mobile station to deliver information transferred from the remote user. This message is used if the user‑to‑user transfer is part of an allowed information transfer as defined in GSM 04.10.

See table 9.78/GSM 04.08.

Message type:
USER INFORMATION
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access

Direction:
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Table 9.78/GSM 04.08
USER INFORMATION message content

9.3.31.1
User‑user

Some networks may only support a maximum length of 35 octets. Procedures for interworking are not currently defined and are for further study.

9.3.31.2
More data

The information element is included by the sending user to indicate that another USER INFORMATION message pertaining to the same message block will follow.

*** Following sections for information only ***

10.5.4.25
User‑user

The purpose of the user‑user information element is to convey information between the mobile station and the remote ISDN user.

The user‑user information element is coded as shown in figure 10.92/GSM 04.08 and table 10.93/GSM 04.08. There are no restrictions on the content of the user‑user information field.

The user‑user is a type 4 information element with a minimum length of 3 octets and a maximum length of either 35 or 131 octets. In the SETUP, ALERTING, CONNECT, DISCONNECT, RELEASE and RELEASE COMPLETE messages, the user‑user information element has a maximum size of 35 octets in a GSM PLMN. In USER INFORMATION messages the user‑user information element has a maximum size of 131 octets in a GSM PLMN.

In other networks than GSM PLMNs the maximum size of the user‑user information element is 35 or 131 octets in the messages mentioned above. The evolution to a single maximum value is the long term objective; the exact maximum value is the subject of further study.

NOTE:
The user‑user information element is transported transparently through a GSM PLMN.

   8     7     6     5     4     3     2     1


┌─────┬─────────────────────────────────────────┐


│     │            User-user IEI                │ octet 1


├─────┴─────────────────────────────────────────┤


│                                               │


│          Length of user-user contents         │ octet 2


├───────────────────────────────────────────────┤


│        User-user protocol discriminator       │ octet 3


│                                               │


├───────────────────────────────────────────────┤


│               User-user information           │ octet 4* 


:                                               :


:                                               :


│                                               │ octet N*


└───────────────────────────────────────────────┘


FIGURE 10.92/GSM 04.08
User‑user information element

┌────────────────────────────────────────────────────────────┐

│ User-user protocol discriminator (octet 3)                 │

│       Bits                                                 │

│ 8 7 6 5 4 3 2 1                                            │

│ 0 0 0 0 0 0 0 0    User specific protocol (Note 1)         │

│ 0 0 0 0 0 0 0 1    OSI high layer protocols                │

│ 0 0 0 0 0 0 1 0    X.244 (Note 2)                          │

│ 0 0 0 0 0 0 1 1    Reserved for system management          │

│                    convergence function                    │

│ 0 0 0 0 0 1 0 0    IA5 characters (Note 3)                 │

│ 0 0 0 0 0 1 1 1    Rec.V.120 rate adaption                 │

│ 0 0 0 0 1 0 0 0    Q.931 (I.451) user-network call control │

│                    messages                                │

│                                                            │

│ 0 0 0 1 0 0 0 0    Reserved for other network layer or     │

│ through            layer 3 protocols including Rec.X.25    │

│ 0 0 1 1 1 1 1 1    (Note 4)                                │

│                                                            │

│ 0 1 0 0 0 0 0 0                                            │

│ through            National use                            │

│ 0 1 0 0 1 1 1 1                                            │

│                                                            │

│ 0 1 0 1 0 0 0 0    Reserved for other network              │

│ through            layer or layer 3 protocols              │

│ 1 1 1 1 1 1 1 0    including Rec.X.25 (Note 4)             │

│                                                            │

│ All other values are reserved                              │

│                                                            │

│Note 1: The user information is structured according to user│

│        needs.                                              │

│                                                            │

│Note 2: The  user  information is  structured  according  to│

│        Rec.X.244 which specifies the structure of X.25 call│

│        user data.                                          │

│                                                            │

│Note 3: The user information consists of IA5 characters.    │

│                                                            │

│Note 4: These  values  are reserved  to  discriminate  these│

│        protocol  discriminators from the first octet  of  a│

│        X.25 packet including general format identifier.    │

└────────────────────────────────────────────────────────────┘

Table 10.93/GSM 04.08
User‑user information element
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