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1. Summary 

This contribution proposes that the text provided below be added to the document 3G TS 24.229.   
2. Proposal 

It is proposed that the following text be added to Annex B Section 6.2 and 6.3 of the document 3G TS 24.229: 

6 Application usage of SDP 

6.2
Procedures at the P-CSCF

When the P-CSCF receives an INVITE or re-INVITE, the P-CSCF shall examine the media parameters in the received SDP, and remove all those media streams and codecs from approved media streams those which are not allowed on the network by local policy. The P-CSCF will also remove those codecs from the approved media streams which are not allowed by local policy. If the P-CSCF modifies the SDP, it shall also revise the b=lines in the SDP to reflect the modified bandwidth requirements. For the rejected media streams, the P-CSCF should ignore the b= lines.

For each media stream that includes the QoS and bandwidth information (i.e. the b= line), however the format in media line (i.e., m= line) and rtpmap specifies a codec that the P-CSCF does not understand, the P-CSCF may still authorize the respective media stream. For authorized media streams, the network will transport the payload in the respective media stream as any other IP traffic. 

6.3 Procedures at the S-CSCF

When the S-CSCF receives an INVITE or reINVITE, the S-CSCF shall examine the media parameters in the received SDP, and remove all those media streams and codecs from approved media streams which are not allowed based on the subscription. The S-CSCF will also remove those codecs from the approved media streams which are not allowed by local policy.  If the S-CSCF modifies the SDP, it shall also revise the b=lines in the SDP to reflect the modified bandwidth requirements. For the rejected media streams, the S-CSCF should ignore the b= lines.











































