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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

1xx
A status-code in the range 101 through 199, and excluding 100

2xx
A status-code in the range 200 through 299

APN
Access Point Name
AS
Application Server

AUTN
Authentication TokeN

BGCF
Breakout Gateway Control Function

c
conditional

CK
Ciphering Key

CN
Core Network

CSCF
Call Session Control Function

DTD
Document Type Definition
DNS
Domain Name System

FQDN
Fully Qualified Domain Name

GGSN
Gateway GPRS Support Node
GPRS
General Packet Radio Service
i
irrelevant

I-CSCF
Interrogating CSCF

IK
Integrity Key

IM
IP Multimedia

IP
Internet Protocol

ISC
IP multimedia Subsystem Service Control

m
mandatory

MAC
Message Authentication Code

MGCF
Media Gateway Control Function

MRFC
Multimedia Resource Function Controller

MRFP
Multimedia Resource Function Processor
PDP
Packet Data Protocol
n/a
not applicable

o
optional

P-CSCF
Proxy CSCF

PDU
Protocol Data Unit

RAND
RANDom challenge

RES
RESponse

RTP
Real-time Transport Protocol`

S-CSCF
Serving CSCF

SDP
Session Description Protocol

SIP
Session Initiation Protocol

SQN
SeQuence Number

UA
User Agent

UAC
User Agent Client

UAS
User Agent Server

UE
User Equipment

URI
Universal Resource Identifier

URL
Universal Resource Locator

x
prohibited

XML
eXtensible Markup Language
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