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1. Introduction

This contribution proposes the charging requirement for stage 3 presence TR.

2. Discussion

Following charging requirements should be incorporated into the TR. These requirements are selected from the information flows of TS23.141 v.0.1.0.

--------------- START OF CHANGE  ------------------

x. Charging requirement

1)  Watcher Presence Proxy  shall provides the charging information for watcher requests per watcher for

 presence enquiry. Charging information shall include the following information.

· Time stamp

· Identity of origination (watcher)
· Identitiy of destination ( presence server for subscriber )
· Request type ( priority, etc)

· Results (success/failure, response time)
· the grade of contents of presentity information (from full set to minimum set,  or  from detail location address to cell number etc)

· volume of the presentity information

· duration of delivery of presentity information.

· Sender charging or Receiver charging or both sender and receiver charging shall be possible.

• in the case when watcher presence proxy in the different network are interconnecting to presence

 server in the home network.

· Originating IOI  ( including the case when watcher application server is located as external AS)
· Terminating IOI( including the case when presence server is located as external AS.)
 •2) Subscriber will notify the presence server of an occurring event by the network element.
Charging information shall include the following information.

· Time stamp

· Identity of origination (subscriber)

· Identitiy of destination ( presence server for subscriber )

· Request type ( priority, etc)

· Results (success/failure, response time)

· volume of the occurring event

· duration of delivery of event.

· Sender charging or Receiver charging or both sender and receiver charging shall be possible.

               • In the case when the subscriber is roaming

· Originating IOI  ( visited network)
· Terminating IOI( home network.)
· Roaming network ID
 3) Presentity Proxy shall provides the charging information for updates to presence information per
 watcher.
Charging information shall include the following information.

· Time stamp

· Identity of origination (presence server)

· Identitiy of destination ( watcher)

· Request type ( priority, etc)

· Results (success/failure, response time)

· the grade of contents of presentity information (from full set to minimum set,  or  from detail
 location address to cell number etc)

· volume of the presentity information

· duration of delivery of presentity information.

· Sender charging or Receiver charging or both sender and receiver charging shall be possible.

•  In the case when watcher application is located in the different network

· Originating IOI  ( network located in the presence server)
· Terminating IOI( network located in the watcher application)
4)  Presence User Agent subscribed to watcher list and receiving notification of a new watcher subscription
Charging information shall include the following information.

• Presence user suscription to watcher list 

-      Time stamp

· Identity of origination (Presence user)

· Identitiy of destination ( presence server)

· Request type ( priority, etc)

· Results (success/failure, response time)

· Sender charging or Receiver charging or both sender and receiver charging shall be possible.
• Presence user receiving notification of a new watcher subscription 

-      Time stamp

· Identity of origination (watcher)

· Identitiy of destination ( subscriber)

· Request type ( priority, etc)

· Results (success/failure, response time)
· grade of contents of watcher information ( from detail address and name to only tel number
 of watcher )

-   volume of the watcher information

-   duration of delivery of notification information.

· Sender charging or Receiver charging or both sender and receiver charging shall be possible.

• In the case when watcher application is located in the different network

· Originating IOI  ( network located in the watcher application )
· Terminating IOI( network located in the subscriber)
--------------- END OF CHANGE  ------------------

