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4.2
URI and address assignments

In order for SIP and SDP to operate, the following preconditions apply:

1)
I-CSCFs used in registration are allocated SIP URIs. Other IM CN subsystem entities may be allocated SIP URIs. For example sip:pcscf.home1.net and sip:<impl-specific-info>@pcscf.home1.net are valid SIP URIs. If the user part exists, it is an essential part of the address and shall not be omitted when copying or moving the address. How these addresses are assigned to the logical entities is up to the network operator. For example, a single SIP URI may be assigned to all I-CSCFs, and the load shared between various physical boxes by underlying IP capabilities, or separate SIP URIs may be assigned to each I-CSCF, and the load shared between various physical boxes using DNS SRV capabilities.

2)
All IM CN subsystem entities are allocated IPv6 addresses in accordance with the constraints specified in 3GPP TS 23.221 [6] subclause 5.1.

3)
The subscriber is allocated a private user identity by the home network operator, and this is contained within the ISIM application, if present, on the UICC. Where no ISIM application is present, the private user identity is derived from the IMSI, which is contained on the USIM (see 3GPP TS 23.003 [3]). This private user identity is available to the SIP application within the UE.

NOTE:
The SIP URIs may be resolved by using any of public DNSs, private DNSs, or peer-to-peer agreements.

4)
The subscriber is allocated one or more public user identities by the home network operator. At least one of these is contained within the ISIM application, if present, on the UICC. Where no ISIM application is present, the UE shall derive a temporary public user identity from the IMSI contained on the USIM (see 3GPP TS 23.003 [3]). All registered public user identities are available to the SIP application within the UE, after registration.

5)
For the purpose of access to the IM CN subsystem, UEs are assigned IPv6 prefixes in accordance with the constraints specified in 3GPP TS 23.221 [6] subclause 5.1 (see subclause 9.2.1 for the assignment procedures).

*****************NEXT CHANGE*********************
5.2.2
Registration

When the P-CSCF receives a REGISTER request from the UE, the P-CSCF shall:

1)
insert a Path header in the request including an entry containing: 

-
the SIP URI identifying the P-CSCF;

-
an indication that requests routed in this direction of the path (i.e. from the S-CSCF to the P-CSCF) are expected to be treated as for the mobile-terminating case. This indication may e.g. be in a parameter in the URI, a character string in the user part of the URI, or be a port number in the URI;

2)
insert a Require header containing the option tag "path";

3)
for the initial REGISTER request for a public user identity create a new, globally unique value for icid, save it locally and insert it into the icid parameter of the P-Charging-Vector header;

4)
insert the parameter "integrity-protected" (described in subclause 7.2A.2) with a value "yes" into the Authorization header field in case the REGISTER request was received integrity protected, otherwise insert the parameter with the value "no";

5)
in case the REGISTER request was received without integrity protection, then check the existence of the Security-Client header. If the header is present, then remove and store it. The P-CSCF shall remove the ‘sec-agree’ item from the Require header, and the header itself if this is the only entry. If the header is not present, then the P-CSCF shall return a suitable 4xx response;

6)
in case the REGISTER request was received integrity protected, then the P-CSCF shall:

-
check the security association which protected the request. If that has a temporary lifetime, then the request shall contain a Security-Verify header. If there is no such header, then the P-CSCF shall return a suitable 4xx error code. If there is such header, then compare the content of the Security-Verify header with the local static list. If those do not match, then there is a potential man-in-the-middle attack. The request should be rejected by sending a suitable 4xx response. If the contents match, the P-CSCF shall remove the Security-Verify header, and the "sec-agree" item from the Require header, and the header itself if this is the only entry; 

-
if the security association the REGISTER request came is an established one, then a Security-Verify header is not expected to be included. If the Security-Verify header is present, then the P-CSCF shall remove that header together with the 'Require: sec-agree' header; and

-
check if the private user identity conveyed in the integrity-protected REGISTER request is the same as the private user identity which was previously challenged or authenticated. If the private user identities are different, the P-CSCF shall reject the REGISTER request by returning a 403 (Forbidden) response;
7)
insert a P-Visited-Network-ID header field, with the value of a pre-provisioned string that identifies the visited network at the home network; and

8)
determine the I-CSCF of the home network and forward the request to that I-CSCF.

When the P-CSCF receives a 401 (Unauthorized) response to a REGISTER request, the P-CSCF shall:

1)
 remove the CK and IK values contained in the 401 (Unauthorized) response and bind them to the proper private user identity and security association. The P-CSCF shall forward the 401 (Unauthorized) response to the UE if and only if the CK and IK have been removed;

2)
insert the Security-Server header in the response, containing the P-CSCF static security list. For further information see 3GPP TS 33.203 [19]; and

3)
set up the security association with a temporary lifetime between the UE and the P-CSCF for the user identified with the private user identity. For further details see 3GPP TS 33.203 [19] and RFC 3329 [48]. The P-CSCF shall set the SIP level lifetime of the security association to be long enough to permit the UE to finalize the registration procedure (bigger than 64*T1). The P-CSCF shall set the IPSec level lifetime of the security association to the maximum.
When the P-CSCF receives a 200 (OK) response to a REGISTER request, the P-CSCF shall check the value of the Expires header field and/or Expires parameter in the Contact header. When the value of the Expires header field and/or expires parameter in the Contact header is different than zero, then the P-CSCF shall:

1)
save the list of Service-Route headers preserving the order. The P-CSCF shall store this list during the entire registration period of the respective public user identity. The P-CSCF shall use this list to validate the routeing information in the requests originated by the UE. If this registration is a reregistration, the P-CSCF shall replace the already existing list of Service-Route headers with the new list;

2)
associate the Service-Route header list with the registered public user identity;

3)
store the public user identities found in the P-Associated-URI header value, as those that are authorized to be used by the UE;

4)
store the default public user identity for use with procedures for the P-Asserted-Identity. The default public user identity is the first on the list of URIs present in the P-Associated-URI header;

NOTE 1:
There may be more then one default public user identities stored in the P-CSCF, as the result of the multiple registrations of public user identities.

5)
store the values received in the P-Charging-Function-Addresses header;

6)
update the SIP level lifetime of the security association with the value found in the Expires header;

7)
protect the response within the same security association to that in which the associated requestwas protected;

8)
delete all earlier security associations and related keys it may have towards the UE, when a message protected within the newly set up security association is received; and

9)
delete the new security associations that it was trying to establish with the UE, in case the P-CSCF receives a message from the UE protected with the old security association.

NOTE 2:
The P-CSCF will maintain two Route header lists. The first Route header list - created during the registration procedure - is used only to validate the routeing information in the initial requests that originate from the UE. This list is valid during the entire registration of the respective public user identity. The second Route list - constructed from the Record Route headers in the initial INVITE and associated response - is used during the duration of the call. Once the call is terminated, the second Route list is discarded.

The P-CSCF shall delete any security association from the IPSec database when their SIP level lifetime expires. If there are still active dialogs associated with the user after the security associations were deleted, the P-CSCF shall discard all information pertaining to these dialogs without performing any further SIP transactions with the peer entities of the P-CSCF.

NOTE 3:
At the same time, the P-CSCF will also indicate via the Go interface that all resources associated with these dialogs should be released.

*****************NEXT CHANGE*********************
5.2.6.3
Requests initiated by the UE

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains a P-Preferred-Identity header that matches one of the registered public user identities, the P-CSCF shall identify the initiator of the request by that public user identity.

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains as P-Preferred-Identity header that does not match one of the registered public user identities, or does not contain a P-Preferred-Identity header, the P-CSCF shall identify the initiator of the request by a default public user identity. If there is more then one default public user identity available, the P-CSCF shall randomly select one of them.

NOTE:
The contents of the From header do not form any part of this decision process.

When the P-CSCF receives from the UE an initial request for a dialog, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) is matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or

b)
replace the preloaded Route header value in the request with the value of the Service-Route header received during the last 200 (OK) response for a registration or reregistration;

2)
add its own SIP URI to the top of the Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

3)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request; and

4)
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

2)
store the list of Record-Route headers from the received response;

3)
store the dialog ID and associate it with the private user identity and public user identity involved in the session; and

4)
save the Contact header received in the response in order to release the dialog if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE a target refresh request for a dialog, the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF will not forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps;

2)
verify that the list of Route headers in the request is included, preserving the same order, in the list of Record-Route headers that was received during the last target refresh request for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the one received during the last target refresh request for the same dialog in the Record-Route header; and

3)
add its own SIP URI to the Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the list of Record-Route headers from the received response; and

2)
save the Contact header received in the response in order to release the dialog if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for a standalone transaction, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or 

b)
replace the preloaded Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response;

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request; and

3)
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE subsequent requests other than a target refresh request, the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF will not forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps; and

2)
verify that the list of Route headers in the request matches the list of Record-Route headers that was received during the last target refresh request for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the one received during the last target refresh request for the same dialog in the Record-Route header;

before forwarding the request to the UE, (based on the topmost Route header,) in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for an unknown method, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) is included, preserving the same order, as a subset of the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or 

b)
replace the Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response; and

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

*****************NEXT CHANGE*********************
5.2.6.4
Requests terminated by the UE

When the P-CSCF receives, destined for the UE, an initial request for a dialog, prior to forwarding the request, the P-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
save the Record-Route header list;

3)
convert the list of Record-Route header values into a list of Route header values and save this list of Route headers;

4)
save a copy of the Contact header received in the request in order to release the dialog if needed;

5)
add its own SIP URI to the top of the list of Record-Route headers and save the list. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

6)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

7)
store the values received in the P-Charging-Function-Addresses header;

8)
remove and store the icid parameter received in the P-Charging-Vector header; and 

9)
save a copy of the P-Called-Party-ID header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with the value saved from the P-Called-Party-ID header that was received in the request;

2)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

3)
verify that the list of URIs received in the Record-Route header of the request corresponding to the same dialog is included, preserving the same order, as a subset of the Record-Route header list of this response. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

4)
store the dialog ID and associate it with the private user identity and public user identity involved in the session;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any other response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a target refresh request for a dialog, prior to forwarding the request, the P-CSCF shall:

1)
remove its own SIP URI from the topmost Route header value;

2)
save, if present, the received Record-Route headers of the received request;

3)
save the Contact header received in the request in order to release the dialog if needed; and

4)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a request for a stand-alone transaction, prior to forwarding the request, the P-CSCF shall:

1)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

2)
store the values received in the P-Charging-Function-Addresses header; and

3)
remove and store the icid parameter received in the P-Charging-Vector header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request; and

2)
remove the P-Preferred-Identity header, if present, and insert an P-Asserted-Identity header with the value saved from Request-URI of the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a subsequent request for a dialog that is not a target refresh request, prior to forwarding the request, the P-CSCF shall:

1)
add its own address to the top of the received list of Via header and save the list The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF; and

2)
remove and store the icid parameter from P-Charging-Vector header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

*****************NEXT CHANGE*********************
5.2.7.3
Mobile-terminating case

When the P-CSCF receives an initial INVITE request destined for the UE, it will contain the URI of the UE in the Request-URI, and a single preloaded Route header. The received initial INVITE request will also have a list of Record-Route headers. Prior to forwarding the initial INVITE to the URI found in the Request-URI, the P-CSCF shall:

-
if a media authorization token is generated by the PDF as specified in RFC 3313 [31] (i.e. when service-based local policy control is applied), insert the P-Media-Authorization header containing that media authorization token.

NOTE:
Typically, the initial INVITE request contains an SDP offer including one or more "m=" media descriptions, but it is also possible that the INVITE request does not contain an SDP offer or the SDP does not include at least an "m= media description. However, the media authorization token is generated independently of the presence or absence of "m=" media descriptions and sent to the UE in the P-Media-Authorization header value. The same media authorization token is used until the session is terminated.
In addition, the P-CSCF shall respond to all INVITE requests with a 100 (Trying) provisional response.

When the P-CSCF sends 180 (Ringing) or 200 (OK) (to INVITE) towards the S-CSCF, the P-CSCF shall also include the access-network-charging-info parameter in the P-Charging-Vector header. See subclause 5.2.7.4 for further information on the access network charging information.

*****************NEXT CHANGE*********************
5.2.10
Emergency service

The P-CSCF shall store a configurable list of local emergency numbers and emergency URIs, i.e. those used for emergency services by the operator to which the P-CSCF belongs to. In addition to that, the P-CSCF shall store a configurable list of roaming partners' emergency numbers and emergency URIs associated with MCC and MNC codes.

NOTE:
Certain SIP URIs may be classified as emergency URIs in all networks. 

The P-CSCF shall inspect the Request URI of all INVITE requests from the UE for known emergency numbers and emergency URIs from these configurable lists. If the P-CSCF detects that the Request-URI of the INVITE request matches one of the numbers in any of these lists, the INVITE request shall not be forwarded. The P-CSCF shall answer the INVITE request with a 380 (Alternative Service) response.

In order to determine whether the INVITE request is destined for an emergency centre in the roaming country (i.e. the list of roaming partners' are inspected), the P-CSCF shall compare the MCC and the MNC fields in the received in the P-Access-Network-Info header of the INVITE request against its own MCC and MNC codes.

The 380 (Alternative Service) response shall contain a Content-Type header field with the value set to associated MIME type of the 3GPP IMS XML body as described in subclause 7.6.1.

The 3GPP IMS XML body shall contain an <alternative-service> element that indicates the parameters of the alternative service. The <type> child element shall be set to "emergency" to indicate that it was an emergency call. An operator configurable <reason> child element shall be included with a reason phrase.

*****************NEXT CHANGE*********************
5.3.1.2
Normal procedures

When I-CSCF receives a REGISTER request, the I-CSCF starts the user registration status query procedure to the HSS as specified in 3GPP TS 29.228 [14].

Prior to performing the user registration query procedure to the HSS, the I-CSCF decides which HSS to query, possibly as a result of a query to the Subscription Locator Functional (SLF) entity as specified in 3GPP TS 29.228 [14].

If the user registration status query response from the HSS includes a valid SIP URI, the I-CSCF shall:

1)
replace the Request-URI of the received REGISTER request with the SIP URI received from the HSS in the Server-Name AVP;

2)
apply the procedures as described in subclause 5.3.3 if topology hiding is required; and

3)
forward the REGISTER request to the indicated S-CSCF.

If the user registration status query response from the HSS includes a list of capabilities, the I-CSCF shall:

1)
select a S-CSCF that fulfils the indicated mandatory capabilities – if more then one S-CSCFs fulfils the indicated mandatory capabilities the S-CSCF which fulfils most of the possibly additionally indicated optional capabilities;

2)
replace the Request-URI of the received REGISTER request with the URI of the S-CSCF;

3)
apply the procedures as described in subclause 5.3.3 if topology hiding is required; and

4)
forward the REGISTER request to the selected S-CSCF.

When the I-CSCF receives a 2xx response to a REGISTER request, the I-CSCF shall proxy the 2xx response to the P-CSCF.

*****************NEXT CHANGE*********************
5.3.2.1
Normal procedures

The I-CSCF may behave as a stateful proxy for further initial requests.

When the I-CSCF receives an initial request, that does not contain a Route header, the I-CSCF shall start the user location query procedure to the HSS as specified in 3GPP TS 29.228 [14] for the called user, indicated in the Request-URI. Prior to performing the user location query procedure to the HSS, the I-CSCF decides which HSS to query, possibly as a result of a query to the Subscription Locator Functional (SLF) entity as specified in 3GPP TS 29.228 [14].

Upon successful user location query, when the response contains the URI of the assigned S-CSCF, the I-CSCF shall:

1)
insert the URI received from the HSS as the topmost Route header;

2)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. If no icid parameter was found, then create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header;

3)
apply the procedures as described in subclause 5.3.3 if topology hiding is required; and

4)
forward the request based on the topmost Route header.

Upon successful user location query, when the response contains information about the required S-CSCF capabilities, the I-CSCF shall:

1)
select a S-CSCF according to the method described in 3GPP TS 29.228 [14];

2)
insert the URI of the selected S-CSCF as the topmost Route header field value;

3)
execute the procedure described in step 2 and 3 in the above paragraph (upon successful user location query, when the response contains the URI of the assigned S-CSCF); and

4)
forward the request to the selected S-CSCF.

Upon an unsuccessful user location query when the response from the HSS indicates that the user does not exist, the I-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 404 (Not found) or 604 (Does not exist anywhere) in the case the user is not a user of the home network. 

Upon an unsuccessful user location query when the response from the HSS indicates that the user is not registered and no services are provided for such a user, the I-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 480 (Temporarily unavailable) if the user is recognized as a valid user, but is not registered at the moment and it does not have services for unregistered users.
When the I-CSCF receives an initial request, that contains a single Route header pointing to itself, the I-CSCF shall determine from the entry in the Route header whether it needs to do HSS query or hiding. In case HSS query is needed, then the procedures described for the case when there is no Route header present shall be performed. If the I-CSCF determines that hiding must be performed, then the THIG functionality in I-CSCF received an outgoing initial request for which topology hiding has to be applied, and the I-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
perform the procedures described in subclause 5.3.3; and

3)
route the request based on the Request-URI header field.

When the I-CSCF receives an initial request containing more than one Route header, the I-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
apply the procedures as described in subclause 5.3.3; and

3)
forward the request based on the topmost Route header.

NOTE:
In accordance with SIP the I-CSCF can add its own routeable SIP URI to the top of the Record-Route header to any request, independently of whether it is an initial request, or whether topology hiding is performed. The P-CSCF will ignore any Record-Route header that is not in the initial request of a dialog.

When the I-CSCF receives a response to an initial request (e.g. 183 or 2xx), the I-CSCF shall store the values from the P-Charging-Function-Addresses header, if present. If the next hop is outside of the current network, then the I-CSCF shall remove the P-Charging-Function-Addresses header prior to forwarding the message.

*****************NEXT CHANGE*********************
5.3.3.1
General

The following procedures shall only be applied if topology hiding is required by the network. The network requiring topology hiding is called the hiding network.

NOTE 1:
Requests and responses are handled independently therefore no state information is needed for that purpose within an I-CSCF(THIG).

All headers which reveal topology information, such as Via, Route, Record-Route, Service-Route, shall be subject to topology hiding.

Upon receiving an incoming REGISTER request for which topology hiding has to be applied and which includes a Path header, the I-CSCF(THIG) shall add the routeable SIP URI of an I-CSCF(THIG) to the top of the Path header. The inserted SIP URI may include an indicator that identifies the direction of subsequent requests received by the I-CSCF i.e., from the S-CSCF towards the P-CSCF, to identify the mobile-terminating case. This indicator may be encoded in different ways, such as, e.g., a unique parameter in the URI, a character string in the username part of the URI, or a dedicated port number in the URI.

NOTE 2:
Any subsequent request that includes the direction indicator (in the Route header) or arrives at the dedicated port number, indicates that the request was sent by the S-CSCF towards the P-CSCF.

Upon receiving an incoming initial request for which topology hiding has to be applied and which includes a Record-Route header, the I-CSCF(THIG) shall add its own routeable SIP URI to the top of the Record-Route header.

Upon receiving an outgoing initial request for which topology hiding has to be applied and which includes P-Charging-Function-Addresses header, the I-CSCF(THIG) shall remove the P-Charging-Function-Addresses header prior to forwarding the message.

*****************NEXT CHANGE*********************
5.4.1.2.1
Unprotected REGISTER

NOTE 1:
Any REGISTER request sent unprotected by the UE is considered to be an initial registration. A 200 (OK) final response to such a request will only be sent back after the S-CSCF receives a correct RES in a REGISTER request that is sent integrity protected.

Upon receipt of a REGISTER request with the integrity-protection parameter set to 'no', the S-CSCF shall:

1) 
identify the user by the public user identity as received in the To header and the private user identity as received in the username field in the Authorization header of the REGISTER request;

2) 
check if the P-Visited-Network header is included in the REGISTER request, and if it is included identify the visited network by the value of this header;

3) 
check the value of the Expires header. The S-CSCF shall only proceed with the following procedures if the Expires header is set to a value greater than zero; if the Expires header is set to a value zero, then S‑CSCF shall proceed according to subclause 5.4.1.4;

4)
check how many authentications are ongoing for this user. The S-CSCF may – based on local policy – reject the request by sending a 403 (Forbidden) response, if there are a number of ongoing authentications. The response may include a Warning header containing the warn-code 399. If the S-CSCF decides to challenge the user, then proceed as follows;

5) 
select an authentication vector for the user. If no authentication vector for this user is available, after the S-CSCF has performed the Cx Multimedia Authentication procedure with the HSS, as described in 3GPP TS 29.229 [15], the S-CSCF shall select an authentication vector as described in 3GPP TS 33.203 [19].


Prior to performing Cx Multimedia Authentication procedure with the HSS, the S-CSCF decides which HSS to query, possibly as a result of a query to the Subscription Locator Functional (SLF) entity as specified in 3GPP TS 29.228 [14];

NOTE 2:
At this point the S-CSCF informs the HSS, that the user currently registering will be served by the S-CSCF by passing its SIP URI to the HSS. This will be indicated by the HSS for all further incoming requests to this user, in order to direct all these requests directly to this S-CSCF.

6)
store the icid parameter received in the P-Charging-Vector header;

7)
challenge the user by generating a 401 (Unauthorized) response for the received REGISTER request, including a WWW-Authenticate header which transports:

-
the home network identification in the realm field;

-
the RAND and AUTN parameters and optional server specific data for the UE in the nonce field;

-
the security mechanism, which is AKAv1-MD5, in the algorithm field;

-
the IK (Integrity Key) parameter for the P-CSCF in the ik field (see subclause 7.2A.4); and

-
optionally the CK (Cipher Key) parameter for the P-CSCF in the ck field (see subclause 7.2A.4);

8) 
send the so generated 401 (Unauthorized) response towards the UE; and,

9) 
start timer reg-await-auth which guards the receipt of the next REGISTER request.

*****************NEXT CHANGE*********************
5.4.1.2.2
Protected REGISTER

Upon receipt of a REGISTER request with the integrity-protection parameter in the Authorization header set to 'yes', the S-CSCF shall identify the user by the public user identity as received in the To header and the private user identity as received in the Authorization header of the REGISTER request, and:

In the case that there is no authentication currently ongoing for this user (i.e. no timer reg-await-auth is running):

1)
check if the user needs to be reauthenticated.

The S-CSCF may require authentication of the user for any REGISTER request, and shall always require authentication for registration requests received without integrity protection by the P-CSCF. The information that a REGISTER request was received integrity protected at the P-CSCF may be used as part of the decision to challenge the user. 

If the user needs to be reauthenticated, the S-CSCF shall proceed with the procedures as described for the initial REGISTER in subclause 5.4.1.2.1, beginning with step 4). If the user does not need to be reauthenticated, the S-CSCF shall proceed with the following steps in this paragraph; and

2)
check whether an Expires timer is included in the REGISTER request and its value. If the Expires header indicates a zero value, the S-CSCF shall perform the deregistration procedures as described in subclause 5.4.1.4. If the Expires header does not indicate zero, the S-CSCF shall check whether the public user identity received in the To header is already registered. If it is not registered, the S-CSCF shall proceed with the procedures as described for the second REGISTER request in subclause 5.4.1.2.2, beginning with step 5. Otherwise, the S-CSCF shall proceed with the procedures as described for the second REGISTER request in subclause 5.4.1.2, beginning with step 6).

In the case that a timer reg-await-auth is running for this user the S-CSCF shall:

1)
check if the Call-ID of the request matches with the Call-ID of the 401 (Unauthorized) response which carried the last challenge. The S-CSCF shall only proceed further if the Call-IDs match.

2)
stop timer reg-await-auth;

3)
check whether an Authorization header is included, containing:

a)
the private user identity of the user in the username field;

b)
the algorithm which is AKAv1-MD5 in the algorithm field; and

c)
the RES parameter needed for the authentication procedure in the response field.

The S-CSCF shall only proceed with the following steps in this paragraph if the RES parameter was included;

4)
check whether the received RES parameter and the XRES parameter match. The XRES parameter was received from the HSS as part of the Authentication Vector. The S-CSCF shall only proceed with the following steps if RES and XRES are matching;

5)
after performing the Cx Server Assignment procedure with the HSS, as described in 3GPP TS 29.229 [15], store the following information in the local data:

a)
the list of public user identities associated to the user, including the own public user identity under registration and the implicitly registered due to the received REGISTER request. Each public user identity is identified as either barred or non-barred; and,

b)
the user profile(s) of the user including initial Filter Criteria;

NOTE 1:
There might be more than one set of initial Filter Criteria received because some implicitly registered public user identities that are part of the same user’s subscription may belong to different service profiles.

6)
bind to each non-barred registered public user identity all registered contact information and store the related method tag values from the Contact header for future use;

NOTE 2:
There might be more then one contact information available for one public user identity.

NOTE 3:
The barred public user identities are not bound to the contact information.

7)
check whether a Path header was included in the REGISTER request and construct a list of preloaded Route headers from the list of entries in the Path header. The S-CSCF shall preserve the order of the preloaded Route headers and bind them to the contact information that was received in the REGISTER message;

NOTE 4:
If this registration is a reregistration, then a list of pre-loaded Route headers will already exist. The new list replaces the old list.

8)
determine the duration of the registration by checking the value of the Expires header in the received REGISTER request. The S-CSCF may reduce the duration of the registration due to local policy or send back a 423 (Interval Too Brief) response specifying the minimum allowed time for registration;

9)
store the icid parameter received in the P-Charging-Vector header;

10)
create a 200 (OK) response for the REGISTER request, including:

a)
the list of received Path headers;

b)
a P-Associated-URI header containing the list of public user identities that the user is authorized to use. The first URI in the list of public user identities supplied by the HSS to the S-CSCF will indicate the default public user identity to be used by the S-CSCF. The S-CSCF shall place the default public user identity as a first entry in the list of URIs present in the P-Associated-URI header. The default public user identity will be used by the P-CSCF in conjunction with the procedures for the P-Asserted-Identity header, as described in subclause 5.2.6.3. The S-CSCF shall not add a barred public user identity to the list of URIs in the P-Associated-URI header;

c)
a Service-Route header containing:

-
the SIP URI identifying the S-CSCF containing an indication that requests routed via the service route (i.e. from the P-CSCF to the S-CSCF) are treated as for the mobile-originating case. This indication may e.g. be in a URI parameter, a character string in the user part of the URI or be a port number in the URI; and,

-
if network topology hiding is required a SIP URI identifying an I-CSCF(THIG) as the topmost entry;

11)
send the so created 200 (OK) response to the UE;

12)
send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event; and,

NOTE 5:
If this registration is a reregistration, the Filter Criteria already exists in the local data.
13)
handle the user as registered for the duration indicated in the Expires header.

*****************NEXT CHANGE*********************
5.4.1.7
Notification of Application Servers about registration status

If the registration procedure described in subclauses 5.4.1.2, 5.4.1.4 or 5.4.1.5 (as appropriate) was successful, the S-CSCF shall send a third-party REGISTER request to each Application Server with the following information:

a)
the Request-URI, which shall contain the AS's SIP URI;

b)
the From header, which shall contain the S-CSCF's SIP URI;

c)
the To header, which shall contain either the public user identity as contained in the REGISTER request received from the UE or one of the implicitly registered public user identities, as configured by the operator;

d)
the Contact header, which shall contain the S-CSCF's SIP URI;

e)
for initial registration and user-initiated reregistration (subclause 5.4.1.2), the Expires header, which shall contain the same value that the S-CSCF returned in the 200 (OK) response for the REGISTER request received form the UE;

f)
for user-initiated deregistration (subclause 5.4.1.4) and network-initiated deregistration (subclause 5.4.1.5), the Expires header, which shall contain the value zero;

g)
for initial registration and user-initiated reregistration (subclause 5.4.1.2), a message body, if there is Filter Criteria indicating the need to include HSS provided data for the REGISTER event (e.g. HSS may provide AS specific data to be included in the third-party REGISTER, such as IMSI to be delivered to IM SSF). If there is a service information XML element provided in the HSS Filter Criteria for an AS (see 3GPP TS 29.228 [14]), then the S-CSCF shall include it in the message body of the REGISTER request within the <service-info> XML element as described in subclause 7.6. For the messages including the 3GPP IMS XML body, the S-CSCF shall set the value of the Content-Type header to include the MIME type specified in subclause 7.6;

h)
for initial registration, the P-Charging-Vector header, which shall contain the same icid parameter that the S-CSCF received in the original REGISTER request from the UE;

i)
for initial registration, a P-Charging-Function-Addresses header, which shall contain the values received from the HSS if the message is forwarded within the S-CSCF home network.

*****************NEXT CHANGE*********************
.

5.4.3.2
Requests initiated by the served user

When the S-CSCF receives from the served user an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

1)
determine whether the request contains a barred public user identity in the P-Asserted-Identity or From header fields of the request or not. In case any of the said header fields contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 403 (Forbidden) response. The response may include a Warning header containing the warn-code 399. Otherwise, continue with the rest of the steps;

2)
remove its own SIP URI from the topmost Route header;

3)
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an Application Server in response to a previously sent request;

4)
check whether the initial request matches the initial filter criteria based on a public user identity in the P-Asserted-Identity header, the S-CSCF shall forward this request to that application server, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted application server as described in 3GPP TS 23.218 [5] subclause 6.4. Depending on the result of the previous process, the S-CSCF may contact one or more application server(s) before processing the outgoing Request-URI. In case of contacting one or more application server(s) the S-CSCF shall:

a)
insert the AS URI to be contacted into the Route header as the topmost entry followed by its own URI populated as specified in the subclause 5.4.3.4; and

b)
if the AS is located outside the trust domain then the S-CSCF shall remove the P-Access-Network-Info header field and its values in the request; if the AS is located within the trust domain, then the S-CSCF shall retain the P-Access-Network-Info header field and its values in the request that is forwarded to the AS;

5)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. Optionally, the S-CSCF may generate a new, globally unique icid and insert the new value in the icid parameter of the P-Charging-Vector header when forwarding the message. If the S-CSCF creates a new icid, then it is responsible for maintaining the two icid values in the subsequent messaging;

6)
insert an orig-ioi parameter into the P-Charging-Vector header. The S-CSCF shall set the orig-ioi parameter to a value that identifies the sending network. The S-CSCF shall not include the term-ioi parameter;

7)
insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

8)
in the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URI contained in the received P-Asserted-Identity header, add a second P-Asserted-Identity header containing this tel-URI;

9)
if the outgoing Request-URI is a TEL URL, the S-CSCF shall translate the E.164 address (see RFC 2806 [22]) to a globally routeable SIP URI using an ENUM/DNS translation mechanism with the format specified in RFC 2916 [24]. Databases aspects of ENUM are outside the scope of the present document. If this translation fails, the request may be forwarded to a BGCF or any other appropriate entity (e.g a MRFC to play an announcement) in the originator's home network or the S-CSCF may send an appropriate SIP response to the originator;

10)
determine the destination address (e.g. DNS access) using the URI placed in the topmost Route header if present, otherwise based on the Request-URI;

11)
if network hiding is needed due to local policy, put the address of the I-CSCF(THIG) to the topmost route header;

12)
in case of an initial request for a dialog the S-CSCF shall create a Record-Route header containing its own SIP URI and save the necessary Record-Route header fields and the Contact header from the request in order to release the dialog when needed;

13)
in case the request is forwarded to the destination network (either via an I-CSCF(THIG) or directly), remove the P-Access-Network-Info header; and
14)
route the request based on SIP routeing procedures.

When the S-CSCF receives any response to the above request, the S-CSCF may:

1)
apply any privacy required by RFC 3323 [33] to the P-Asserted-Identity header.

NOTE 1:
This header would normally only be expected in 1xx or 2xx responses.

NOTE 2:
The optional procedure above is in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

When the S-CSCF receives a response to the initial request for a dialog, it shall save the necessary Record-Route header fields and the Contact header from the response in order to release the dialog if needed.

When the S-CSCF receives from the served user a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header;

2)
create a Record-Route header containing its own SIP URI and save the Contact header from the request in order to release the dialog when needed;

3)
in case the request is forwarded to the destination network or to an AS located outside the trust domain, remove the P-Access-Network-Info header; and

4)
route the request based on the topmost Route header.

When the S-CSCF receives a response to the target refresh request for a dialog, it shall save the necessary Record-Route header fields and the Contact header from the response in order to release the dialog if needed.

When the S-CSCF receives from the served user a subsequent request other than a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header; 

2)
in case the request is forwarded to the destination network or to an AS located outside the trust domain, remove the P-access-network-info header; and

3)
route the request based on the topmost Route header.

*****************NEXT CHANGE*********************
5.4.3.3
Requests terminated at the served user

When the S-CSCF receives, destined for a registered served user, an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

1)
determine whether the request contains a barred public user identity in the Request-URI of the request or not. In case the Request URI contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 404 (Not Found) response. Otherwise, continue with the rest of the steps;

2)
remove its own URI from the topmost Route header;

3)
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an Application Server in response to a previously sent request;

4)
check whether the initial request matches the initial filter criteria based on the public user identity in the Request-URI, the S-CSCF shall forward this request to that application server, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted application server as described in 3GPP TS 23.218 [5] subclause 6.5. Depending on the result of the previous process, the S-CSCF may contact one or more application server(s) before processing the outgoing Request-URI. In case of contacting one or more application server(s) the S-CSCF shall:


insert the AS URI to be contacted into the Route header as the topmost entry followed by its own URI populated as specified in the subclause 5.4.3.4;

5) 
insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

6)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header;

7)
store the value of the orig-ioi parameter received in the P-Charging-Vector header, if present. The orig-ioi parameter identifies the sending network of the request message. The orig-ioi parameter shall only be retained in the P-Charging-Vector header if the next hop is to an AS;

8)
in case there are no Route headers in the request, then determine, from the destination public user identity, the list of preloaded routes saved during registration or re-registration, as described in subclause 5.4.1.2;

9)
build the Route header field with the values determined in the previous step;

10)
determine, from the destination public user identity, the saved Contact URI where the user is reachable saved at registration or reregistration, as described in subclause 5.4.1.2;

11)
build a Request-URI with the contents of the saved Contact URI determined in the previous step;

12)
insert a P-Called-Party-ID SIP header field including the Request-URI received in the INVITE;

13)
in case of an initial request for a dialog create a Record-Route header containing its own SIP URI and save the necessary Record-Route header fields and the Contact header from the request in order to release the dialog when needed; and

14)
optionally, apply any privacy required by RFC 3323 [33] to the P-Asserted-Identity header; and

NOTE:
The optional procedure above is in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

15)
forward the request based on the topmost Route header.

When the S-CSCF receives, destined for an unregistered user, an initial request for a dialog or a request for a standalone transaction, the S-CSCF shall:

1)
execute the procedures described in the steps 1, 2 and 3 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction);

2)
if the S-CSCF does not have the user profile, then initiate the S-CSCF Registration/deregistration notification with the purpose of downloading the relevant user profile (i.e. for unregistered user) and informing the HSS that the user is unregistered, but this S-CSCF will assess triggering of services for the unregistered user, as described in 3GPP TS 29.228 [14];

3)
keep the user registration status as unregistered for the duration of the dialog. When the dialog expires, the S-CSCF shall inform appropriately the HSS according to the procedures described in 3GPP TS 29.228 [14];

4)
execute the procedure described in step 4 and 5 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction).


In case that no AS needs to be contacted, then S-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 480 (Temporarily unavailable) and terminate these procedures; and

5)
execute the procedures described in the steps 6, 7, 12, 13, 14 and 15 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction).

When the S-CSCF receives a response to the initial request for a dialog (whether the user is registered or not), it shall save the necessary Record-Route header fields and the Contact header field from the response in order to release the dialog if needed. In the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URI contained in the received P-Asserted-Identity header, the S-CSCF shall add a second P-Asserted-Identity header containing this tel-URI. In case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives a response to a request for a standalone transaction (whether the user is registered or not), in the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URI contained in the received P-Asserted-Identity header, the S-CSCF shall add a second P-Asserted-Identity header containing this tel-URI. In case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives the 200 (OK) response for a standalone transaction request, the S-CSCF shall insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards an AS.

When the S-CSCF receives, destined for a served user, a target refresh request for a dialog, prior to forwarding the request, the S-CSCF shall:

1)
remove its own URI from the topmost Route header;

2)
create a Record-Route header containing its own SIP URI and save the Contact header from the target refresh request in order to release the dialog when needed; and

3)
forward the request based on the topmost Route header.

When the S-CSCF receives a response to the target refresh request for a dialog (whether the user is registered or not), it shall save the necessary Record-Route header fields and the Contact header field from the response in order to release the dialog if needed. In case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives, destined for the served user, a subsequent request other than target refresh request for a dialog, prior to forwarding the request, the S-CSCF shall:

1)
remove its own URI from the topmost Route header; and

2)
forward the request based on the topmost Route header.

When the S-CSCF receives a response to a a subsequent request other than target refresh request for a dialog, in case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

*****************NEXT CHANGE*********************
5.4.3.4
Original dialog identifier

The original dialog identifier is an implementation specific token that the S-CSCF encodes into the own S-CSCF URI in a Route header, prior to forwarding the request to an application server. This is possible because the S-CSCF is the only entity that creates and consumes the value.

The token identifies the original dialog of the request, so in case an application server acting as a B2BUA changes the dialog, the S-CSCF is able to identify the original dialog when the request returns to the S-CSCF. The token can be encoded in different ways, such as e.g., a character string in the user-part of the S-CSCF URI, a parameter in the S‑CSCF URI or port number in the S-CSCF URI.

The S-CSCF shall ensure that the value chosen is unique so that the S-CSCF may recognize the value when received in a subsequent message and make the proper association between related dialogs that pass through an Application Server.

*****************NEXT CHANGE*********************
5.7.4
Application Server (AS) acting as a SIP proxy

When the AS acting as a SIP proxy receives a request from the S-CSCF, prior to forwarding the request it shall:

-
remove its own URI from the topmost Route header; and

-
after executing the required services, route the request based on the topmost Route header.

The AS may modify the SIP requests based on service logic, prior to forwarding the request back to the S-CSCF.

An Application Server acting as a SIP proxy shall propagate any received 3GPP message body in the forwarded message.

*****************NEXT CHANGE*********************
5.7.5.2.1
Initial INVITE

When the AS acting as a Routeing B2BUA receives an initial INVITE request from the S-CSCF, the AS shall:

-
remove its own SIP URI from the topmost Route header of the received INVITE request;

-
perform the Application Server specific functions. See 3GPP TS 23.218 [5];

-
if successful, generate and send a new INVITE request to the S-CSCF to establish a new dialog;

-
copy the remaining Route header(s) unchanged from the received INVITE request to the new INVITE request;

-
route the new INVITE request based on the topmost Route header.

NOTE:
The topmost Route header of the received INVITE request will contain the AS’s SIP URI. The following Route header will contain the SIP URI of the S-CSCF.

When the AS acting as an Initiating B2BUA the AS shall apply the procedures described in subclause 5.7.3 for both requests. The AS shall either set the icid parameter in the P-Charging-Vector header to be the same as received or different. The AS may retrieve CCF and/or ECF adresses from HSS on Sh interface.
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