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Introduction

This contribution describes how a user can create a so-called three way session, i.e. how the user can join two (or more) active calls to other users into a conference, that is not yet created. 

The procedures performed at the conferencing AS are identical to those for conference creation with a conference factory URI, therefore there is no need to describe them. 

The procedures at the UE's that are invited to the three-way session are identical to those for users getting invited to a normal conference, which are described in a different contribution to this meeting.

The procedures for conference-factory URI discovery have not been described up till now and need further investigation in IETF and 3GPP. Therefore it is left open for the moment, how the UE gets aware of the conference-factory URI for a three-way session.

Three way conferences are described in section 5.11.6.2.3 of 3GPP TS 23.228. They are a stage 2 requirement that needs to be covered in stage 3. 

Proposal

~~ First Change ~~
3.1
Definitions 

For the purposes of the present document, the following terms and definitions apply.

For the purposes of the present document, the terms and definitions defined in 3GPP TS 21.905 [1] and 3GPP TS 22.141 [2]  apply.

Conferencing AS: 
an Application Server that supports functionality specific to a SIP conference focus.

The following terms and definitions given in 3GPP TS 23.228 [2] apply (unless otherwise specified)

Public Service Identity
Three-way session
The following terms and definitions given in draft-ietf-sipping-conferencing-framework-00 [7.80] apply (unless otherwise specified)

Conference

Conference-Aware Participant

Conference Notification Service

Conference Policy

Conference Policy Control Protocol

Conference Policy Server

Conference-Unaware Participant

Conference URI

Focus

Media Policy

Membership Policy

Mixer

Participant

Tightly Coupled Conference

The following terms and definitions given in draft-ietf-sipping-cc-conferencing-00 [7.81] apply (unless otherwise specified)

Conference Factory URI

~~ Second and last Change ~~
7.3.1.3.2
Three-way session creation

When a UE is participating in two or more SIP sessions and wants to join together two or more of these active sessions to a so-called three-way session, the UE shall perform the following steps

1)
create a conference at the conferencing AS by sending a INVITE request with the conference factory URI for the three-way session towards the conferencing AS;

Editor's Note:
It is currently not possible to make the UE automatically aware of a conference-factory URI. For automated ad-hoc conferences such a mechanism is needed anyway. Therefore a reference should be added here, when the mechanism for ad-hoc conference creation is described within this document at a later point in time.
2)
decide and perform for each of the active sessions, that are requested to be joined to the three-way session, how the remote user shall be invited to the three-way session, which can either be:

a)
by performing the procedures for inviting a user to a conference by sending an REFER request to the user, as described in subclause 7.3.1.5.2; or

b)
by performing the procedures for inviting a user to a conference by sending a REFER request to the conferencing AS, as described in subclause 7.3.1.5.3;
3) 
release the active session with a user, by applying the procedures for session release in accordance with RFC 3261[7.26], after a NOTIFY request has been received from that user, indicating that the user has successfully joined the three-way session, i.e. including: 

a) 
a body of content-type "message/sipfrag" that indicates a "200 OK" response; and,
b) 
a Subscription-State header set to the value "terminated"; and,
4) treat the created three-way session as a normal conference, i.e. shall apply the applicable procedures of subclause 7.3.1 for it.
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