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Introduction

Tidy up of clause 5.2. 

Improvement of the differentiation between the actual I-WLAN selection procedure and the Scanning and association procedures, which are now in the correct clause (as proposed in tdoc N1-040300). After this change this clause describes only the I-WLAN selection and refers to 'WLAN protocols' clause when appropriate.

A new 'UE procedures' sub-clause has been added, which explains the two modes of I-WLAN selection that the WLAN UE supports (note that the structure was copied from 23.122). 

Proposal

It is proposed to incorporate the following changes to 24.234.

5.2 
3GPP I-WLAN selection

5.2.1 
Case of IEEE 802.11 WLANs

Editor’s note: This case has been written based on 802.11 technologies. It is not clear at the moment whether this text can be made applicable for other WLAN technologies. In addition to this, an LS has been sent from CN1 32-bis to SA2 asking clarification regarding I-WLAN selection and SSID priorities. Therefore this text might need to be changed into a technology independent structure or some additional changes will be required due to SSID selection, if SA2 and CN1 investigations on these two topics so require.
5.2.1.1
UE procedures

In  I-WLAN selection procedure, the WLAN UE shall select an I-WLAN and associate with the particular access point according to this selection.
There are two modes for I-WLAN selection:

i)
Automatic mode ‑ this mode utilizes a list of SSIDs in priority order. The highest priority SSID that is available is selected according to clause 5.2.1.1.
ii)
Manual mode ‑ here the WLAN UE indicates to the user a list of Available SSIDs according to clause 5.2.1.2. When the user makes a manual selection then the WLAN UE attempts association with the selected SSID.
Editor's note: Manual mode is subject to further discussions.

If the WLAN UE loses coverage with the associated AP, either a new I-WLAN is selected automatically, or an indication of which SSIDs are available is given to the user, so that a manual selection can be made. This procedure shall comply with IEEE 802.11-1999 [11].


5.2.1.2.1 
Automatic selection

The WLAN UE shall use scanning procedures as specified in clause 5.1.1 in order to create the correspondent list of available SSIDs.
Editor's note: new clause 5.1.1 is introduced in N1-040300
The WLAN UE shall perform association with a particular access point using the Available SSIDs in the following order:

a)
In case when USIM is inserted and if the SSID lists are available in the USIM,

i)
Each SSID in the 'User Controlled SSID list' data field in the USIM (in priority order);

ii)
Each SSID in the 'Operator Controlled SSID list' data field in the USIM (in priority order);

b)
In case when USIM is inserted and the SSID lists are not available in the USIM or in case when SIM is inserted,

i)
Each SSID in the 'User Controlled SSID list' data field in the ME (in priority order);

ii)
Each SSID in the 'Operator Controlled SSID list' data field in the ME (in priority order);

c)
Other SSIDs of WLAN APs supporting 3GPP-WLAN interworking.

Editor's note: the mechanism to provide indication of 3GPP-WLAN interworking is FFS

In the case when no association with any I-WLAN AN is found, the WLAN UE behavior is implementation dependent.
5.2.1.2.2 
Manual selection

The WLAN UE shall use scanning procedures as specified in clause 5.1.1 in order to create the correspondent list of available SSIDs to be presented to the user.
Editor's note: new clause 5.1.1 is introduced in N1-040300
If displayed, the available SSIDs are presented in the following order: 
a)
In case when USIM is inserted and if the SSID lists are available in the USIM,
i)
each SSID in the 'User Controlled SSID list' data field in the USIM (in priority order);

ii)
each SSID in the 'Operator Controlled SSID list' data field in the USIM (in priority order);

b)
In case when USIM is inserted and the SSID lists are not available in the USIM or in case when SIM is inserted ,
i)
each SSID in the 'User Controlled SSID list' data field in the ME (in priority order);

ii)
each SSID in the 'Operator Controlled SSID list' data field in the ME (in priority order);

c) 
Other SSIDs of WLAN APs supporting 3GPP-WLAN interworking,

Editor's note: the mechanism to provide indication of 3GPP-WLAN interworking support is FFS.

d) Any other SSID.


