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This proposal introduces the specifications where the format of the different parameters is defined. 

7
Parameters coding

7.1
General

This clause specifies the parameters used for WLAN interworking. By default, unless otherwise specified for a particular procedure, the WLAN UE shall use the parameters described below as follows: if the parameter is available in the USIM, then the WLAN UE shall use it. If the parameter is not available in the USIM and it is present in the ME, then the WLAN UE shall use the parameter stored in ME.

7.2
Pseudonym

The format of the pseudonym is defined for EAP-AKA in draft-arkko-pppext-eap-aka [9] and for EAP-SIM in draft-haverinen-pppext-eap-sim [10]. Pseudonym generation in the 3GPP AAA server is specified in TS 33.234 [].
7.3
Forbidden PLMNs for WLAN access

The Forbidden PLMNs for WLAN access file contains a list of PLMN codes to which the WLAN UE shall not attempt to authenticate in automatic mode. It shall be possible to store at least ten entries on the list. The contents of this file are specified in TS 31.102 [4].

7.4 User Controlled PLMN Selector for WLAN access

The User Controlled PLMN Selector for WLAN access file contains a list of PLMN codes preferred by the user. It shall be possible to store at least ten entries on the list. The contents of this file are specified in TS 31.102 [4].

7.5 Operator Controlled PLMN Selector for WLAN access

The Operator Controlled PLMN Selector for WLAN access file contains a list of PLMN codes preferred by the operator. It shall be possible to store at least ten entries on the list. The contents of this file are specified in TS 31.102 [4].

7.6 User Controlled SSID list

The User Controlled SSID list file contains a list of SSIDs related to I-WLAN preferred by the user. It shall be possible to store at least ten entries on the list. The contents of this file are specified in TS 31.102 [4].

7.7 Operator Controlled SSID list

The Operator Controlled SSID list file contains a list of SSIDs related to I-WLAN preferred by the operator. It shall be possible to store at least ten entries on the list. The contents of this file are specified in TS 31.102 [4].

7.8
Supported PLMNs list for WLAN access

The Supported PLMNs list for WLAN access contains a list of PLMN codes of roaming partners (i.e. to which the WLAN operator has a direct roaming relationship). This list is per SSID and the WLAN UE may store it for further use. The list shall be deleted at switch off. The format of this list is specified in draft-adrangi-eap-network-discovery-and-selection [12].
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