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Introduction

At CN1#33, the Temporary mobile group identity (TMGI) was added to TR 29.846. 

The TMGI information element was specified as "a type 4 information element with maximum 8 octets length". From the internal structure of the information element it should be clear that the length should either be 5 or 8 octets, but never 3, 4, 6 or 7 octets, but experience with similar information elements (like e.g. QoS) shows that it is better to state this explicitly.

Besides a table specifying the value part of the TMGI IE is proposed. 

Proposal 

5.4
MBMS Session Management Information Elements

5.4.1
Temporary Mobile Group Identity (TMGI)

The purpose of the TMGI element is for group paging in MBMS.

The TMGI information element is a type 4 information element with a minimum length of 5 octets and a maximum length of 8 octets. If octet 6 is included, then octets 7 and 8 shall also be included.
The content of the TMGI element is shown in Figure 5.4.1/3GPP TR 29.846.
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Figure 5.4.1/3GPP TR 29.846: TMGI information element
Table 5.4.1/3GPP TS 29.846: TMGI information element

	MBMS Service ID (octet 3, 4 and 5)

In the MBMS Service ID field bit 8 of octet 3 is the most significant bit and bit 1 of octet 5 the least significant bit.

The coding of the MBMS Service ID is the responsibility of each administration. Coding using full hexadecimal representation may be used. The MBMS Service ID consists of 3 octets.

MCC, Mobile country code (octet 6, octet 7 bits 1 to 4)

The MCC field is coded as in ITU-T Rec. E212, Annex A.

MNC, Mobile network code (octet 7 bits 5 to 8, octet 8)

The coding of this field is the responsibility of each administration but BCD coding shall be used. The MNC shall consist of 2 or 3 digits. If a network operator decides to use only two digits in the MNC, bits 5 to 8 of octet 7 shall be coded as "1111".
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