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Introduction

This contribution updates the MBMS Service request procedure, as follows:

· TS 23.060 defines the Service request procedure as a procedure to be used in Iu mode. This means both mode of Iu mode. At present, TR 29.846 only covers one of the Iu modes, which is misleading.

· Alignment of TR 29.846 with TS 23.060 with respect of MBMS Service request procedure.

· The figure 3 is corrected.

· Several editorial corrections.

Conclusion

It is proposed to agree the text added below to TR 29.846.

/* Beginning of change */

6.1
MBMS Service Request Procedure (Iu mode)
6.1.1
Overview

For MBMS, when in Iu mode RAN wants to count the number of users that are interested in a specific MBMS service present in a cell, it will request a percentage of the interested UEs to transit to PMM-CONNECTED state. The MBMS Service Request procedure is used by a UE in PMM‑IDLE state to move to PMM-CONNECTED state.

[image: image1.wmf] 

SGSN

 

UE

 

2. Service Request

 

3. Security Functions

 

RAN

 

1. RRC Connection Request

 

1. RRC Connection Setup

 

4. 

MBMS UE Linking Request

 

5. MBMS RAN Resource 

Setup

 

HLR

 

4. 

MBM

S UE Linking Response

 



Figure 3: MBMS Service Request procedure

1)
The UE establishes an RRC connection, if none exists.

2)
The UE sends a Service Request message to the SGSN if required to do so by the RAN after a MBMS Session Starts.

3)
The SGSN may perform the security functions.

4)
The SGSN provides RAN with the MBMS context(s) via MBMS UE Linking procedure
5) The RAN establishes the necessary radio resources for the transfer of MBMS data to the interested UEs.
/* End of change */
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