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Introduction

As a result of the discussion of N1-040959, the following changes are introduced to 3GPP TR 29.847 in order to identify conferencing roles and conferencing events in the amendments to the 24.229 profile.

Proposal

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1] 
3GPP TR 21.905: "3G Vocabulary".

[2]

3GPP TS 22.228: " Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1".

[3]
3GPP TS 23.218: "IP Multimedia (IM) Session Handling; IP Multimedia (IM) call model; Stage 2".
[4]
3GPP TS 24.228: "Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3".
[5]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3".
[6]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2". 

[7]
RFC 3261 (March 2002): "SIP: Session Initiation Protocol".

[8]
draft-ietf-sipping-conferencing-framework-00 (May 2003): "A Framework for Conferencing with the Session Initiation Protocol"

Editor's note: The above document cannot be formally referenced until it is published as an RFC. 

[9]
draft-ietf-sipping-cc-conferencing-01 (June 2003): "Session Initiation Protocol Call Control – Conferencing for User Agents"
Editor's note: 
The reference to this draft may become obsolete in the future if IETF moves all the material, that is required for the description of IMS conferencing, to 3GPP TS 24.147

[10]
RFC 3265 (March 2002): "Session Initiation Protocol Specific Event Notification". 

[11]
draft-ietf-sipping-conference-package-03 (February 2004): "A Session Initiation Protocol (SIP) Event Package for Conference State".
Editor's note: 
The reference to this draft may become obsolete in the future if IETF moves all the material, that is required for the description of IMS conferencing, to 3GPP TS 24.147

[12]
3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents".

[13]
RFC 3323 (May 2002): "A Privacy Mechanism for the Session Initiation Protocol (SIP)".

[14]
RFC 3325 (May 2002): "Extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks".

[15]
3GPP TS 29.208: " End to end quality of Service (QoS) signaling flows".

[16]
RFC 2833 (May 2000): " RTP Payload for DTMF Digits, Telephony Tones and Telephony Signals"

[17]
RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method"
[18]
3GPP TS 22.141: "Presence Service; Stage 1"

[19]
draft-ietf-sip-callee-caps-03 (December 2003): "Indicating user agent capabilities in the Session Initiation Protocol (SIP)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC. 

 [20]
draft-ietf-sip-referredby-03 (August 2003): "The SIP Referred-By Mechanism"
Editor's note: The above document cannot be formally referenced until it is published as an RFC. 

[21]
RFC 2616 (June 1999): "Hypertext Transfer Protocol – HTTP/1.1"

[22]
draft-ietf-simple-xcap-02 (February 2004): "The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)"

Editor's note: The above document cannot be formally referenced until it is published as an RFC. 

 [23]
draft-koskelainen-xcon-xcap-cpcp-usage-02 (February 2004): "An Extensible Markup Language (XML) Configuration Access Protocol (XCAP) Usage for Conference Policy Manipulation"

Editor's note: The above document cannot be formally referenced until it is published as an RFC. 
The following normative references represent references that appear in material destined for 3GPP TS 24.229 [5], included normative references already included in clause 2 of 3GPP TS 24.229 [5]. Rather than modify these references, the digit 7 (representing references relating to clause 9 of this document) has been inserted.

[7.82]
draft-ietf-sipping-conference-package-03 (February 2004): "A Session Initiation Protocol (SIP) Event Package for Conference State".
[7.84]
3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".

9.2.A
Profiles of IETF RFCs for 3GPP usage

Editor's note: It is intended that material from this clause will be added to Annex A of TS 24.229. 

Editor's note: Information related to the Referred-By header needs to be included in this section.

A new table A.3A is added to subclause A.1.3 of 3GPP TS 24.229:

Table A.3A: Roles specific to additional capabilities

	Item
	Roles
	Reference
	RFC status
	Profile status

	11
	conference focus
	3GPP TS 24.147 [7.84]
	n/a
	c1

	12
	conference participant
	3GPP TS 24.147 [7.84]
	n/a
	c2

	c1:
IF A.3/7D AND A.3/4 AND A.3/8 THEN o ELSE n/a - - AS performing 3rd party call control and S-CSCF and MRFC (note 2).
c2:
IF A.3/1 OR A.3A/11 THEN o ELSE n/a - - UE or conference focus.

	NOTE 1:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.
NOTE 2:
The functional split between the MRFC and the conferencing AS is out of scope of this document and they are assumed to be collocated.


Table A.4 of 3GPP TS 24.229 is modified with the following changed row:

	
	Extensions
	
	
	

	
	
	
	
	

	
	
	
	
	

	15
	the REFER method?
	[36]
	o
	c33

	
	
	
	
	

	

c33:
IF A.3/11 OR A.3/12 THEN m ELSE o - - conference focus or conference participant.



Editor's note: Table A.4 also needs modification to A.4/22 and A.4/23 to indicate dependency on new table A.3A roles.
Table A.4A of 3GPP TS 24.229 is modified with the following additional rows:

	Item
	Does the implementation support
	Subscriber
	Notifier

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	xx
	conference package?
	[7.82] 3
	c1
	c21
	[7.82] 3
	c1
	c22

	c1:
IF A.4/23 THEN o ELSE n/a - - acting as the subscriber to event information.

c2:
IF A.4/22 THEN o ELSE n/a - - acting as the notifier of event information.
c21:
IF A.3A/12 THEN m ELSE IF A.4/23 THEN o ELSE n/a - - conference participant or acting as the subscriber to event information.

c22:
IF A.3A/11 THEN m ELSE IF A.4/22 THEN o ELSE n/a - - conference focus or acting as the notifier of event information.


Editor's note: (To be deleted by editor after approval of CR) This table is added to 24.229 by a CR to the June 2004 plenary.
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