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Changes: 

· conference focus performs 3rd party call control only in certain cases. General statement that the conferencing AS shall act as AS performing 3rd party call control without condition is changed.

· Handling of INVITE requests containing a conference factory URI or containing a conference URI is incorrect. The focus does not have to forward these requests. According statements are deleted in subclauses 5.3.2.3.1 and 5.2.3.4.1. 

**** 1st change ****

5.3.2
Conference Focus

5.3.2.1
General

In addition to the procedures specified in subclause 5.3.2, the conference focus shall support the procedures specified in 3GPP TS 24.229 [5] appropriate to the functional entity in which the conference focus is implemented.When performing 3rd party call control the confernce focus shall follow the procedures of subclause 5.7.5 of 3GPP TS 24.229 [5].

**** next change ****

5.3.2.3

Conference creation

5.3.2.3.1
Conference creation with a conference factory URI 

Upon receipt of an INVITE request that includes a conference factory URI in the request URI, the conference focus shall:

1)
check if the conference factory URI is allocated and reject the request in accordance with RFC 3261 [7] if it is not allocated. The following actions in this subclause shall only be performed if the conference factory URI is allocated;

NOTE: 
The mechanism by which the conference focus gets aware whether a URI is a conference factory URI is out of the scope of this specification. One possibility would be that an operator uses a specific user part (e.g. conference-factory@home1.net) or host part (e.g. conference-factory.home1.net) for identification of conference factory URIs.

2)
verify the identity of the user as described in subclause 5.7.1.4 of 3GPP TS 24.229 [5] and authorize the request as described in subclause 5.7.1.5 of 3GPP TS 24.229 [5]. The following actions in this subclause shall only be performed if the request can be authorized;

3)
allocate a conference URI and may allocate a temporary conference URI; and

4)
if "preconditions" were indicated as required in the INVITE request, generate a first provisional response to the INVITE request, indicating the temporary conference URI in the Contact header if allocated, else the conference URI.

At the same time, resources will also be requested from the mixer. 

If the conference focus generates any 1xx or 2xx response to the INVITE request, the conference focus shall include the "isfocus" feature parameter in accordance with the procedures of draft-ietf-sip-callee-caps [19].

Upon receipt of an indication from the mixer that conference resources have been through-connected, the conference focus shall
generate a 200 (OK) response to the INVITE request, indicating the "isfocus" option tag as a parameter to the conference URI in the Contact header
.

**** next change ****

5.3.2.4
User joining a conference 

5.3.2.4.1
User joining a conference by using a conference URI

Upon receipt of an INVITE request that includes a conference URI in the request URI, the conference focus shall: 

1)
check if the conference URI is allocated. If the conference URI is not allocated, the conference focus shall reject the request in accordance with RFC 3261 [7]. The following actions shall only be performed if the conference URI is allocated;

2)
verify the identity of the user as described in subclause 5.7.1.4 of 3GPP TS 24.229 [5] and authorize the request as described in subclause 5.7.1.5 of 3GPP TS 24.229 [5]. The following actions in this subclause shall only be performed if the request can be authorized; and

3)
generate a provisional response to the INVITE request, indicating the conference URI in the Contact header.

At the same time, resources will also be requested from the mixer. 

If the conference focus generates any 1xx or 2xx response to the INVITE request, the conference focus shall include the "isfocus" feature parameter in accordance with the procedures of draft-ietf-sip-callee-caps [19].

Upon receipt of an indication from the mixer that conference resources have been through-connected, the conference focus shall 
generate a 200 (OK) response to the INVITE request, indicating the conference URI in the Contact header
.
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