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Introduction

This open item list identifies the tasks within that work item that still need to be resolved in TR 24.841 for Rel-6, and subsequently for changes made to TS 24.141 and 24.229.

Note that the document has been reorganised and renumbered subsequent to CN1#31, without the removal of any issues, due to the reorganisation of 24.841.

This study has been done to identify the still missing principal decisions and other major open issues in the Presence WID under CN1 control. The intention is not to take this open items list to the granularity of a individual CRs.

Because of these reasons the list is not exhaustive so it should not be considered as comprehensive list of all CRs that are needed to complete the CN1 Presence WID. It can be foreseen that not only the CRs to close the listed open items but also other CRs outside the list will be needed.

But the intention is to list all such open items which are likely to impact the scheduling and work amount estimates on the work item. 

This document takes no position in how an open item is closed unless it is explicitly stated. So it may happen that an open item in the CN1 document is covered by removing the whole clause from the TR. 

It is the intention of the maintainer to maintain this document until it becomes redundant at the full stabilisaton of Rel-6 Presence related CN1 TSs.

The colour coding of the table is as follows:

	After CN1 Meeting
	27
	28
	29
	30
	31
	32
	32bis
	33
	33bis
	34
	34bis

	Red = not done
	41
	36
	30
	25
	17
	16
	14
	10
	13
	8
	7

	Yellow = partly done
	0
	5
	11
	12
	12
	10
	12
	6
	3
	5
	6

	Green = completed
	0
	3
	10
	16
	25
	28
	32
	41
	48
	53
	53

	Total
	41
	44
	51
	53
	54
	54
	58
	57
	64
	66
	66


Proposal

The document should be noted.

Volunteers are requested for unassigned open issues, along with the necessary technical input in the future.

Input is requested on identifying other open issues, or missing information or incorrect status in any of the issues.


Open issues

	No.
	Issue
	TR / TS
	CRs
	Comment

	1
	General issues

	2
	Issues related to dependent IETF drafts

	2.1
	The namespace in the XML schema for Instant Messaging xmlns:im="urn:ietf:params:xml:ns:cpim-pidf:im" has not been defined yet in IETF.
	
	N1-031277
	

	2.2
	It needs further investigation whether draft-roach-sip-list-template-00.txt effects the flows and changes the Event the UE is subscribing for.
	
	N1-030525

N1-030526
	

	2.3
	The mechanism for modifying the authorisation policy document
	
	N1-040179

N1-040672
	Need to await agreement of solution by SIMPLE working group before this can be completed

Alignment of xcap auth and geopriv authorization may delay this.

This was proposed to be removed because IETF drafts for watcher authorization and its manipulation already exists and those are referenced also by the TR.

	2.4
	The PUBLISH method is expected to undergo major revision in the near future, e.g. to provide a dialog based mechanism, and a review of the headers.
	
	N1-031368

N1-040548
	draft-olson-simple-publish-02.txt provided which does not contain a dialog mechanism. It has now been agreed that there will be no dialog mechanism for publish. Some revisions are expected which will need to be taken into account

	2.5
	One solution to the requirements that are expressed in draft- simple-winfo-filter-reqs-00 is in draft-khartabil-simple-winfo-filter-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the references will require amendment to reflect the agreed solution document.
	
	N1-040417
	Requirements document now draft-ietf-simple-winfo-filter-reqs-00.txt

	2.6
	One solution to the requirements that are expressed in draft-ietf-simple-pres-filter-reqs-00 is in draft-khartabil-simple-presence-filter-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the references will require amendment to reflect the agreed solution document.
	
	N1-040417
	

	2.7
	One solution to the requirements that are expressed in draft-ietf-simple-presinfo-deliv-regs-00 is in draft-lonnfors-simple-partial-notify-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.
	
	N1-040178
	solution document draft-ietf-simple-partial-notify is now a WG draft

	2.8
	Agreement of a solution for hard state presence information: one solution is in draft-isomaki-simple-xcap-publish-usage, represented by requirements in draft-kiss-simple-presence-wireless-reqs
	
	N1-040417
	draft-isomaki-simple-xcap-pidf-manipulation-usage is a working group item

Now issued as draft-ietf-simple-xcap-pidf-manipulation-usage-00

	2.9
	Agreement of solution for throttling: draft-niemi-sipping-event-throttle is one proposed solution.
	
	
	Proposal in CN1#34 that this should be dropped from release 6

	3
	Issues related to 3GPP TR 24.841 (material directed to new TS 24.141)

	3.1
	Inclusion of contents for clause 5.1 (Introduction)
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.2
	Inclusion of contents for clause 5.2 (Presence Server (PS))
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.3
	Inclusion of contents for clause 5.3.1 (Network-based Presence User Agent (PUA))
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.4
	Inclusion of contents for clause 5.3.2 (Presence Network Agents (PNA))
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.5
	Inclusion of contents for clause 5.3.3 (Presence external agent)
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.6
	Inclusion of contents for clause 5.4 (Network-based watcher applications)
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material

	3.7
	Inclusion of contents for clause 5.5 (Presence List Server (PLS))
	24.841
	N1-031316
	Subclause no longer required as result of reorganisation of material 

Entity is now a Resource List Server

	3.8
	Issues relating to clause 5.3.1.1 (Application usage of SIP - procedures at the UE - usage of PUBLISH)
	24.841
	N1-030529
	

	3.9
	Reference to RPIDS I-D

Rich Presence Information Data Format for Presence Based on the Session Initiation Protocol

draft-schulzrinne-simple-rpids-02.txt
	24.841
	N1-030793
	Nokia

	3.10
	Reference to BINPIDF I-D

BINPIDF - External Object Extension to Presence Information Data Format

draft-lonnfors-simple-binpidf-00
	24.841
	N1-030902
	Nokia

	3.11
	Issues relating to clause 5.3.2.2 (Application usage of SIP - procedures at the UE - how the watchers can set filters in SUBSCRIBE requests)
	24.841
	N1-030532

N1-040417
	Need to await agreement of solution by SIMPLE working group before this can be completed

Nokia

Solution required for requirements in draft-ietf-simple-pres-filter-reqs-02

	3.12
	Issues relating to clause 5.3.2.4 (Application usage of SIP - procedures at the UE - the behaviour for fetching presence information; the behaviour for subscribing for presence information; providing full state or partial state notifications)
	24.841
	N1-030530

N1-030533

N1-040417
	Nokia

CR041 to 23.141 adds ability of watcher to indicate ability to handle partial notifications

	3.13
	Issues relating to clause 5.3.2.2 (Application usage of SIP - procedures at the UE - how the watchers subscribe and get notified of the presencelist event package and how the PLS collects the information)
	24.841
	N1-030526
	Changed to resource list

	3.14
	Issues relating to clause 5.3.2.2 (Application usage of SIP - procedures at the UE - how the watcher information is collected by the Presence Server and provided to the presentity)
	24.841
	N1-030531
	

	3.15
	Issues relating to clause 5.3.3.2 (Application usage of SIP - procedures at the Application Server - how the watchers applies filters in NOTIFY requests)
	24.841
	N1-030532

N1-040417
	Need to await agreement of solution by SIMPLE working group before this can be completed

Nokia

	3.16
	Issues relating to clause 5.3.3.2 (Application usage of SIP - procedures at the Application Server - the behaviour for fetching presence information; the behaviour for subscribing for presence information; providing full state or partial state notifications)
	24.841
	N1-030530

N1-030533

N1-0404417
	Nokia

	3.17
	Issues relating to clause 5.3.3.4 (Application usage of SIP - procedures at the Application Server - the usage of PUBLISH request in IMS; when a PUA publishes; when a PNA publishes (how and what is transformed via ISC and Sh); the details of the Presence Server’s composition policy (the latter may be a 23.218 issue))
	24.841
	N1-030529

N1-040417
	how and what is transformed via ISC and Sh no longer an open issue

draft-khartabil-simple-filter-format and draft-khartabil-simple-filter-funct is one solution to the requirements that are expressed in draft-ietf-simple-winfo-filter-reqs-02. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.

The first of the above is now a WG draft draft-ietf-simple-filter-format and the second in draft-ietf-simple-event-filter-funct

	3.18
	Issues relating to clause 5.3.3.3 (Application usage of SIP - procedures at the Application Server - how the watchers subscribe and get notified of the presencelist event package and how the PLS collects the information)
	24.841
	N1-030526
	Changed to resource list

	3.19
	Issues relating to clause 5.3.3.3 (Application usage of SIP - procedures at the Application Server - this clause describes how the watcher information is collected by the Presence Server and provided to the presentity)
	24.841
	N1-030531
	

	3.20
	Incorporation of new requirement introduced by 23.141 CR023 as follows: " In case of presence information fetch or subscription from a watcher that has not been authorised by the subscription authorisation policies, the presence server shall put the fetch or subscription on hold until the watcher has been authorised, added to the subscription authorisation lists or until a preconfigured timer has expired."
	24.841
	
	Query as to whether behaviour is already described in simple-presence draft

SA3 need to lead the way on this issue and then CN1 will document the SA3 solution. But SA3 is apparently not doing anything currently.

The requirement in there has a solution in draft-ietf-simple-winfo-package-05 (which is referenced by 24.841). Therefore I think this is not an open issue. And we do not need SA3 to be involved in this. 

	3.21
	Issues relating to clause 6.3.1 (Application usage of SIP - procedures at the UE – Protocol at the Ut reference point for the management of information at the RLS
	24.841
	N1-040179

N1-040417
	Use of IETF procedures provided using XCAP

	3.22
	Issues relating to clause 6.3.2 (Application usage of SIP - procedures at the Application Server – Protocol at the Ut reference point for the management of information at the RLS
	24.841
	N1-040179

N1-040417
	Use of IETF procedures provided using XCAP

If no further modifications at CN1#33 this issue is complete.

	3.23
	new document type needed for partial notification.
	24.841
	N1-030533

N1-040417
	Nortel

References need to be completed in the procedures clauses now draft exists.

	3.24
	Changes to location information in 3gppPresence as a result of change of requirements defined in 23.141 CR017 R2
	24.841
	N1-030272
	Nortel?

	3.25
	Add timestamp to location information in accordance with 23.141 CR040
	24.841
	
	In 24.841 sub-clause 5.3.1.2 there is a reference to draft-ietf-geopriv-pidf-lo-01 for the implementation of the format of location information. This draft states that a "timestamp" element is optionally included. 

	3.26
	Addition of application identifiers to presence information as indicated in CR049 to 23.141
	24.841
	Outgoing liason to SA2 in N1-041297
	23.141 subclause 6.2 last paragraph refers

	3.27
	PIDF document might require extensions to take into account publications from multiple terminals. (Editor's note in A.4.2.1-1)
	24.841
	N1-040672
	SIP PUBLISH allows publishing from multiple terminals. And no requirements from 3gpp not possible to be fulfilled with the current solutions designed in IETF.

	3.28
	Issue relating to 5.3.1.2 - the content type for partial publishing (if differs from the content types mentioned above) will be defined later.
	24.841
	N1-040476

N1-040660
	Nokia

	3.29
	Subclause 6.2.3 and 6.2.3 – information relating to use of authentication proxy
	24.841
	N1-041003
	Nokia

	3.30
	Subclause 6.3.1 - It is FFS how the data manipulator discovers the root directory on the DMS.
	24.841
	N1-040661

N1-041092
	

	3.31
	Issue relating to 5.3.1.2 - Description  of content indirection is FFS. The procedure below covers partially the procedure, but further refinement is needed:
Store the MIME object behind an HTTP URI on the PS and include the HTTP URI as a value of the corresponding XML element in the published "application/pidf+xml" presence document referencing the stored object. When storing a MIME object on the PS, the PUA shall:
 -  construct as many HTTP URIs as many objects to be stored;
 -  formulate every HTTP URI according to a predefined directory structure; and
 -  store the objects on the PS behind the HTTP URI(s) created in the previous step using standard HTTP procedures as defined in RFC 2616 [10].
	24.841
	N1-040660

N1-041006
	

	3.32
	Subclause 5.3.4.3: There is a need for a mechanism that can protect an IMS network from list loops potentially caused by lists of lists. Unless referenced IETF specifications provide support for implementation of this kind of protection, a mechanism or restrictions on the usage of list of lists must be identified.
	24.841
	N1-040668
	

	3.33
	Subclause 5.3.1.1: There is a need for a mechanism to let the IMS network and/or PS control the rate at which PUAs generate PUBLISH requests. Unless referenced IETF specifications provide support for implementation of this kind of control, such a mechanism or guidance on max rates must be identified and described here.
	24.841
	N1-040669
	

	3.34
	Subclause 6.2.2: It needs to be clarified what physical entities can contain the Authentication Proxy and its relationship with the IMS architecture.
	24.141
	Created by N1-041002
	

	3.35
	Subclause 6.2.3: It is FFS how the Authentication Proxy passes the user's identity to the Application Server (AS).
	24.141
	Created by N1-041002
	

	4
	Issues related to Annex A of TR 24.841 (material destined for 24.141 annex A)

	4.1
	Missing general material

	4.1.1
	Material to indicate the general addresses used within the presence service flows
	24.841 Annex A
	N1-040183
	

	4.2
	Missing flows

	4.2.1
	Flows relating to Pi interface
	24.841 Annex A
	N1-040998
	Procedures also covered in N1-040997

	4.2.2
	The Presence User Agent in the UE is also able to publish certain tuples of the presence information. Another call flow example is needed to describe partial publishing. Controversial - some organisations think that we do not need partial publishing.
	24.841 Annex A
	N1-031279
	Rolled into existing 6.2.3.1

	4.3
	Missing elements within flows

	4.3.1
	Flows need updating to show charging headers
	24.841 Annex A
	N1-031662
	

	4.3.2
	Flows need updating to show P-Access-Network-Info header
	24.841 Annex A
	N1-030237
	

	4.3.3
	Flows need updating to show the non-stripping of headers at the P-CSCF in the direction of the UE
	24.841 Annex A
	N1-030237
	Nokia

	4.3.4
	Flows need updating to show the storage of information at the P-CSCF and S-CSCF to be consistent with 24.228 presentation
	24.841 Annex A
	--
	Lucent?

24.228 has been aligned with 24.841, rather than the other way round, so there is now no need for this in 24.841 - see N1-030521

	4.3.5
	PUBLISH flows need updating to show new headers introduced in olson-publish-01
	24.841 Annex A
	N1-030110

N1-030448

N1-031279
	Subsequent versions may introduce further changes.

Nokia, Nortel?

	4.3.6
	Flows relating to PNA to PS should be removed because 23.141 CR010R5 and CR026R1 specify that this interface should not be standardised
	24.841 Annex A
	N1-030791
	Requires removal of current clause 6.2.3.

Nokia, Nortel?

	4.3.7
	Changes in 6.1.3.1, 6.1.3.2 to accommodate 23.228 6.1.0 requirements on PSI routing
	24.841 Annex A
	N1-030901
	Nokia

Status partly done because stage 2 is still undergoing revision

Stage 2 now stable and no 24.841 specific text will be required

	4.3.8
	Remove event header from responses

http://www.ietf.org/mail-archive/working-groups/sip/current/msg07854.html
	24.841 Annex A
	N1-030796
	Nokia

	4.3.9
	Subclause A.8: Clarifications how XCAP is using HTTP is needed.
	24.841 Annex A
	N1-040665
	

	4.3.10
	Subclause A.8.2, A.8.3, A.8.4: The possible proxies (e.g., handling authentication matters) between the data manipulator client and HTTP server are bypassed. Also the authentication related headers are missing.
	24.841 Annex A
	
	

	5
	Issues related to clause 8 (Marerial for other specs e.g. 24.229)

	5.1
	Issues relating to clause 8.2 (Application usage of SIP - procedures at the UE - the details (syntax/semantics) of the authorization policy definitions; the usage of watcherinfo template package in IMS; the details how the authorisation policy is uploaded to Presence Server; the details how groups can be referenced; multiple value concept)
	24.841 ( 24.229
	N1-030274
	Authorization:

Need to await agreement of solution by SIMPLE working group before this can be completed 

Nokia

Completed at CN1#32bis

	5.2
	Issues relating to clause 8.2 (Application usage of SIP - procedures at the Application Server - the details (syntax/semantics) of the authorisation policy definitions; the usage of watcherinfo template package in IMS; the details how the authorisation policy is uploaded to Presence Server; the details how groups can be referenced; multiple value concept)
	24.841( 24.229
	
	Nokia

Need to await agreement of solution by SIMPLE working group before this can be completed

Solution now agreed in SIMPLE and therefore complete

	5.3
	Issues relating to clause 5.7.1.4 (Application usage of SIP - procedures at the Application Server - mechanism for the presentity to provide authorisation)
	24.841( 24.229
	N1-041008
	Need to await agreement of solution by SIMPLE working group before this can be completed

	5.4
	Issues relating to clause 8.1 (Application usage of SIP - procedures at the Application Server - mechanism to verify the identity of the user is FFS. One possible mechanism to verify the identity of the watcher is that the PS challenges the watcher by issuing a 401 (Unauthorized) response including a challenge (as per normal procedures described in RFC 3261). Later, when the PS receives a SUBSCRIBE request that contains credentials but it does not contain a P-Asserted-Identity, the PS will check the credentials to verify the identity of the watcher. Another possible mechanism is that an edge proxy, such as the I-CSCF verifies the identity of the user and inserts a P-Asserted-Identity.
	24.841( 24.229
	N1-030273
	Issues revised to:

it is not clear what are the mechanisms available to transport the credentials. These mechanisms can include, among others, P-Asserted-Identity, Authorization header, digital signatures, S/MIME body, etc.

It needs to be investigated whether the maximum number of times predefined in the PS configuration data creates a potential denial of service attack, as it requires the PS to keep states between different different authentications trials.

Currently waiting for SA3 input

Figure 8.1-1 describes the solution for this problem. I fail to see what is missing from it and why do you expect SA3 to provide any input to it. This item should also be coloured with green.

	5.5
	Clause 8. Change to S-CSCF handling to allow S-CSCF not to Record-Route for SUBSCRIBE requests/responses as a result of change in requirements in 23.141 CR025R0. It is assumed that this change will be made general for all SUBSCRIBE requests passing through the S-CSCF, rather than being specific to presence related events, and will apply to release 6. Note that the storage of information for clearing of the dialog will need to be related to whether a dialog is now record routed or not.
	24.841( 24.229
	N1-030460

N1-030800

N1-041067
	Nokia

There is currently ongoing discussion in SA2 on this.

SA2 discussion resolved with change to 23.228

	5.6
	Issues relating to clause 8.3 (Profiles of IETF RFCs for 3GPP usage)

	5.6.1
	Roles table needs extending to show presence entity roles
	24.841( 24.229 Annex  A
	N1-040959

N1-041067
	

	5.6.2
	PUBLISH method needs updating to show new headers introduced in olson-publish-01
	24.841( 24.229 Annex A
	N1-030110

N1-030528

N1-031368
	Subsequent versions may introduce further changes 2hich will be dealt with in this issue.

Nortel?, Nokia

	5.6.3
	PUBLISH method needs updating to show charging headers
	24.841( 24.229 Annex A
	N1-030764
	Lucent?

	5.6.4
	PUBLISH method needs updating to show P-Access-Network-Info header
	24.841( 24.229 Annex A
	N1-030764
	Lucent?


