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	CN1 has worked on TR 29.846 ‘Multicast Broadcast/Multicast Service (MBMS); CN1 description procedure’. At last CN1#34bis meeting, the CN1 working group made the following working assumptions for CN1#35 on the MBMS work:

· TR 29.846 will be used as the MBMS reference specification for CN1 #35 (for the last time?)

· Stop using TR 29.846 as reference after CN1 #35 and send it for approval to CN #25

· TR 29.846 is converted into 24.008 CRs

· Separate 24.008 CRs will be drafted for MBMS context activation and deactivation

· It was assumed that the transfer can only take place if both MBMS context activation and deactivation procedures can be shifted at the same time

· Ericsson volunteered to draft the 24.008 CRs for MBMS.
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9.6.6
Deactivate MBMS Context Request
This message is sent by the network to the MS to request the deactivation of an active MBMS context.
See table 9.6.6/3GPP TS 24.008.

Message type:
DEACTIVATE MBMS CONTEXT REQUEST

Significance:

global

Direction:


network to MS

Table 9.6.6 : DEActivate MBMS context request message content

	IEI
	Information Element
	Type/
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Deactivate MBMS context request message identity
	Message type

10.4
	M
	V
	1

	
	SM cause
	SM cause
	M
	V
	1

	XX
	MBMS protocol configuration options
	MBMS protocol configuration options 10.5.6.15
	O
	TLV
	3 - 253


9.6.6.1
MBMS protocol configuration options

This IE is included in the message when the MS or the network wishes to transmit MBMS bearer related (protocol) data (e.g. configuration parameters, error codes or messages/events) to the peer entity for an MBMS context.

9.6.7
Deactivate MBMS Context Accept

This message is sent by the MS to the network to acknowledge deactivation of the MBMS context requested in the corresponding Deactivate MBMS Context Request message.
See table 9.6.7/3GPP TS 24.008.

Message type:
DEactivate MBMS context accept
Significance:

global

Direction:


MS to network

Table 9.6.7 : DEActivate MBMS context Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Deactivate MBMS context accept message identity
	Message type

10.4
	M
	V
	1

	XX
	MBMS protocol configuration options
	MBMS protocol configuration options 10.5.6.15
	O
	TLV
	3 - 253


9.6.7.1
MBMS protocol configuration options

This IE is included in the message when the MS or the network wishes to transmit MBMS bearer related (protocol) data (e.g. configuration parameters, error codes or messages/events) to the peer entity for an MBMS context.
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