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Introduction

In the current version of 24.234, the scope of the document mentions about Tunnel Establishment procedures only. Similarly the positioning of the Tunnel Management signaling related reference in the scope also needs editing.
Proposal

This proposal aims at editing this scope of the TS 24.234v1.5.0 for changing the “Tunnel Establishment” reference to more generic “Tunnel Management” references and collocate all corresponding references in the same place in the document.

Changes

**Modified Section 1**

1
Scope

The present document specifies the network selection, including Authentication and Access Authorization procedures used for the interworking of the 3GPP System and WLANs. In addition to these, this document also specifies the Tunnel management procedures used for establishing and subsequent management of an end-to-end tunnel from the WLAN UE to the 3GPP network via the Wu reference point. Tunnel management signalling is between a WLAN-UE and PLMN and is transparent to the WLAN.
The present document is applicable to both the WLAN User Equipment (UE) and the network. In this technical specification the network includes the WLAN and 3GPP network.  


Details of the security framework for the end-to-end tunnel establishment are covered in 3GPP TS 33.234 [5]. The transport of the Tunnel management signalling between WLAN and 3GPP network; and within the 3GPP network (i.e. PDG, 3GPP AAA server and WAG) are covered in 3GPP TS 29.234 [3].

