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------------ FIRST CHANGE: SIP Part, Conference Participant Role ------------

5.3.1.6.3
Removing a conference participant from a conference

In order to remove a conference participant from a conference, the removing conference participant shall apply one of the following procedures:

1)
removing a conference participant from a conference by sending a REFER request to the conference focus, as described in this subclause; or

2)
removing a conference participant from a conference by adding a new element to the ACL, as described in subclause 7.3.2.

It is out of the scope of the present document, how the UE decides which of the above mentioned procedures shall be applied.

Upon generating a REFER request to remove a conference participant from a conference, the removing conference participant shall:

1)
set the request URI of the REFER request to the conference URI of the conference from which the conference participant shall be removed

2)
set the Refer-To header of the REFER request:
a)
to the address of the conference participant who should be removed from the conference, including the “method“ parameter set to “BYE“, if a single conference participant should be removed from the conference; or
b)
to the conference URI and the “method" parameter to “BYE“, if all conference participants shall be removed from the conference.
NOTE 1:
Other headers of the REFER request will be set in accordance with 3GPP TS 24.229 [5].

NOTE 2:
The removal of all conference participants from the conference will terminate the conference if the conference policy is set accordingly.

3)
send the REFER request towards the conference focus that is hosting the conference.
Afterwards the removing conference participant shall treat incoming NOTIFY requests that are related to the previously sent REFER request in accordance with RFC 3515 [17] and may indicate the received information to the user.

----------- SECOND CHANGE: SIP Part, Conference Focus Role ---------

5.3.2.6.2.2
Request from a conference participant to remove another conference participant from a conference

Upon receipt of a REFER request that includes:

a)
a conference URI in the request URI; and,

b)
a Refer-To header including:

1)
a valid SIP URI or tel URL; and

2)
the "method" parameter set to "BYE".
The conference focus shall:

1)
check if the conference URI is allocated. If the conference URI is not allocated, the conference focus shall reject the request in accordance with RFC 3261 [7]. The following actions in this subclause shall only be performed if the conference URI is allocated;

2)
check if the SIP URI or tel URL of the Refer-To header is identical to the conference URI or belongs to a user who is currently a participant of the referenced conference. If this verification fails, then reject the request in accordance with RFC 3261 [7];

3)
verify the identity of the user as described in subclause 5.7.1.4 of 3GPP TS 24.229 [5] and authorize the request as described in subclause 5.7.1.5 of 3GPP TS 24.229 [5]. The following actions in this subclause shall only be performed if the request can be authorized;

4)
generate a final response to the REFER request in accordance with RFC 3515 [17];

5)
if a single conference participant is indicated in the Refer-To header, remove this conference participant from the conference according to subclause 5.3.2.6.2.3. If the Refer-To header includes the conference URI, remove all conference participants from the conference by performing the procedures described in subclause 5.3.2.6.2.3 for each conference participant individually; and

6)
based on the progress of this removal, send NOTIFY messages in accordance with the procedures of RFC 3515 [17] towards the conference participant who sent the REFER request.

5.3.2.6.2.3
Conference focus removes conference participant from a conference

When removing a conference participant from a conference, the conference focus shall:

1)
generate a BYE request on the dialog that was established when the conference participant joined or created the conference, in accordance to the procedures described in 3GPP TS 24.229 [5] and RFC 3261 [7];

2)
release the resources, related to the conference participant from the conference mixer.
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