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	In addition of being able send list of user identities to a AS, the AP should be able to send also a list of authorization flags to the AS (if they are present in the application-specific USS of the subscriber). 
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	The AP is able send authorization flags to the AS by adding HTTP header "X-3GPP-Authorization-Flags" to each HTTP request coming from a UE to a particular AS. The list of authorization flags is comma (,) separated and each flag is surrounded by quotation marks (").
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===== BEGIN CHANGE =====

7.3
Authorization

The AP shall be able to decide whether particular subscriber, i.e. the UE, is authorized to access a particular AS. The granularity of the authorization procedures is specified in 3GPP TS 33.222 [5].

The AP may indicate an asserted identity or a list of identities to the AS by adding a HTTP header to the HTTP requests coming from the UE and forwarded to the AS. The HTTP header name shall be "X-3GPP-Asserted-Identity" and it shall contain a list of identities separated by comma (,) and each identity is surrounded by quotation marks ("). Whether the AP adds this HTTP header to the HTTP request depends on the subscriber's GBA user security settings.

The AP may indicate an authorization flag or a list of authorization flags from the application specific user security setting (USS) to the AS by adding a HTTP header to the HTTP requests coming from the UE and forwarded to the AS. The HTTP header name shall be "X-3GPP-Authorization-Flags" and it shall contain a list of authorization flags separated by comma (,) and each authorization flag is surrounded by quotation marks ("). In case the AP supports this handling of authorization flags from USS then it shall depend on local policy in the AP.

===== END CHANGE =====
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