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11.9
MAP_PROCESS_UNSTRUCTURED_SS_REQUEST service

11.9.1
Definitions

This service is used between the MSC and the VLR, between the VLR and the HLR and between the HLR and gsmSCF to relay information in order to allow unstructured supplementary service operation.

The MAP_PROCESS_UNSTRUCTURED_SS_REQUEST service is a confirmed service using the primitives from table 11.9/1.

11.9.2
Service primitives

Table 11.9/1: MAP_PROCESS_UNSTRUCTURED_SS_REQUEST parameters

Parameter name
Request
Indication
Response
Confirm

Invoke id
M
M(=)
M(=)
M(=)

USSD Data Coding Scheme
M
M(=)
C
C(=)

USSD String
M
M(=)
C
C(=)

MSISDN
C
C(=)



User error


C
C(=)

Provider error



O

11.9.3
Parameter use

Invoke id
See subclause 7.6.1 for the use of this parameter.

USSD Data Coding Scheme:
See subclause 7.6.4 for the use of this parameter. The presence of the parameter in the response is dependent on the unstructured supplementary service application. If this parameter is present, then the USSD String parameter has to be present.

USSD String:
See subclause 7.6.1 for the use of this parameter. The presence of the parameter in the response is dependent on the unstructured supplementary service application. If this parameter is present, then the USSD Data Coding Scheme parameter has to be present.

MSISDN:
The subscriber’s basic MSISDN. This parameter shall be present if the message is sent from the HLR to the gsmSCF.
User error
This parameter is sent by the responder upon unsuccessful outcome of the service, and then takes one of the following values defined in subclause 7.6.1:

-
System failure;

-
Data missing;

-
Unexpected data value;


This error is returned by the responder if it is not able to deal with the contents of the USSD string.

-
Call Barred;

-
Unknown Alphabet.

Provider error
See subclause 7.6.1 for the use of this parameter.

**********Section17.6.4 not modified but shown for information:**************

ProcessUnstructuredSS-Request ::= OPERATION
           --Timer 10 minutes--

ARGUMENT



ussd-Arg
USSD-Arg


RESULT



ussd-Res
USSD-Res


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



UnknownAlphabet,



CallBarred}

**************Next modified section 17.7.4:*************************

USSD-Arg ::= SEQUENCE {


ussd-DataCodingScheme
USSD-DataCodingScheme,


ussd-String
USSD-String,


... ,


alertingPattern
AlertingPattern
OPTIONAL,


msisdn

[0] ISDN-AddressString
OPTIONAL }

