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09.78 state, that ‘The (gsm)SSF shall be in the state “Monitoring”; or the (gsm)SSF may be in state “Waiting for Instructions” if the Disconnect DP is armed and encountered; or the (gsm)SSF may be in any state if the Abandon DP is armed and encountered.’





03.78 allows the Disconnect DP to be reported also in the states “Waiting for End of User Interaction” and “Waiting for End of Temporary Connection”, which is in accordance with CS-1.





Therefore, 09.78 should be corrected to be in accordance with the event reporting rules during user interaction of 03.78 and CS-1.
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9.17	EventReportBCSM procedure


…


9.17.2	Invoking entity (gsmSSF)


9.17.2.1	Normal procedure


gsmSSF preconditions:


(1)	The gsmSSF shall be in the state “Monitoring“; or the gsmSSF may be in state “Waiting for Instructions“, “Waiting for End of User Interaction” or “Waiting for End of Temporary Connection” if the Disconnect DP is armed and encountered; or the gsmSSF may be in any state except “Idle” if the Abandon DP is armed and encountered.


(2)	The BCSM proceeds to an EDP that is armed.


gsmSSF postconditions:


(1)	The gsmSSF stays in the state “Monitoring“ if the message type was notification and there are still EDPs armed or a CallInformationReport or ApplyChargingReport requested.


(2)	The gsmSSF moves to the state “Idle“ if the message type was notification and there are no more EDPs armed, or no CallInformationReport or ApplyChargingReport is requested.


(3)	If the message type was request, the gsmSSF moves to the state “Waiting for Instructions” if the gsmSSF was in state “Monitoring”; or stays in the same state if the gsmSSF was in “Waiting for Instructions”, “Waiting for End of User Interaction” or “Waiting for End of Temporary Connections. The gsmSSF moves to the state “Waiting for Instructions“ if the message type was request. Call processing is interrupted.


If an EDP-R is met that causes the release of the related leg all EDPs related to that leg are disarmed and the event is reported via EventReportBCSM.




















