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�9.8.3.1	Description

This interface is used for the MS to via the HLR acknowledge to the gsmSCF that the notification was received.

9.8.4	Process Unstructured SS Data

9.8.4.1	Description

This interface is used for the gsmSCF to request data from the MS via the HLR.

9.8.4.2	Information Elements

The following information elements are required:

Information element name�Required�Description��SS User Data�M�This IE contains the string that will be sent to the MS.��

M	Mandatory (The IE shall always be sent)

9.8.5	Process Unstructured SS Request

9.8.5.1	Description

This interface is used for the MS to request data from the gsmSCF via the HLR.

9.8.5.2	Information Elements

The following information elements are required:

Information element name�Required�Description��USSD String�M�This IE contains the string that will be sent to the gsmSCF, including the Service Code.��Data Coding Scheme�M�This IE indicates the characteristics of the USSD string��MSISDN�O�This IE contains the basic MSISDN of the subscriber who has requested the USSD operation. This IE is used as an operator option.��M	Mandatory (The IE shall always be sent)

O	Optional (operator option)



9.9	HLR to VLR information flows

9.9.1	Delete Subscriber Data

9.9.1.1	Description

This IF is specified in GSM 09.02 [4] and is used by the HLR to delete subscriber data in the VLR.
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