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Reason for 
change:

The introduction of the short TCAP dialogue in GPRS has allowed GPRS_SSF to send TC_End almost any time.  However, expressing it in the SDL diagrams made GPRS_SSF send TC_End without considering the multiple operations on one TCAP message.  It is foreseen, for example, that the operation ApplyChargingReportGPRS is followed by several operations sent by the gsmSSF.  

For GPRS_SSF to know the chance to send TC_End “the last component” is checked.

This CR also provide the receiving the acknowledgement of ApplyChargingReportGPRS.
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Figure 6.16 i: Process GPRS_SSF (sheet 9)
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/* Signals to the left are to the SGSN;

signals to/from the right are to/from the 

GPRS_Dialogue_Handler. */
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Figure Error! Reference source not found. a: Process GPRS_SSF (sheet 10) (NO CHANGE)
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/* Signals to/from the right are to/from the 

GPRS_Dialogue_Handler. */
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Figure Error! Reference source not found. b: Process GPRS_SSF (sheet 11)
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/* Signals to/from the left are to/from the SGSN;

signals to the right are to the GPRS_Dialogue_Handler. */

/* Note: Change Of Position Complete is reported as a 

DP_Detached with the cause 'Change of Position'. */
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Figure Error! Reference source not found. c: Process GPRS_SSF (sheet 12) (NO CHANGE)
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/* Signals to/from the left are to/from the SGSN;

signals to the right are to the GPRS_Dialogue_Handler. */
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Figure Error! Reference source not found. d: Process GPRS_SSF (sheet 13) (NO CHANGE)
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Process GPRS_SSF 14(17)

/* Notes:

- The values reported in ApplyChargingReportGPRS are

   either elapsed time or transferred volume.

- The volume counters are received from some entity 

   internal to the gprsSSF when the threshold has been 

   reached.

*/

Monitoring

Tsp

Internal

Start Dsp

Handle_ACR_GPRS

(session/PDPId)

Any remaining 

EDP-Rs 

or reports?

Complete_FCI_

Records_GPRS

TC_End

Terminate

GPRS dialogue

Idle

Monitoring

Tcp

(PDPId)

Start Dcp

(PDPId)

Vs

Start Ds

Vc

(PDPId)

Start Dc

(PDPId)

No

Yes


Figure Error! Reference source not found. e: Process GPRS_SSF (sheet 14)



