
3GPP TSG-N2 #15
Tdoc 3GPP
N2-000564

Paris, France, 13th – 17th November 2000









CHANGE REQUEST





23.018
CR
---
Current Version:
N2-000494














For submission to: 
Draft CR
for approval
X

strategic




for information


non-strategic











Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
X





Source:
Vodafone
Date: 
8th Nov 2000



Subject:
Inclusion of Alerting DP as EDP-R



Work item:
CAMEL Phase 4



Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96



B
Addition of feature


Release 97



C
Functional modification of feature
X

Release 98



D
Editorial modification


Release 99






Release 00
X



Reason for 
change:

The CPH stage 1 CR agreed at the TSG-SA1 CAMEL ad hoc includes the alerting DP as both an EDP-N and as an EDP-R.



Clauses affected:
7.1.1.3, 7.2.1.1, 7.2.1.8, 7.3.1.4 and 7.3.1.5.



Other specs
Other 3G core specifications
X
(  List of CRs:
23.078 (N2-000563)

affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


**** First Modified Section ****
7.1.1.3
Procedure OG_Call_Setup_MSC

…

Sheet 4, sheet 7: the procedures CAMEL_Start_TNRy and CAMEL_Stop_TNRy are specific to CAMEL phase 2 or later; they are specified in 3G TS 23.078 [12].

Sheet 4: the procedure CAMEL_OCH_MSC_ALERTING is specific to CAMEL Phase 4 or later; it is specified in 3G TS 23.078 [12]. If the VMSC does not support CAMEL Phase 4 or later, processing continues from the "Yes" exit of the test "Result = Pass?".
Sheet 4: the task "UTU2Cnt := 0" is executed only if the VMSC supports UUS

…
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Figure 8d: Procedure Outgoing_Call_Setup _MSC (sheet 4)

…

**** Next Modified Section ****
7.2.1.1
Process MT_GMSC

…

Sheet 2, sheet 3: the task "Set destination address parameter" is executed only if the GMSC supports Optimal Routeing of mobile-to-mobile calls.

Sheet 2, sheet 3: the procedure CAMEL_MT_MSC_ALERTING is specific to CAMEL Phase 4 or later; it is specified in 3G TS 23.078 [12]. If the GMSC does not support CAMEL Phase 4 or later, processing continues from the "Yes" exit of the test "Result = Pass?".
Sheet 3: the procedure Handle_COLP_Forwarding_Interaction is specific to COLP.

…

**** Next Modified Section ****
7.2.1.8
Process MT_CF_MSC

…

Sheet 2: the procedure CAMEL_CF_MSC_ANSWER is specific to CAMEL; it is specified in 3G TS 23.078 [12]. If the MSC does not support CAMEL, processing continues from the "Yes" exit of the test "Result=Pass?".

Sheet 2: the procedure CAMEL_CF_MSC_ALERTING is specific to CAMEL Phase 4 or later, it is specified in 3G TS 23.078 [12]. If the MSC does not support CAMEL Phase 4 or later, processing continues from the "Yes" exit of the test "Result = Pass?".
Sheet 2: the procedure UUS_MSC_Clear_UUS is specific to UUS; it is specified in 3G TS 23.087 [20].

…
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Figure 36b: Process MT_GMSC (sheet 2)
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Figure 36c: Process MT_GMSC (sheet 3)
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Figure 43b: Process MT_CF_MSC (sheet 2)

…

**** Next Modified Section ****
7.3.1.4
Procedure Complete_Call_In_MSC

…

Sheet 3: the procedure Send_ACM_If_Required is specified in subclause 7.2.1.3.

Sheet 3: the procedure CAMEL_MT_MSC_ALERTING is specific to CAMEL Phase 4 or later; it is specified in 3G TS 23.078 [12]. If the VMSC does not support CAMEL Phase 4 or later, processing continues from the "Yes" exit o the test "Result = Pass?".
Sheet 3, sheet 6: the procedure Establish_Terminating_TCH_Multicall is specific to Multicall; it is specified in 3G TS 23.135 [24]. If the VMSC does not support Multicall, processing continues from the “Yes” exit of the test “Result=Pass?”.

…

**** Last Modified Section ****
7.3.1.5
Procedure Process_Call_Waiting_MSC

…

Sheet 2: the procedure CAMEL_Start_TNRy is called if the VMSC supports CAMEL phase 3 or later; it is specified in 3G TS 23.078 [12].

Sheet 2: the procedure CAMEL_MT_MSC_ALERTING is specific to CAMEL Phase 4 or later; it is specified in 3G TS 23.078 [12]. If the VMSC does not support CAMEL Phase 4 or later, processing continues from the "Yes" exit of the test "Result = Pass?".
Sheet 2: the procedure Send_ACM_If_Required is specified in subclause 7.2.1.3.

…
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Figure 70c: Procedure Complete_Call_In_MSC (sheet 3)

…
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Figure 71b: Procedure Process_Call_Waiting_MSC (sheet 2)
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**** End of Document****
