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Reason for change:
(

3G TS 29.078 V3.6.0 (CAP) uses data type ‘LSAIdentity’ in data type ‘LocationInformationGPRS’. CAP does not specify the data type definition of ‘LSAIdentity’. Instead, CAP re-uses the definition of this data type in MAP.

MAP shall therefore EXPORT this data type definition, so it may be used in CAP.

Module MAP-MS-DataTypes, which defines LSAIdentity, contains an explicit EXPORTS statement. The data types to be used by other modules shall therefore be explicitly included in this list.

The present CR proposes to include ‘LSAIdentity’ in the EXPORTS list of Module MAP-MS-DataTypes.

NOTE. At present, 3G TS 29.078 V3.6.0 does not IMPORT the definition of ‘LSAIdentity’, even though it uses this data type.
The IMPORT for LSAIdentity into 29.078 will be addressed by CR on 29.078.

The category of this CR is ‘frequent and serious error’.





Summary of change:
(

Adding ‘LSAIdentity’ to the EXPORTS list of Module MAP-MS-DataTypes.
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Incorrect ASN.1 syntax, possibly leading to implementation errors.
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*** First Change ***
17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,

LSAIdentity,

DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser,

IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;
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