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*** First modified section in 2 ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]
3GPP TR 21.905: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Vocabulary for 3GPP Specifications ".

[2]
3GPP TS 22.078: "Digital cellular telecommunications system (Phase 2+); Customized Applications for Mobile network Enhanced Logic (CAMEL) - Phase 3. Service description. Stage 1".

*** Next modified section ***

3.2
Abbreviations

Abbreviations used in the present document are listed in TR 21.905 [1].

For the purposes of the present document, the following abbreviations apply:

BCSM
Basic Call State Model

CAMEL
Customized Applications for Mobile network Enhanced Logic

*** Next modified section in 4.4.2.1 ***

Table 4.2: Description of O-BCSM DPs in the MSC

CAMEL Detection Point:
DP Type
Description:

DP Collected_Info
TDP-R
Indication that the O-CSI is analysed. 

DP Analysed_Information
TDP-R (note 2)
Availability of routeing address and nature of address.

DP Route_Select_Failure
TDP-R (note 3), EDP-N, EDP-R
Indication that the call establishment failed.

DP O_Busy
EDP-N, EDP-R
Indication that:

-
a busy indication is received from the terminating party,

-
a not reachable event is determined upon a cause IE in the ISUP release message.

DP O_No_Answer
EDP-N, EDP-R
Indication that:

-
an application timer associated with the O_No_Answer DP expires,

-
a no answer event is determined upon a cause IE in the ISUP release message.

DP O_Answer
EDP-N, EDP-R
Indication that the call is accepted and answered by the terminating party.

DP O_Disconnect
EDP-N, EDP-R
A disconnect indication is received from the originating party or from the terminating party.

DP O_Abandon
EDP-N, EDP-R
Indication that a disconnect indication is received from the originating party during the call establishment procedure.

NOTE 1:
The DPs are defined in ITU-T Q.1224 [30].

NOTE 2:
For TDP-R Analysed_Information new relationship to gsmSCF is opened.

NOTE 3:
DP Route_Select_Failure shall be reported as TDP-R when there is no relationship to gsmSCF. If a relationship to gsmSCF is already open, it shall be reported as EDP-R or EDP-N if armed so.

*** Next modified section in 4.4.3.1 ***

Table 4.3: Description of T-BCSM DPs in the GMSC / VMSC

CAMEL Detection Point:
DP Type
Description:

DP Terminating_Attempt_
Authorised 
TDP-R
Indication that the T-CSI / VT_CSI is analysed.

DP T_Busy
TDP-R (note 2), EDP-N, EDP-R
Indication that:

-
a busy indication is received from the destination exchange,

-
Busy event is determined in the visited MSC,

-
Not reachable or call establishment failure event is determined from the HLR response or upon a cause IE in the ISUP release message.

DP T_No_Answer
TDP-R (note 2), EDP-N, EDP-R
Indication that an application timer associated with the T_No_Answer DP expires.

DP T_Answer
EDP-N, EDP-R
Call is accepted and answered by terminating party.

DP T_Disconnect
EDP-N, EDP-R
A disconnect indication is received from the terminating party or from the originating party.

DP T_Abandon
EDP-N, EDP-R
A disconnect indication is received from the originating party during the call establishment procedure.

NOTE 1:
The DPs are defined in ITU-T Q.1224 [30].

NOTE 2:
DP T_No_Answer and DP T_Busy shall be reported as TDP-R when there is no relationship to gsmSCF. If a relationship to gsmSCF is already open, it shall be reported as EDP-R or EDP-N if armed so.
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