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–– For information section ––

4.4.2
Originating Basic Call State Model (O-BCSM)

4.4.2.1
Description of O-BCSM

The O-BCSM is used to describe the actions in an MSC during originating (MSC) or forwarded (MSC or GMSC) calls.

When encountering a DP the O-BCSM processing is suspended at the DP and the MSC/GMSC indicates this to the gsmSSF which determines what action, if any, shall be taken if the DP is armed. For gsmSCF initiated new calls the O‑BCSM is started being suspended at DP Collected_Info.
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NOTE:
The O_Busy DP includes also the 'not reachable' case.

Figure 4.3: Originating BCSM for CAMEL

–– First modified section ––

4.4.2.1.1.4
O_Alerting

Entry events:

-
Called Party is being alerted (DP O_Term_Seized).

-
Continue is received in O_Mid_Call DP.

Actions:

-
Call is being processed by the terminating half BCSM. Waiting for indication from terminating half BCSM that the call has been answered by terminating party.

Exit events:

-
A service/service feature request is received from the originating party (DTMF) or DP O_Mid_Call is used for Call Party Handling. (DP O_Mid_Call)

-
Indication from the terminating half BCSM that the call is accepted and answered by the terminating party. (DP O_Answer)

-
An exception condition is encountered - this leads to the O_Exception PIC.

-
Calling party abandons the call- this leads to the O_Abandon DP.

-
A route select failure indication is received from the terminating party - this leads to the Route_Select_Failure DP.

-
A busy indication (UDUB) is received from the terminating party - this leads to the O_Busy DP.

-
A not reachable indication is received from the terminating party - this leads to the O_Busy DP.

-
If the no reply timer expires and DP O_No_Answer is armed - this leads to the O_No_Answer DP.

–– End of Document ––
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