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**** FIRST MODIFIED SECTION    ****

4.6.2.18
Request Notification Charging

4.6.2.18.1
Description

This IF is used to request the gsmSSF to monitor and report the e-values or charge units generated by MSC or transit network.
4.6.2.18.2
Information elements
The following information elements are required:
Information element name
MO
MF
MT
VT
Description

Event type Charging
M
M
-
M
This IE indicates the charging event type that has to be monitored.

Monitor mode
M
M
-
M
This IE indicates the monitor mode applicable for the corresponding "eventTypeCharging".  Monitor mode can be NotifyandContinue and Transparent only.

Legid
M
M
-
M
This IE indicates the party in the call for which the charging event has to be monitored.

Event type Charging contains the following information.
Information element name
MO
MF
MT
VT
Description

Charge Units Total
S,E
S,E
-
S,E
This IE indicates that the accumulated charge units are to be monitored.

Charge Units Components
S,E
S,E
-
S,E
This IE indicates the list of charging components for which charge units are to be monitored.

Evalues Total
S,E
S,E
-
S,E
This IE indicates that the net applicable e-values are to be monitored.

Evalues Components
S,E
S,E
-
S,E
This IE indicates the list of charging components for which e-values are to be monitored.

Charge Units Total contains the following information.

Information element name
MO
MF
MT
VT
Description

Reporting Condition Units
M
M
-
M
This IE indicates the reporting condition which must be satisfied before reporting charge units.

Charge Units Components contains the following information.

Information element name
MO
MF
MT
VT
Description

Monitor Component
M
M
-
M
This IE indicates the specific charging component to be monitored.

Reporting Condition Units
M
M
-
M
This IE indicates the reporting condition which must be satisfied before reporting charge units.

Evalues Total contains the following information.

Information element name
MO
MF
MT
VT
Description

Reporting Condition Evalue
M
M
-
M
This IE indicates the reporting condition which must be satisfied before reporting e-values.

Evalues Components contains the following information.

Information element name 
MO
MF
MT
VT
Description

Monitor Component
M
M
-
M
This IE indicates the specific charging component to be monitored.

Reporting Condition Evalue
M
M
-
M
This IE indicates the reporting condition which must be satisfied before reporting e-values.

Reporting Condition Units contains the following information.
Information element name
MO
MF
MT
VT
Description

End Of Connection
S,E
S,E
-
S,E
This IE indicates that the chargeunits are to be reported at end of connection.

Threshold Counter Value
S,E
S,E
-
S,E
This IE indicates that the chargeunits are to be reported when threshold is exceeded or equalled.

Monitor Component contains the following information.

Information element name
MO
MF
MT
VT
Description

Charges Specific PLMN
C
C
-
C
This IE indicates that the PLMN specific charges at the serving MSC determined by operator based on radio resource utilization, roaming etc are to be monitored.

Charges Transit  Network
C
C
-
C
This IE indicates that the specific charges at the serving MSC based on the charging information received from the  transit network are to be monitored.

Reporting Condition Evalue contains the following information.

Information element name 
MO
MF
MT
VT
Description

Occurance Of Event
M
M
-
M
This IE indicates that the e-values are to be reported immediately after occurance of any charging event.

**** NEXT MODIFIED SECTION    ****

4.6.1.6
Event Notification Charging

4.6.1.6.1
Description

This IF is used by the gsmSSF to report to the gsmSCF the charging information requested in the Request Notification Charging IF.
4.6.1.6.2
Information elements
The following information elements are required:
Information element name
MO
MF
MT
VT
Description

Event Specific Charging Information 
M
M
-
M
This IE contains the charging  information to be provided by gsmSSF.

Leg ID 
M
M
-
M
This IE is received in related Request Notification Charging IF to correlate the result to the request. This IE shall be the copy of the corresponding IE received in Request Notification Charging IF.

Event Specific Charging Information contains the following information.

Information element name
MO
MF
MT
VT
Description

Info Charge Units Total 
S,E
S,E
-
S,E
This IE contains the accumulated charge units which have been monitored.

Info Charge Units components
S,E
S,E
-
S,E
This IE contains the list of charging Components and accumulated charge units of those components which have been monitored.

Info Evalue Total 
S,E
S,E
-
S,E
This IE contains the net applicable e-values which have been monitored.

Info Evalue Components 
S,E
S,E
-
S,E
This IE contains the list of charging components and applicable e-values for those components which have been monitored.

Info Charge Units Total contains the following information.

Information element name 
MO
MF
MT
VT
Description

Reporting Condition Units 
M
M
-
M
This IE contains the reporting condition. It is received in related Request Notification Charging IF. This IE shall be the copy of the corresponding IE received in Request Notification Charging IF.

Charge Units 
M
M
-
M
This IE contains the accumulated charge units which have been monitored.

Info Charge Units Components contains the following information.

Information element name
MO
MF
MT
VT
Description

Reporting Condition Units
M
M
-
M
This IE contains the reporting condition. It is received in related Request Notification Charging IF. This IE shall be the copy of the corresponding IE received in Request Notification Charging IF.

Charge Units 
M
M
-
M
This IE contains the accumulated charge units  which have been monitored.

Monitor Component 
M
M
-
M
This IE contains the specific charging component which have been monitored.

Info Evalue Total contains the following information.

Information element name
MO
MF
MT
VT
Description

Reporting Condition Evalue
M
M
-
M
This IE contains the reporting condition. It is received in related Request Notification Charging IF. This IE shall be the copy of the corresponding IE received in Request Notification Charging IF. 

Evalues And Tsw
M
M
-
M
This contains the e-values and the duration for which these e-values are applicable.

Info Evalue Components contains the following information.

Information element name
MO
MF
MT
VT
Description

Reporting Condition Evalue
M
M
-
M
This IE contains the reporting condition. It is received in related Request Notification Charging IF. This IE shall be the copy of the corresponding IE received in Request Notification Charging IF.

Evalues And Tsw
M
M
-
M
This contains the e-values and the duration for which these e-values are applicable.

Monitor Component
M
M
-
M
This IE contains the specific charging component which have been monitored.

Reporting Condition Units contains the following information.

Information element name 
MO
MF
MT
VT
Description

End Of Connection 
S,E
S,E
-
S,E
This IE indicates that the charge units is being reported at end of connection. 

Threshold Counter Value 
S,E
S,E
-
S,E
This IE indicates that the charge units is being reported after exceeding or equalling the threshold.

Monitor Component contains the following information.
Information element name
MO
MF
MT
VT
Description

Charges Specific PLMN 
C
C
-
C
This IE indicates  the PLMN specific charges at the serving MSC determined by operator based on radio resource utilization, roaming etc.

Charges Transit  Network 
C
C
-
C
This IE indicates  the specific charges at the serving MSC based on the charging information received from the  transit network.

Reporting Condition Evalue contains the following information.

Information element name 
MO
MF
MT
VT
Description

Occurance Of Event
M
M
-
M
This IE indicates that the e-values are  reported immediately after occurance of any charging event.

Evalues And Tsw contains the following information.

Information element name
MO
MF
MT
VT
Description

CAI Elements 
M
M
-
M
This IE contains CAI elements as described in GSM 02.24

Tariff Switch Interval 
M
M
-
M
This IE contains the time duration for which reported evalues are applicable.

**** END OF DOCUMENT****
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