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11
Detailed operation procedures for circuit switched call control

NOTE:
The detailed operation procedures in this clause which cross reference the gsmSCF FSMs for the pre‑ and postconditions are for information only; refer to the note at the beginning of clause x.

. . .

Unmodified text

. . .

11.22
InitiateCallAttempt procedure

11.22.1
General Description

This operation is used to request the gsmSSF to create a new call leg to one call party using the address information provided by the gsmSCF (e.g. wake-up call). The gsmSCF shall arm O_Answer as an EDP-R and the call failure events (Route_Select_Failure, O_Busy and O_No_Answer) as EDP-Rs and/or EDP-Ns, in order to have the gsmSCF treat this call appropriately when any of these events is encountered. InitiateCallAttempt can also be used to create an additional call party in a new Call Segment within an existing Call Segment Association. The InitiateCallAttempt operation shall be grouped in the same TC message with a ContinueWithArgument operation, which contains additional information needed to populate the parameters of the ISUP Initial address message.
**** Next modified section ****

A.2
ContinueWithArgument operation

Table A.2 illustrates the mapping of parameters received in the ContinueWithArgument operation to parameters sent in the IAM message to the succeeding exchange. Parameters which were received in the IAM and are not replaced by parameters of the Connect operation are treated according to the normal procedures.

On sending of the IAM the awaiting address complete timer is started. If the timer expires the call is released in both directions and an appropriate indication is returned to the calling subscriber.

Table A.2

	CAP operation ContinueWithArgument (Note 1)
	ISUP message IAM

	originalCalledPartyID
	Original called number

	callingPartysCategory
	Calling party's category

	redirectingPartyID
	Redirecting number

	redirectionInformation
	Redirection information

	genericNumbers
	Generic number (Note 2)

	serviceInteractionIndicatorTwo
	See Table A.4

	cug-Interlock
	Closed user group interlock code

	cug-OutgoingAccess
	Optional forward call indicators (Note 3)


NOTE 1:
Optional parameters may be absent, i.e. they are mapped only if received.

NOTE 2:
The set of generic numbers received in the genericNumbers parameter is mapped to the appropriate number of Generic Number parameters in the ISUP IAM. This shall be performed irrespective of the value of the screening indicator in the ISUP calling party number.

NOTE 3:
The Closed User Group indicators are carried in bits A & B of the Optional forward call indicators.

A.3
Connect operation

On receipt of a Connect operation from the gsmSCF the called party number used for routeing is derived from the destinationRoutingAddress (see Table A.3). If the triggering of the CAMEL service was made for a mobile terminating or forwarded call, an ISUP ACM shall be sent to the preceding exchange. The encoding of the backward call indicators in the ACM is specified in 3GPP TS 09.12 [1].

Table A.3 illustrates the mapping of parameters received in the Connect operation to parameters sent in the ISUP IAM to the succeeding exchange. Parameters which were received in the IAM and are not replaced by parameters of the Connect operation are treated according to the normal procedures.

On sending of the IAM the awaiting address complete timer is started. If the timer expires the call is released in both directions and an appropriate indication is returned to the calling subscriber.

Table A.3

	CAP operation
Connect (Note 1)
	ISUP message
IAM

	destinationRoutingAddress
	Called party number

	originalCalledPartyID
	Original called number

	callingPartysCategory
	Calling party's category

	redirectingPartyID
	Redirecting number

	redirectionInformation
	Redirection information

	genericNumbers
	Generic number (Note 2)

	serviceInteractionIndicatorTwo
	See Table A.4

	cug-Interlock
	Closed user group interlock code

	cug-OutgoingAccess
	Optional forward call indicators (Note 3)


NOTE 1:
Optional parameters may be absent, i.e. they are mapped only if received.

NOTE 2:
The set of generic numbers received in the genericNumbers parameter is mapped to the appropriate number of Generic Number parameters in the ISUP IAM. This shall be performed irrespective of the value of the screening indicator in the ISUP calling party number.

NOTE 3:
The Closed User Group indicators are carried in bits A & B of the Optional forward call indicators.

**** Next modified section ****

A.7
ReleaseCall operation

Upon receipt of the ReleaseCall operation, the GMSC/gsmSSF (VMSC/gsmSSF) sends REL messages in both directions. The cause indicators parameter contains the releaseCallArg parameter of the ReleaseCall operation.

A.8
InitiateCallAttempt operation

Upon receipt of the InitiateCallAttempt operation, the GMSC/gsmSSF (VMSC/gsmSSF) prepares to set up a new call leg in an existing call configuration, or to set up a new call, to the destination defined by the destinationRoutingAddress parameter. The GMSC/gsmSSF (VMSC/gsmSSF) does not send the ISUP IAM until it has received a ContinueWithArgument operation, which contains additional information needed to populate the parameters of the ISUP IAM.
Table A.6 illustrates the mapping of parameters received in the InitiateCallAttempt operation to parameters sent in the ISUP IAM to the succeeding exchange
Table A.6

	CAP operation InitiateCallAttempt (Note 1)
	ISUP message IAM

	destinationRoutingAddress
	Called party number

	callingPartyNumber
	Calling party number


NOTE 1:
Optional parameters may be absent, i.e. they are mapped only if received.

**** End of document ****

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� Enter the title of the Spec to be changed (not the title of the CR!) here.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 4

