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–– First modified section ––

4.5.3.1.3
Action of the GMSC on receipt of Int_Continue

If a FTN has been stored the information received from HLR is used to overwrite corresponding call parameters. Note that the MSISDN is replaced by the FTN as the Called party number. The redirection counter is incremented.

If no FTN has been stored, a Send Routeing Info message including a T-CSI suppression parameter is sent to the HLR. The Send Routeing Info includes an indication which CAMEL Phases are supported by the GMSC/gsmSSF.

4.5.3.1.4
Action of the GMSC on receipt of Int_Continue_With_Argument

If an FTN has been stored, the information received from HLR is used to overwrite corresponding call parameters. The MSISDN is replaced by the FTN as the Called party number. The redirection counter is incremented.

If no FTN has been stored, a Send Routeing Info message including a T-CSI suppression parameter is sent to the HLR. The Send Routeing Info includes an indication which CAMEL phases are supported by the GMSC/gsmSSF.

The MSC shall replace the call parameters by the information received in the Int_Continue_With_Argument message. Call parameters which are not included in the Int_Continue_With_Argument message are unchanged.

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

–– Next modified section ––

4.5.7.6
Process CSA_gsmSSF and procedures

The call gap operation can only be received for an opened transaction between the CSA_gsmSSF and the gsmSCF.
...
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Figure 4.109f: Process CSA_gsmSSF (sheet 6)

–– Next modified section ––

4.6.9.1.2
Information Elements

Send Routeing Info ack contains the following CAMEL specific IE:

Information element name
Status
Description

Location Information
C
This IE indicates the location of the served subscriber.

O-CSI
S
This IE identifies the subscriber as having originating CAMEL services. 

It shall be present if O-CSI is active, and CFU or CFNRc has been invoked, or if both O-CSI and T-CSI are active.

D-CSI
S
This IE identifies the subscriber as having originating CAMEL dialled services. 

It shall be present if D-CSI is active, and CFU or CFNRc has been invoked, or if both D-CSI and T-CSI are active.

Subscriber State
C
This IE indicates the status of the MS. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged on a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

T-CSI
S
This IE identifies the subscriber as having terminating CAMEL services. 

It shall be present if T-CSI is active and no Suppress T‑CSI indicator is present in the SRI.

Basic Service Code
C
This IE indicates the type of basic service i.e., teleservice or bearer service.

CUG Subscription Flag
S
This IE indicates if the called party has a CUG subscription. It shall be present only if the T-CSI is active and included in the Send Routeing Information ack.

Supported CAMEL Phases
S
This IE indicates the supported CAMEL phases of the VLR. Shall be present if known by the HLR, otherwise shall be absent.

VMSC Address
M
This IE indicates the E.164 address of the VMSC in whose area the B subscriber is currently registered.

–– End of Document ––
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