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Reason for change:
(

As agreed at CN2#21 meeting and CN#14 Plenary, Charging Notification is going to be removed from the scope of CAMEL4 (Rel-5).

So far, two relevant documents, N2-010470 (CN2#18 Puerto Rico) and N2-010625 (CN2#19 Dresden) have been approved and incorporated into the draft spec 23.078.

This CR provides the material which shall be removed from the latest draft spec.




Summary of change:
(

Handling of mobile originated calls;

· Remove descriptions of action of MSC on receipt of Int_RNC (4.5.2.1.9).

Handling of mobile terminated calls;

· Remove descriptions of action of MSC on receipt of Int_RNC (4.5.4.1.2).

Handling of mobile forwarded calls;

· Remove descriptions of action of MSC on receipt of Int_RNC (4.5.5.5).

Process CS_gsmSSF; 

· Remove all RNC/ENC related signal and the following procedures (sheets 18, 26, 34).

· Remove descriptions related to pending ENCs (sheet 22).

Process CSA_gsmSSF;

· Remove all RNC/ENC related CAP relay and the following procedures (sheets 4, 5).

Information flows;

· Remove Event Notification Charging (4.6.1.6) and Request Notification Charging (4.6.2.19).
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Other comments:
(

Readers are advised to view the document in “Page Layout View” to see the figure changes.

*** First modified part ***

4.5.2.1.8
Action of the MSC in procedure CAMEL_Store_Destination_Address

The Int_Store_DA message carries the value of the global variable Destination address and the parameters OR and Forwarding received in the procedure call.














4.5.2.1.10
Process CAMEL_O_CHANGE_OF_POSITION_MSC
Signal HANDOVER COMPLETE is specified in 3GPP TS 48.008 [35]. Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING COMMAND are specified in 3GPP TS 25.413 [30].

*** Next modified part ***

4.5.4.1.1
Action of the VMSC in procedure CAMEL_MT_VMSC_Notify_CF

The Forwarding reason is taken from the Complete Call message from the VLR.

The Int_DP_T_No_Answer and Int_DP_T_Busy messages include a parameter to indicate that the call has encountered conditional call forwarding. The gsmSSF will transfer this parameter to the CAP_Event_Report_BCSM message which it sends to the gsmSCF.














4.5.4.1.3
Process CAMEL_T_CHANGE_OF_POSITION_MSC
Signal HANDOVER COMPLETE is specified in 3GPP TS 48.008 [35]. Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING COMMAND are specified in 3GPP TS 25.413 [30].

*** Next modified part ***

4.5.5.4
Action of the MSC in procedure CAMEL_CF_ETC

In procedure CAMEL_CF_ETC (sheet 2) the GMSC or terminating VMSC will remain in the Wait_For_Assisting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is between PLMNs.

NOTE:
This means that it may not be possible to access an SRF which does not generate an ISUP Answer Message (ANM).














*** Next modified part ***

4.5.7.4
Process CS_gsmSSF and procedures

……
[image: image1.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 18(51)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */
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Figure 4.92r: Process CS_gsmSSF (sheet 18)
[image: image2.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 22(51)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */
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Figure 4.92v: Process CS_gsmSSF (sheet 22)
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Process CS_gsmSSF 26(51)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */
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Figure 4.92z: Process CS_gsmSSF (sheet 26)
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Process CS_gsmSSF 34(51)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */
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Figure 4.92hh: Process CS_gsmSSF (sheet 34)
*** Next modified part ***

4.5.7.6
Process CSA_gsmSSF and procedures

……
[image: image5.emf]/* A process in the gsmSSF to

co-ordinate the Call Segments

for a call. */

Process CSA_gsmSSF 4(17)

/* Signals to/from the left are to/from 

one or more instances of the process

CS_gsmSSF; signals to/from the right

are to/from the gsmSCF. */
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Figure 4.109d: Process CSA_gsmSSF (sheet 4)

[image: image6.emf]/* A process in the gsmSSF to

co-ordinate the Call Segments

for a call. */

Process CSA_gsmSSF 5(17)

/* Signals to/from the left are to/from 

one or more instances of the process

CS_gsmSSF; signals to/from the right

are to/from the gsmSCF. */
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Figure 4.109e: Process CSA_gsmSSF (sheet 5)

*** Next modified part ***






















































































































































































































































*** Next modified part ***











































































































































































































*** End of document ***
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