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Reason for change:
(

There is a strong service requirement to have control of individual call legs from the set-up phase. However, allowing the Disconnect Leg operation before the active phase of the 'normal A-B' call is very complex, and involves jumping between different states in the BCSM. The service requirement can be met using ICA if the calling party is not linked (in SDL modelling) to any of the called parties.




Summary of change:
(

At DP2 (collected_info), the gsmSCF can indicate that the handling of the calling party (Leg1) should proceed without a called party in that MSC process / BCSM. If this happens, the handling of Leg1 is passed over to 23.078 (for the MF Case, Process MT_CF_MSC in 23.018 calls the Procedure CAMEL_MT_CF_LEG1_MSC in 23.078 where Leg1 is handled). This allows the gsmSCF to create additional call legs, using ICA, with individual MSC processes and BCSMs, which makes disconnection of individual legs less complex. 

In addition, Procedure UpdateSignalling is called whenever the Alerting or Answer DPs are met, to ensure Leg1 is moved to the Alerting or Active phase when appropriate. (Question: Is Alerting DP allowed in Waiting_For_Instructions? I couldn't find it…)




Consequences if 
(

not approved:
The service requirements illustrated in Tdoc N2-020039 and N2-020043 cannot be met using CAMEL Phase 4.
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Other comments:
(

This document is also dependent on the 23.078 CR for MO calls in N2-020172. 

Open Issue: In Procedure CAMEL_MT_CF_LEG1_MSC, if Leg1_status=set-up then "Perform Call Forwarding ack" is sent to the parent process (MT_GMSC or ICH_MSC). The FTN is a Mandatory parameter in this internal message. However, as the gsmSSF has indicated to the MSC to continue the handling of Leg1 without routeing the call to Leg2, there is no FTN to include in the "Perform Call Forwarding ack". This issue requires further study and will be added to the CPH: Open Issues & Decisions document. A note in the SDLs has been added.

**** Modified Section ****
4.5.5
Handling of forwarded calls

…

4.5.5.x
Action of the MSC on receipt of Int_Continue_Without_Leg2

If the MSC receives Int_Continue_Without_Leg2 from the gsmSSF, in response to an Initial_DP message, the MSC will continue the handling of the calling party (Leg1) without routeing the call to a destination.
…
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Figure 4.72a: Procedure CAMEL_CF_MSC_INIT (sheet 1)
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handle a forwarded call */

Procedure CAMEL_CF_MSC_INIT 2(4)
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Figure 4.72b: Procedure CAMEL_CF_MSC_INIT (sheet 2)
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Procedure CAMEL_CF_MSC_INIT
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Figure 4.72c: Procedure CAMEL_CF_MSC_INIT (sheet 3)
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Procedure CAMEL_CF_MSC_INIT
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Figure 4.72d: Procedure CAMEL_CF_MSC_INIT (sheet 4)
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Procedure CAMEL_MT_CF_LEG1_MSC
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Figure 4.79a: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 1)
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Procedure CAMEL_MT_CF_LEG1_MSC
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Figure 4.79b: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 2)
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Procedure CAMEL_MT_CF_LEG1_MSC
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Figure 4.79c: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 3)
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Procedure CAMEL_MT_CF_LEG1_MSC
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Figure 4.79d: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 4)

…

**** End of Document ****



�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 2

