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**** First Modified Section ****
4.5.2.1
Handling of mobile originated calls in the originating MSC

…

[image: image1.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 1(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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Figure 4.29a: Procedure CAMEL_OCH_LEG1_MSC (sheet 1)

[image: image2.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 2(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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See 3GPP TS 23.018  

Result=

Fail?

To Subs_FSM
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Figure 4.29b: Procedure CAMEL_OCH_LEG1_MSC (sheet 2)

[image: image3.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 3(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 

Wait_For_ACM,

Wait_For_Answer,

Wait_For_Connect_Ack

Release
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Figure 4.29c: Procedure CAMEL_OCH_LEG1_MSC (sheet 3)

[image: image4.wmf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC

4(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 

Wait_For
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Figure 4.29d: Procedure CAMEL_OCH_LEG1_MSC (sheet 4)

[image: image6.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 5(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the Process

Subs_FSM (See 3GPP TS 23.018). */ 
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Figure 4.29e: Procedure CAMEL_OCH_LEG1_MSC (sheet 5)

[image: image7.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 6(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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MidCall
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Figure 4.29f: Procedure CAMEL_OCH_LEG1_MSC (sheet 6)

…
[image: image8.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

1(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

CAMEL_MO_
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Result =
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Figure 4.31a: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 1)
[image: image10.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 2(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

Wait_For_

ACM
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Figure 4.31b: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 2)
[image: image11.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

3(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

Wait_For_

ACM
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2
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Figure 4.31c: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 3)
[image: image13.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 4(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

Wait_For_
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_TNRy
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Figure 4.31d: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 4)
[image: image14.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

5(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

Wait_For_
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Release cause =
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Figure 4.31e: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 5)
[image: image16.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 6(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/

Wait_For_ACM,

Wait_For_Answer

Int_Release

Call

From gsmSSF

Release

Result :=

Fail


Figure 4.31f: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 6)
…
**** Next Modified Section ****
4.5.3.1
Retrieval of routeing information in the GMSC

…
[image: image17.emf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC 1(4)

/* Signals to/from the right are to/from 

    the destination exchange. */

OR_Set_ORA_
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See 3GPP TS 23.079

See 3GPP TS 23.018

Obtain_Routeing_Address

(Called party address, Reference address,

OR, Own PLMN, Routeing address,

Destination address, Result)

Result?
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Figure 4.52a: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 1)
[image: image18.emf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC 2(4)

/* Signals to/from the right are to/from 

    the destination exchange. */

Wait_For_
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Figure 4.52b: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 2)
[image: image19.wmf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC

3(4)

/* Signals to/from the right are to/from 

    the destination exchange. */
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See 3GPP TS 23.079
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Fail

Result :=

Reconnect

Wait_For

_ACM

-

Fail

Reconnect

Pass

Refuse


Figure 4.52c: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 3)
[image: image21.wmf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC

4(4)

/* Signals to/from the right are to/from 

    the destination exchange unless

    otherwise stated. */
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Figure 4.52d: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 4)
**** Next Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

…

[image: image23.wmf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC

1(3)

/* Signals to/from the left are to/from the gsmSSF;

Signals to/from the right are to/from the BSS;

unless otherwise stated. */ 
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Figure 4.66a: Procedure CAMEL_ICH_LEG2_MSC (sheet 1)

[image: image25.emf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC 2(3)

/* Signals to/from the left are to/from the Subs_FSM

(See 3GPP TS 23.018); Signals to/from the right are

to/from the BSS; unless otherwise stated. */ 
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See 3GPP TS 23.083
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Figure 4.66b: Procedure CAMEL_ICH_LEG2_MSC (sheet 2)

[image: image26.emf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC 3(3)

/* Signals to/from the left are to/from the gsmSSF;

Signals to/from the right are to/from MT_CF_MSC;

unless otherwise stated. */ 
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FFS (CN2#21)
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Reconnect

Pass
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Figure 4.66c: Procedure CAMEL_ICH_LEG2_MSC (sheet 3)

…

[image: image27.emf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC 1(4)

/* Signals to/from the right are to/from the VLR;

    Signals to/from the left are to/from the gsmSSF;

    unless otherwise stated. */

Send Info For
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Call

Wait_For_
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_Call_Result
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Result := Fail
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MT Reconnected
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1


Figure 4.69a: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 1)
[image: image28.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

2(4)

/* Signals to/from the right are to/from the VLR;

    Signals to/from the left are to/from the gsmSSF;

    unless otherwise stated. */

1

Set

redirection
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CF_Process

See 3GPP TS 23.018
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Fail?
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Reconnect
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Wait_For_

Forward_ACM
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Figure 4.69b: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 2)
[image: image30.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

3(4)

/* Signals to/from the right are to/from 

    the destination exchange;

    Signals to/from the left are to/from 

    the process MT_CF_MSC;

    unless otherwise stated. */
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Figure 4.69c: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 3)
[image: image32.emf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC 4(4)

/* Signals to/from the right are 

    to/from the destination exchange. */

Wait_For_

Forward_Answer

Release

CAMEL_MT_

GMSC_DISC4
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Figure 4.69d: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 4)
…

**** Next Modified Section ****
4.5.5
Handling of forwarded calls

…
[image: image33.emf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC 1(3)

/* Signals to/from the right are 

    to/from the destination exchange. */
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Figure 4.83a: Procedure CAMEL_MF_RECONNECT_MSC (sheet 1)
[image: image34.wmf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC

2(3)

/* Signals to/from the right are 

    to/from the destination exchange. */
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Figure 4.83b: Procedure CAMEL_MF_RECONNECT_MSC (sheet 2)
[image: image36.emf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC 3(3)

/* Signals to/from the right are 

    to/from the destination exchange

    unless otherwise stated. */
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Figure 4.83c: Procedure CAMEL_MF_RECONNECT_MSC (sheet 3)
**** End of Document ****
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